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		  Datasheet File OCR Text:


		  design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. rotary potentiometers/evlh 1 e 2 v 3 l 4 h 5 6 7 8 9 10 11 12 product code specifications wheel shape taper & resistance compact thumb-wheel driving rotary po  ten  ti  om  e  ters type: evlh   features  dustproof molded structure  wave-soldering available   custom-designed thumb wheels available  explanation of part numbers   recommended ap  pli  ca  tions  radios, headphone cassette tape players,  micro-cas  sette tape recorders  lcd screen tvs, vcrs  contrast control for lcds mechan  i  cal rotation angle 260  rotation torque 0. 5 mnm to 6 mnm shaft stoppe r strength 60 mnm min. detent ce nter detent available electrical nominal tota l resistance 1 k    to 25 0 k    (tolerance 20 %) 1 k    to 50 0 k   (b) (toleran ce 20 %) taper power rating 0.03 w (taper b), 0.01 w (others) resi dual resistance t aper  & terminal r=nominal total resistance abd  : t1 & t2 bc  : t2 & t3 ad : t2   & t3 c : t1 & t2 r  <  50 k  2   25   50 k   < r  <  250 k  25   50   250 k   < r  < 500 k  100   100   noise  level 100 mv max. en du ra nc eo pe ra ti ng   li fe 1 0000 cycles min. minimum  quan  ti  ty/packing unit 100 pcs.  polyethylene bag (bulk) quan  ti  ty/carton 4 000 pcs. eiaj measuring method p anasonic evlh 15a a 10 to 25 1b b 40 to 60 15c c 10 to 25 ? 10a d  6 to 15  100(%) voltage betw een t1   & t2 voltage betw een t1   & t3 at 50 % of effective rotation   speci? cations ? angle from term inal 3 side.       voltage  between  t2  &  t3             voltage betw een t1   & t3  100  (%) (      ) apr. 2008

 design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. rotary potentiometers/evlh #1 #3 60 teeth serrations 0.2  0.1 0.5  0.1 0.2  0.1  12.8  0.2 3.7 max. 5.1 dia. of a hollow 9 max. illustration at center position #2 #2 0.8  0.1 5.0  0.3 9.8 #1 11.0 0 -0.5 (10.0) #3 1.5  0.3 mounting surface 5.0  0.1 6.0  0.1 1.0 2 -  1.0 +0.1 0 2-1.3 +0.1 0 7.6  0.2 6.0  0.5 0.6 c0.4 4.0  0.3 1.5 0 3.0 1.5 1.2  0.1 3.0 4-  0.8 pwb mounting hole for reference view from mounting side 6.0 #2 a 6?  1? resistance/date code 2.6 0 -0.3 -0.1 +0.1 0 5.0  0.1 6.0  0.1 1.0 2-  1.0 +0.1 0 2 - 1.3 +0.1 0 7.6  0.2 3.0 4-  0.8 pwb mounting hole for reference view from mounting side 6.0 a #1 #3 #2 3.7 max. 5 6 7 8 9 10 4 3 2 0 10-26? illustration at center position 1 6.0  0.5 0.6 c0.4 4.7  0.3 1.0 3 1.5 1.2  0.1 1.2 5.1  9.0  0.1  12 .0  13.0  0.2 45 teeth serrations #2 #2 0.8  0.1 5.0  0.3 #1 11.0 0 -0.5 (10.0) #3 1.5  0.3 mounting surtface helvetica regular 0.1 t o0 .25 relief numbers resistanc e/date code 0 -0.3 2.6 +0.1 0 wheel  dia.   13.0 mm wheel colo rpart  no. midpoint de  tent black evlhfaa06 ? black evlhfka06 with wheel  dia.   12.8   mm wheel colo rpart  no. midpoint de  tent black white gray evlhfaa01 evlhfaa02 evlhfaa03 ? ? ? black white gray evlhfka01 evlhfka02 evlhfka03 with with with pwb thickness a 1.20.1 1 0.30.1 1.00.1 10.2   0   ?0.1  dimensions in mm (not to scale)    7 mm dia. single      pre-coupled wheel ............................................................................................................................... ....................... evlh no. 1 no. 2 pwb thickness a 1.20.1 1 0.30.1 1.00.1 10.2   0   ?0.1 apr. 2008

 design and speci? cations are each subject to change without notice.  ask factory for the current technical speci? cations before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. rotary potentiometers/evlh #2 #2 2 - 0.8  0.1 5.0  0.3 #1 (10.0) #3 1.5  0.3 2.6 0 mounting surface #1 #3 5.0  0.1 6.0  0.1 1.0 2-  1.0 +0.1 0 2-1.3 pwb mounting hole for reference view from mounting side a #2  16.0  0.2 7.6  0.2 6.0  0.5 0.6 4.0  0.3 1.5  0.1 3.0 1.5 1.2  0.1 3.0 4-  0.8 6.0 c0.4 3.7 max. 5.1 50 teeth serrations resistance/date code 11.0 0 ?0.5 ? 0.3 +0.1 0 +0.1 0  12.0  4.0  8.00 +0.15  7.0 3-2.05  0.10 illustration at center position #2 #2 0.8  0.1 5.0  0.3 #1 (10.0) #3 1.5  0.3 2.6 0 #1 #3 5.0  0.1 6.0  0.1 1.0 2-  1.0 +0.1 0 2-1.3+0.1 pwb mounting hole for reference view from mounting side a #2 7.6  0.2 6.0  0.5 0.6 c0.4 4.0  0.3 1.5  0.1 3.0 1.5 1.2  0.1 6.0 4-  0.8 2.5 c0.3 max. 3.7 max. 5.1 c0.2 3.9  0.2 resistance/date code 3.0 mounting surface ?0.10 ?0.3 11.0 0 ?0.5 +0.1 0 3-1.0 ?0.1 6.5  0.4  15.0  0.1  5.0 3.7 max. 7.5  0.4 3.0 1.5 0.6 3.45  0.30 3-  1.4  0 . 1 6.5  0.1 7.5  0.1 pwb mounting hole for reference view from mounting side 5.1 1.2  0.2 mounting surface 0 2.5 max. no.  3 no.  4 no.  5 pre-coupled wheel ............................................................................................................................... ............................ evlh in-line terminal type is also available. (evlhcaa09) (evlhcka09)  with midpoint detent post-coupled wheel ............................................................................................................................... .......................... evlh wheel  dia.   16.0 mm wheel colo rpart  no. midpoint de  tent black e vlhfaa05 ? black e vlhfka05 with wheel colo rpart  no. midpoint de  tent black e vlhfaa08 ? black evlhfka08 with pwb thickness a 1.20.1 1 0.30.1 1.00. 110.2   0   ?0.1 pwb thickness a 1.20.1 1 0.30.1 1.00. 110.2   0   ?0.1 apr. 2008
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