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		  Datasheet File OCR Text:


		  27 utgs - shielded bantam metallised plastic connector for emc r equir ements description ?tgs?shielded bantam are a range of industrial circular connectors suitable for emc requirements. it is a range of multiway connectors available in  8 shell sizes and 13 insert arrangements all intermateable, interchangeable and intermountable with the trim-trio ?t0?metal connector families. finding its origin in the ?tg?range, ?tgs?keeps the metal locking system, whilst the connectors are selectively metallised.   this together with a new shielded backshell offers a competent, reliable, user friendly and cost effective solution . featur es and benefits ? suitable for emc requirements. ? shielded backshell is independent from the cable diameter and its shielding.  ? available in 8 shell sizes and 13 insert arrangements incl. 3 vde versions and one power version. ? available in plug and receptacle versions for both male and female contacts. ? connectors are moulded from highly durable glass-filled thermoplastic. selectively nickel plated ? flammability rating: ul94-v0. ? metal bayonet ring: - metal wave spring loaded. - locks with audible positive ?lick? -  assures 500 matings and unmatings performance characteristics operating  temperature:  -55  c to +125  c  insulation  resistance:  5000 m  min. test potential:  2000 vac durability:  500 matings and unmatings.  vibration     per mil-std202 resistance:   method 204 thermal      per mil-std202 shock:          method 207 corrosion: salt spray per mil-std 202 method 101 shielding effectiveness: 95 db at 1 mhz (see shielded connectors section) degree of protection per din 40050: ip65 in mated condition. ??version construction connector body glass filled thermoplast ul94-v0 colour: black selectively nickel plated coupling ring: nickel plated brass tri-lock pins: stainless steel coupling spring: spring steel shielded backshell : nickel plated aluminium alloy. contact accommodation  ? ?tgs?connectors accept trim-trio crimp-type removable snap-lock contacts (see contact section) ? contacts to be ordered seperately. n n b    h p s 12 12 14 14 pg 0 6 utgs utgs connector family: body variation: 0 :  wall mounting receptacle 6 : cable plug 1 : free hanging receptacle shielded backshell:  shell size: insert arrangement: type of contacts: p : pin contacts s : socket contacts application: no letter : standard version h : water protected version  (only receptacle) design variation: no letter : moulded-in contact marking ( standard version) others : special versions plating: n : nickel plated packing: no letter: standard version: each connector individualy packed in plastic bag b: bulk packing per qty of 100 pcs how to or der utgs

 28 utgs - shielded bantam shielded cable plug for pin contacts (utgs6pg- - - -pn) part number shell a b c d  e f max size  0.2 max.  0.15  0.15 cable  utgs6pg104pn / utgs6pg103pnvde 10 70/74.1  52.2/56.3 12.2 21.6 11.0 utgs6pg128pn 12 74 53.2 15.1 24.8 13.5 utgs6pg1412pn  14 81 58.2 31.8 18.3 28.0 14.5 utgs6pg1619pn 16 84 61.2 19.1 21.5 31.2 16.5 utgs6pg1823pn / utgs6pg187pnvdeu 18 88/94.4 65.2/71.6 31.8/33.0 24.0 34.3 16.5 utgs6pg2028pn / utgs6pg2020pn 20 101 70.9 31.8/35.3 27.2 37.5 22.0 utgs6pg2235pn 22 107 76.9 31.8 30.4 40.7 22.0 utgs6pg2448pn 24 120 81.9 33.5 43.9 29.5 - for ass? procedure see shielded connectors section for bulk packing (qty 100 pcs) add b at the end of cat. nr. eg. utgs6pg1412pnb shielded cable plug for socket contacts (utgs6pg- - - -sn) part number shell a b c d  e f max size  0.2 max.  0.15  0.15 cable  utgs6pg104sn / utgs6pg103snvde 10 70 / 74.1  52.2 / 56.3 23.9/26.8 12.2 21.6 11.0 utgs6pg128sn 12 74 53.2 15.1 24.8 13.5 utgs6pg1412sn  14 81 58.2 23.9 18.3 28.0 14.5 utgs6pg1619sn 16 84 61.2 19.1 21.5 31.2 16.5 utgs6pg1823sn / utgs6pg187snvdeu 18 88 / 94.4 65.2 / 71.6 23.9/29.0 24.0 34.3 16.5 utgs6pg2028sn / utgs6pg2020sn 20 101 70.9 24.9 27.2 37.5 22.0 utgs6pg2235sn 22 107 76.9 30.4 40.7 22.0 utgs6pg2448sn 24 120 81.9 26.2 33.5 43.9 29.5 - for ass? procedure see shielded connectors section for bulk packing (qty 100 pcs) add b at the end of cat. nr. eg. utgs6pg1412snb

 29 utgs - shielded bantam shielded wall mounting r eceptacle for pin contacts (utgs0- - - -pn) part number shell a b c  d e f  g  h  j size max.  0.15  0.2  0.15  0.25  0.25  0.1  0.1  0.1 utgs0104pn / utgs0103pnvde 10 15.0 18.3 23.8 17.3 15.1 utgs0128pn 12 2.3 19.0 20.6 26.2 21.8 18.2 utgs01412pn 14 31.7 11.3 22.2 23.0 28.6 25.0 21.4 utgs01619pn 16 25.3 24.6 31.0 3.2 28.1 24.6 utgs01823pn / utgs0187pnvdeu 18 31.7/34.0 2.5 11.3/17.9 28.5 27.0 33.3 31.3 27.8 utgs02028pn / utgs02020pn 20 33.3/34.3 14.5 31.7 29.4 36.5 34.5 30.9 utgs02235pn  22 33.3 3.5 34.9 31.8 39.7 37.7 34.1 utgs02448pn 24 15.3 38.0 34.9 42.9 3.9 40.9 37.3 for waterprotected version add ?? behind ??e.g.  utgs01412phn for bulk packing (qty 100 pcs) add b at the end of cat. nr. eg. utgs01412pnb shielded wall mounting r eceptacle for socket contacts (utgs0- - - -sn) part number shell a b c  d e f  g  h  j size max.  0.15  0.2  0.15  0.25  0.25  0.1  0.1  0.1 utgs0104sn / utgs0103snvde 10 24.3/27.6 15.0 18.3 23.8 17.3 15.1 utgs0128sn 12 2.3 19.0 20.6 26.2 21.8 18.2 utgs01412sn 14 24.3 11.3 22.2 23.0 28.6 25.0 21.4 utgs01619sn 16 25.3 24.6 31.0 3.2 28.1 24.6 utgs01823sn / utgs0187snvdeu 18 24.3/30.4 2.5 11.3/17.9 28.5 27.0 33.3 31.3 27.8 utgs02028sn / utgs02020sn 20 27.0 14.5 31.7 29.4 36.5 34.5 30.9 utgs02235sn  22 28.0 3.5 34.9 31.8 39.7 37.7 34.1 utgs02448sn 24 30.4 15.3 38.0 34.9 42.9 3.9 40.9 37.3 for waterprotected version add ?? behind ??e.g.  utgs01412shn for bulk packing (qty 100 pcs) add b at the end of cat. nr. eg. utgs01412snb utgs

 30 utgs - shielded bantam shielded fr ee hanging r eceptacle for pin contacts (utgs1pg- - - -pn) part number shell a b c max d  0.15  e  0.2 size utgs1pg104pn / utgs1pg103pnvde 10 70 / 74.1  52.2 / 56.3 15.0 utgs1pg128pn 12 74 53.2 19.0 utgs1pg1412pn  14 81 58.2 31.7 22.2 8.65 utgs1pg1619pn 16 84 61.2 25.3 utgs1pg1823pn / utgs1pg187pnvdeu 18 88 / 94.4 65.2 / 71.6 31.7 / 34.0 28.5 8.65 / 15.35 utgs1pg2028pn / utgs1pg2020pn 20 101 70.9 31.7 12.05 utgs1pg2235pn 22 107 76.9 33.3 34.9 utgs1pg2448pn 24 120 81.9 38.0 13.85 shielded fr ee hanging r eceptacle for socket contacts (utgs1pg- - - -sn) part number shell a b c max d  0.15  e  0.2 size utgs1pg104sn / utgs1pg103snvde 10 70 / 74.1  52.2 / 56.3 24.3 / 27.6 15.0 utgs1pg128sn 12 74 53.2 19.0 utgs1pg1412sn  14 81 58.2 24.3 22.2 8.65 utgs1pg1619sn 16 84 61.2 25.3 utgs1pg1823sn / utgs1pg187snvdeu 18 88 / 94.4 65.2 / 71.6 24.3 / 30.4 28.5 8.65 / 15.35 utgs1pg2028sn / utgs1pg2020sn 20 101 70.9 31.7 12.05 utgs1pg2235sn 22 107 76.9 25.9 34.9 utgs1pg2448sn 24 120 81.9 38.0 13.85 for waterprotected version add ?? behind ??e.g.  utgs1pg1412phn for bulk packing (qty 100 pcs) add b at the end of cat. nr. eg. utgs1pg1412pnb for waterprotected version add ?? behind ??e.g.  utgs1pg1412shn for bulk packing (qty 100 pcs) add b at the end of cat. nr. eg. utgs1pg1412snb
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