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		  Datasheet File OCR Text:


		  module no:1715022 labelid:1715022 operator:phoenix   16:16:17, donnerstag, 28. juni 2001 mkds 1,5 pitch 5.0 or 5.08 (iec) [mm 2 ] connection data rigid solid 0.14-2.5 flexible stranded 0.14-1.5 awg 26-14 i [a] 22 u [v] 250 hcaf description printed circuit screw termination blocks, 5.0 mm pitch, with housing interlocking, color: green printed circuit screw termination blocks, 5.08 mm pitch, with housing interlocking, color: green no. of positions 2 3 4 8 12 2 3 4 8 10 12 dim. a [mm] 10 15 20 40 60 10.16 15.24 20.32 40.64 50.80 60.96 type mkds 1,5/2 mkds 1,5/3 mkds 1,5/4 mkds 1,5/8 mkds 1,5/12 mkds 1,5/2-5,08 mkds 1,5/3-5,08 mkds 1,5/4-5,08 mkds 1,5/8-5,08 mkds 1,5/10-5,08 mkds 1,5/12-5,08 order no. 17 15 02 2 17 15 03 5 17 15 04 8 17 15 08 0 17 15 12 9 17 15 72 1 17 15 73 4 17 15 74 7 17 15 78 9 17 15 80 2 17 15 82 8 pcs . pkt. 50 50 accessories (1) pitch spacer, for adjusting the pitches between mkds and gmkds terminal blocks in mixed rows, 1.25 mm thick (4) screwdriver, blade: 0.6 x 3.5 x 100 mm, length: 180 mm (5) marker card, with 12 pcs., 10-section marker strips, white, selfadhesive, for 120 terminal blocks rz 1,25-mkds 1,5 szs 0,6 x 3,5 sk 5/3,8... or sk 5,08/3,8... (see info ) 17 02 04 8 12 05 05 3 100 10 technical data dimensions pitch hole diameter pin dimensions technical data in accordance with iec / din vde insulation material group surge voltage category / contamination class [mm] [mm] [mm] ? ?/? see description iii / 3 5 / 5.08 1.3 0.9 x 0.9 i iii / 2 ii / 2 phoenix contact elektronischer katalog   page 1 / 3 

 module no:1715022 labelid:1715022 operator:phoenix   16:16:17, donnerstag, 28. juni 2001 rated voltage rated surge voltage nominal current / cross section maximum load current / cross section connection capacity solid / stranded / conductor sizes stranded with ferrules without / with plastic collar multiple connection (2 conductors with same cross section) solid / stranded stranded with ferrules without plastic collar stranded with twin ferrules with plastic collar stripping length internal cylindrical gage (iec 947-1:1988) thread torque insulation material inflammability class acc. to ul 94 temperature indices rti/ti approval data (ul and csa) nominal voltage / current / conductor sizes csa: [v] / [a] / awg [mm 2 ]/[mm 2 ]/awg ul: [v] / [a] / awg [v] [kv] [a]/[mm 2 ] [a]/[mm 2 ] [mm 2 ] [mm 2 ] [mm 2 ] [mm 2 ] [mm] ? ? [nm] 250 4 17.5 / 1.5 0.14 - 2.5 / 0.14 - 1.5 / 26 - 14 0.25 - 1.5 / 0.25 - 1.5 0.14 - 1 / 0.14 - 0.75 0.25 - 0.5 0.5 - 0.6 125 / 100 300 / 10 / 30-14 300 / 10 / 28-14 320 4 22 / 2.5 0.5 - 1 7 a 1 m 3 pa v2 630 4 articles printed in bold can be delivered at short notice. products with black or gray housing available on request. note: in order to avoid tolerances between the terminal blocks and the printed circuit board, the terminal row should be interrupted when the number of positions exceeds 30. dimensional drawing drilling diagram diagram phoenix contact elektronischer katalog   page 2 / 3 

 module no:1715022 labelid:1715022 operator:phoenix   16:16:17, donnerstag, 28. juni 2001 current carrying capacity depending on the ambient temperature mkds 1,5/2 phoenix contact elektronischer katalog   page 3 / 3 
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