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		  Datasheet File OCR Text:


		     inches   millimeters   symbol   min   max   min   max   t  -  0.0 35   -  0.90  a  0.0 08   0.0 20   0. 20  0.50  l  0. 057   0. 069   1.45  1.75  w  0. 026   0. 037   0.65      0.95   v aristor s      tvs   0603   sm d   multilayer   ceramic   t ransient   v oltage   suppressor   standard  capacit y   specification s     packaging   t ape  and   reel   t   7  inch   reel  (4.000  pcs.)   materia l   dimension s                 t  a               w   l feature s   thin  laye r,  high   precise   techniques   lead  free   bi -directional   clampin g  standard and low   capacity   available   with   nickel/t in  end  termination     applications   circuit  board  and  esd,  ef t   protection   of :   ?      i/o   ports   ?      keyboards   ?      lcd? s   ?      sensor s     b od y :   ceramic   (zno )   t erminals:   ni/sn  plated   (code  ?p?)   ag/pt/pd   non  plate d   (code  ?n?   on  request)   operating  temperatur e   -55  to   +125c   solderability   acc.   to   iec   60068-2-58   235c,  2s   soldering   heat   resistanc e   260oc,   10   sec.   (iec   60068 -2- 58)   280oc,   5  sec.   (iec   60068 -2-58)   response   time     jv0 603 ml050l     v aristor s     tvs   0603   sm d   maximum   surge   curren t :   maximum leakage     100na             1ga             10ga             100ga              1ma               10ma             100ma                  1a                 10a               100a  maximum clamping voltage (v)  10 100 current (i) maximum clamping voltage  1 jv0603ml300a   jv0603ml260a  jv0603ml220a  jv0603ml180a  jv0603ml140a  jv0603ml120a  JV0603ML090A  jv0603ml050l  jv0603ml050a  jv0603ml030a  v/i   characteristic s   22 ,0   14 ,0     12 ,0     9 ,0     3,3     30 ,0     26 ,0     18 ,0     5,5   5,5l     22 ,0   14 ,0     12 ,0     9 ,0     3,3     30 ,0     26 ,0     18 ,0   5,5     5,5l  

  jv0 603 ml050l   maximum   surge   curren t :   jv0 603 ml0 3 0 a - jv0 603 ml 30 0 a     v aristor s   tvs   0603   sm d  
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