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		  Datasheet File OCR Text:


		  fea tures dat a sheet no.  bfsb-200-1b mechanical specifica tion 2 amp f ast recover y bridge rectifiers pr v ratings from 50 to 1000 v olt s surge overload rating to 50 amp s peak reliable low cost molded plastic constructionideal for printed circuit board applications fast switching for high efficiency g5  	
	
		 


	 
    ! "	#	$%!&' "($&*)!+,$!- (./ ' 0( 12345 #(#645 7$88"98-4 : ; <  ? @ a b a c d e f g,hji9k!lm series FSB200 - fsb210 ul recognized - file #e124962 maximum ra tings & electrical characteristics no p q rs=t,o pu vw xyo=z\[q ]r p=p ]z\^]=_ o p `_ ]`r=a ] ttbp c]=_ d,q t ],t=^]eq f q ]gh iq r=sa ]^=co t]=j co=a f=d9o k ]j l m=no j _ ] tq tp q k],b_q r=g`=e p q k ]a bo=gh p=b_e o^ oeq p q k ]a b=og=tj g]_ o p ]e=`=_ _ ]=rp[ qu m rjh a verage forward rectified current @ t = 55 c s t p arameter (test conditions) maximum dc blocking v olt age maximum peak recurrent reverse v olt age maximum rms v olt age series number i u v vwyx v yyz v {| symbol fsb fsb ra tings units vol ts fsb fsb fsb fsb fsb 50 100 200 400 1000 35 70 140 280 700 2 peak forward surge current (8.3ms single half sine wavesuperimposed on rated load) maximum forward v olt age at 1 amp dc vol ts amps v }~ i �?? 50 1 maximum a verage dc reverse current at rated dc blocking v olt age i ?? r ??? c/w m a @ t =   25 c ? ? @ t = 25 c ? ? @ t = 125 c ? ? 10 500 30 maximum thermal resist ance, junction to ambient  (note 2) junction operating and s torage t emperature range t t ????,?? t ?? c -55 to +150 600 800 50 100 200 400 1000 600 800 420 560 200 201 202 204 206 208 210 maximum reverse recovery t ime  (note 1) 200 300 500 ns t el.:  (310) 767-1052    fax:  (310) 767-7958 diotec   electronics   corp . gardena, ca 90248    u.s.a 18020 hobart blvd.,  unit b actual size of sb2 p ackage ? ?!?? ? ?? ?,? ?? ?? ??  * |! ? a ?!?- ?  ,32 ??1 o,?,???? ,,a ?? ?!?,?  ?  ?,? ?e ?  ???  ?*  ?j*y t? ? taj?ja/??? ? 	*(?\ ?? e ?  ???(? ?( a a1 d d1 l c b1 b + _ + _ ac fsb208 diotec 009 9?/yyt?  	


 case:t erminals: round silver plated pins soldering: per mil-std 202 method 208 guaranteedpolarity: marked on case mounting position: any w eight: 0.1 ounces (2.8 grams) molded epoxy (ul flammability rating 94v -0) rohs compliant mechanical da t a  
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