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		  Datasheet File OCR Text:


		  ? 4   0.5 sw17 m6 ) valid, if the temp. of the stud is kept to 100c ? gltig, wenn die temp. am gewinde auf 100c gehalten wird 1 54 01.01.99   diotec   1n 1183 ... 1n 1190, 1n 3766, 1n 3768 pby 301 ... pby 307 silicon-power rectifiers silizium-leistungs-gleichrichter nominal current ? nennstrom 35 a repetitive peak reverse voltage 50...1000 v periodische spitzensperrspannung metal case ? metallgeh?use do-5 weight approx. ? gewicht ca. 6 g recommended mounting torque 26  10% lb.in. empfohlenes anzugsdrehmoment  3  10% nm standard: cathode to stud / am gewinde dimensions / ma?e in mm index r: anode to stud / am gewinde (e.g. 1n 1183 r) maximum ratings grenzwerte type repetitive peak reverse voltage surge peak reverse voltage  typ   periodische spitzensperrspg. sto?spitzensperrspannung  v  [v] v  [v] rrm rsm 1n 1183 pby 301 50 60 1n 1184 pby 302 100 120 1n 1186 pby 303 200 240 1n 1188 pby 304 400 480 1n 1190 pby 305 600 720 1n 3766 pby 306 800 1000 1n 3768 pby 307 1000 1200 max. average forward rectified current, r-load t  = 100c i 35 a  ) c fav 1 dauergrenzstrom in einwegschaltung mit r-last repetitive peak forward current f > 15 hz i 80 a  ) frm 1 periodischer spitzenstrom rating for fusing, t < 10 ms t  = 25c i t 1000 a s a 2 2 grenzlastintegral, t < 10 ms peak fwd. half sine-wave surge current, t  = 25c f = 60 hz i 500 a a fsm superimposed on rated load f = 50 hz i 450 a fsm sto?strom fr eine sinus-halbwelle, berlagert bei nennlast

 55 01.01.99   diotec   1n 1183 ... 1n 1190, 1n 3766, 1n 3768 pby 301 ... pby 307 operating junction temperature ? sperrschichttemperatur t ? 65?+175c j storage temperature ? lagerungstemperatur t ? 65?+175c s characteristics kennwerte forward voltage t  = 25c i  = 100 a v < 1.5 v j f f durchla?spannung leakage current t  = 25c v  = v i < 500 a j r rrm r sperrstrom thermal resistance junction to stud r < 1 k/w thc w?rmewiderstand sperrschicht ? geh?use
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