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		  Datasheet File OCR Text:


		  pl318-14 series 3mm  led snap-in holder   features  *snap-in panel mount indicator  *mounting hole 4 mm (.156?)  *no mounting hardware required  *housing material black nylon ul94v-2  *1 green led with color diffused lens used    *standard terminals  *rohs compliant   absolute maximum ratings at t a  = 25c  reverse voltage  (PL31814-1G13  dominant  wave  length  nm  572  all dimensions are in  millimeters . tolerance is  0.25mm unless otherwise specified.   tel:(800)688-0613  tel:(719) 589 3122  fax:(719) 589 3592  www.p-tec.net             sales@p-tec.net  p-tec corp.  2405 commerce circle  alamosa co. 81101   02-16-07  rev 0  rs  2.54 standard leads cathode anode 0.2+0.1 4.40.5 1.0 1.90.5 3.0 4.8 14.0 12.0 min.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of PL31814-1G13 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























