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		  Datasheet File OCR Text:


		    specifications subject to change without notice.   ?   north america: 1-800-366-2266  visit www.macom.com for complete contact and product information.     CSM4T17    termination insensitive mixer      ?  lo 1 to 3400 mhz   ?  rf 1 to 3400 mhz   ?  if 1 to 2000 mhz   ?  lo drive +17 dbm (nominal)   ?  high intercept +25 dbm (typ.)              specifications (rev. date: 2/02)*  guaranteed  characteristics  typical  +25     c  -40      to +85     c  ssb conversion loss & ssb noise figure (max.)            f r  1 to 2400 mhz      f r  1 to 3400 mhz             f l  1 to 2400 mhz      f l  1 to 3400 mhz            f i  1 to 2000 mhz      f i  1 to 2000 mhz        8.0 db  9.0 db    9.0 db  10.0 db    10.5 db  11.5 db    isolation (min.)          l to r          f l  = 1 to 2400 mhz          f l  = 2400 to 3400 mhz      l to i          f l  = 1 to 2400 mhz          f l  = 2400 to 3400 mhz      r to i          f r  = 1 to 3400 mhz            35 db  25 db    35 db  25 db    30 db      25 db  20 db    25 db  20 db        23 db  18 db    23 db  18 db      1 db conversion compression          f l  @ +17 dbm  +14 dbm      input ip3 (min.)          f l  = 100 to 3400 mhz      f i  = 50 to 2000 mhz                & f r  = 100 to 3400 mhz        +25 dbm           vswr      r-port          f r  = 1 to 3400 mhz      l-port          f l  = 1 to 3400 mhz                i-port          f i  = 1 to 2000 mhz       2.0:1    2.0:1      2.0:1     *measured in a 50-ohm system with nominal lo drive level and downconverter application only, unless otherwise specified.        absolute maximum ratings  outline drawing(s)  operating temperature  -54  c to +85  c   package  figure  model  storage temperature  -65  c to +100  c   surface mount  ak  CSM4T17  peak input power  +20 dbm max. at +25  c, +17 dbm at +85  c         peak input current  50 ma dc                   

 CSM4T17  specifications subject to change without notice.  m/a-com field sales office: 1-800-366-2266   ?   website: www.macom.com  typical performance at 25c               
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