

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CYPRESS			AD820003			CYPRESS			GBJ50005			STA015T			E162A			CYPRESS			ST901			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SM2E470KC Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		     features  miniaturized low profile with 9mm to 25mm height  load life of 2000 hours at 85c   outline mm d 5 6.3 8 10131618 f 2.0 2.5 3.5 d   specifications 6.3 10 16 25 35 50 160 200 250 350 400 450 8 13 20 32 44 63 200 250 300 400 450 500 6.3 10 16 25 35 50 160 200 250 350 400 450 0.28 0.24 0.20 0.16 0.14 0.12 0.15 0.15 0.15 0.20 0.24 0.24 6.3 10 16 25 35 50 160 200 250 350 400 450 543222333666 12108543666 - - - (1000 hours for 8  and smaller) shelf test surge voltage (25c) w.v. w.v. temperature characteristics   impedance ratio at 120hz leakage current capacitance change capacitance change      20% of initial value   200% of initial specified value load test      20% of initial value   200% of initial specified value   initial specified value after 1000 hours, no voltage applied at +85c, the capacitor shall meet the following limits: tan   leakage current tan     200% of initial specified value dissipation factor (120hz, 25c)   for capacitance exceeding 1000  u f, add 0.02 per increment of 1000  u f after 2000 hours application of wv at +85c, the capacitor shall meet the following limits: - 40c / + 25c tan   - 25c / + 25c w.v. s.v. i    0.01cv or 3 ( u a) i    0.04cv + 100 ( u a) capacitance tolerance (after 2 minutes applying the dc working voltage) (after 1 minute applying the dc working voltage) leakage current (25c)   i : leakage current ( u a)   c : rated capacitance ( u f)   v : working voltage (v) (120hz, 25c) characteristics items -40c ~ +85c -25c ~ +85c operation temperature rated working voltage range 6.3 ~ 250vdc 350 ~ 450vdc   20% (m) 7.5 0.5 5.0 0.6 0.8 rohs compliant  aluminium electrolytic capacitor                    sm series
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