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		  Datasheet File OCR Text:


		  do-15 min m a x min m a x a 0.230 0.300 5.80 7.60 b 0.104 0.140 2.60 3.60 c 0.026 0.034 0.71 0.86 d 1.000 ----- 25.40 ----- dimensions dim inches mm note features mechan ical data case: molded plastic marking: unidirectional-type  number and cathode band bidirectional-type  number only weight: 0.4 grams maximum ratings   operating temperature: -65 o c to +175 o c   storage temperature: -65 o c to +175 o c   for capacitive load, derate current by 20% electrical characteristics @ 25 o c unless otherwise specified p5ke5.0(c)(a) thru p5ke200(c)(a) 500watts transient  voltage suppressor 5.0 to 200 volts p ea k   p ower p pk 500w current i fsm 70a 8.3ms, half sine dissi p ation p m(av) 1.0w t j =75 o c a b c d d cathode mark dissipation steady state power =25 o c t a revision: a                                                                                                                     2011/01/01 	
 omp onents 20736 marilla  street chatsworth 
 	
 
   

 mcc   glass passivated chip   low leakage   uni and bidirectional unit   excellent clamping capability   epoxy meets ul 94 v-0 flammability rating   moisture sensitivity level 1   ul recognized file # e331408 tm micro commercial components 1 of  8 www. mccsemi .com

 mcc www. mccsemi .com revision: a                                                                                                                           2011/01/01     p5ke5.0 (c)(a) thru p5 ke 20 0 (c)( a ) tm m cmm cm 2  8         q c        min max madc v ( m a) v a p5ke5.0 6.40 7.55 10 5.0 600 9.6 52.3 p5ke5.0a 6.40 7.25 10 5.0 600 9.2 54.3 p5ke6.0 6.67 8.45 10 6.0 600 11.4 43.9 p5ke6.0a 6.67 7.67 10 6.0 600 10.3 48.5 p5ke6.5 7.22 9.14 10 6.5 400 12.3 40.7 p5ke6.5a 7.22 8.30 10 6.5 400 11.2 44.7 p5ke7.0 7.78 9.86 10 7.0 150 13.3 37.8 p5ke7.0a 7.78 8.95 10 7.0 150 12.0 41.7 p5ke7.5 8.33 10.67 1 7.5 50 14.3 35.0 p5ke7.5a 8.33 9.58 1 7.5 50 12.9 38.8 p5ke8.0 8.89 11.30 1 8.0 25 15.0 33.3 p5ke8.0a 8.89 10.23 1 8.0 25 13.6 36.7 p5ke8.5 9.44 11.92 1 8.5 10 15.9 31.4 p5ke8.5a 9.44 10.82 1 8.5 10 14.4 34.7 p5ke9.0 10.0 12.6 1 9.0 5 16.9 29.5 p5ke9.0a 10.0 11.5 1 9.0 5 15.4 32.5 p5ke10 11.1 14.1 1 10 3 18.8 26.6 p5ke10a 11.1 12.8 1 10 3 17.0 29.4 p5ke11 12.2 15.4 1 11 3 20.1 24.9 p5ke11a 12.2 14.0 1 11 3 18.2 27.4 p5ke12 13.3 16.9 1 12 3 22.0 22.7 p5ke12a 13.3 15.3 1 12 3 19.9 25.1 p5ke13 14.4 18.2 1 13 3 23.8 21.0 p5ke13a 14.4 16.5 1 13 3 21.5 23.2 p5ke14 15.6 19.8 1 14 3 25.8 19.4 p5ke14a 15.6 17.9 1 14 3 23.2 21.5 p5ke15 16.7 21.1 1 15 3 26.9 18.8 p5ke15a 16.7 19.2 1 15 3 24.4 20.6 p5ke16 17.8 22.6 1 16 3 28.8 17.6 p5ke16a 17.8 20.5 1 16 3 26.0 19.2 p5ke17 18.9 23.9 1 17 3 30.5 16.4 p5ke17a 18.9 21.7 1 17 3 27.6 16.1 p5ke18 20.0 25.3 1 18 3 32.2 15.5 p5ke18a 20.0 23.3 1 18 3 29.2 17.2 p5ke20 22.2 28.1 1 20 3 35.8 13.9 p5ke20a 22.2 25.5 1 20 3 32.4 15.4 breakdown voltage v(br) @ it (volts) mcc part number test current it rated standoff voltage vwm maximum reverse leakage id @vwm maximum clamping voltage vc @ ipp maximum peak pulse current ipp

 mcc www. mccsemi .com revision: a                                                                                                                           2011/01/01     p5ke5.0 (c)(a) thru p5 ke 20 0 (c)( a ) tm micro commercial components 3 of 8     electrical ch aracteristics @25 q c        min max madc v ( m a) v a p5ke22 24.4 30.9 1 22 3 39.4 12.7 p5ke22a 24.4 28.0 1 22 3 35.5 14.1 p5ke24 26.7 33.8 1 24 3 43.0 11.6 p5ke24a 26.7 30.7 1 24 3 38.9 12.8 p5ke26 28.9 36.6 1 26 3 46.6 10.7 p5ke26a 28.9 33.2 1 26 3 42.1 11.9 p5ke28 31.1 39.4 1 28 3 50.0 9.9 p5ke28a 31.1 35.8 1 28 3 45.4 11.0 p5ke30 33.3 42.2 1 30 3 53.5 9.3 p5ke30a 33.3 38.3 1 30 3 48.4 10.3 p5ke33 36.7 46.5 1 33 3 59.0 5.8 p5ke33a 36.7 42.2 1 33 3 53.3 9.4 p5ke36 40.0 50.7 1 36 3 64.3 7.8 p5ke36a 40.0 46.0 1 36 3 58.1 8.6 p5ke40 44.4 56.3 1 40 3 71.4 7.0 p5ke40a 44.4 51.1 1 40 3 64.5 7.8 p5ke43 47.8 60.5 1 43 3 76.7 6.5 p5ke43a 47.8 54.9 1 43 3 69.4 7.2 p5ke45 50.0 63.3 1 45 3 80.3 6.2 p5ke45a 50.0 57.5 1 45 3 72.7 6.9 p5ke48 53.3 67.5 1 48 3 85.5 5.8 p5ke48a 53.3 61.3 1 48 3 77.4 6.5 p5ke51 56.7 71.8 1 51 3 91.1 5.5 p5ke51a 56.7 65.2 1 51 3 82.4 6.1 p5ke54 60.0 76.0 1 54 3 96.3 5.2 p5ke54a 60.0 69.0 1 54 3 87.1 5.7 p5ke58 64.4 81.6 1 58 3 103.0 4.9 p5ke58a 64.4 74.1 1 58 3 93.6 5.3 p5ke60 66.7 84.5 1 60 3 107.0 4.7 p5ke60a 66.7 76.7 1 60 3 96.8 5.2 p5ke64 71.1 90.1 1 64 3 114.0 4.4 p5ke64a 71.1 81.8 1 64 3 103.0 4.9 p5ke70 77.8 98.6 1 70 3 125.0 4.0 p5ke70a 77.8 89.5 1 70 3 113.0 4.4 p5ke75 83.3 105.7 1 75 3 134.0 3.7 p5ke75a 83.3 95.8 1 75 3 121.0 4.1 breakdown voltage v(br) @ it (volts) mcc part number test current it rated standoff voltage vwm maximum reverse leakage id @vwm maximum clamping voltage vc @ ipp maximum peak pulse current ipp

 mcc www.mccsemi .com revision: a                                                                                                                           2011/01/01     p5ke5.0 (c)(a) thru p5ke 200 (c)(a ) tm micro commercial components 4 of 8     electrical ch aracteristics @25 q c        min max madc v ( m a) v a p5ke78 86.7 109.8 1 78 3 139 3.6 p5ke78a 86.7 99.7 1 78 3 126 4.0 p5ke85 94.4 119.2 1 85 3 151 3.3 p5ke85a 94.4 108.2 1 85 3 137 3.6 P5KE90 100 126.5 1 90 3 160 3.1 P5KE90a 100 115.5 1 90 3 146 3.4 p5ke100 111 141.0 1 100 3 179 2.8 p5ke100a 111 128.0 1 100 3 162 3.1 p5ke110 122 154.5 1 110 3 196 2.6 p5ke110a 122 140.5 1 110 3 177 2.8 p5ke120 133 169.0 1 120 3 214 2.3 p5ke120a 133 153.0 1 120 3 193 2.0 p5ke130 144 182.5 1 130 3 231 2.2 p5ke130a 144 165.5 1 130 3 209 2.4 p5ke150 167 211.5 1 150 3 268 1.9 p5ke150a 167 192.5 1 150 3 243 2.1 p5ke160 178 226.0 1 160 3 287 1.7 p5ke160a 178 205.0 1 160 3 259 1.9 p5ke170 189 239.5 1 170 3 304 1.6 p5ke170a 189 217.5 1 170 3 275 1.8 p5ke180 198 253.8 1 180 3 322 1.6 p5ke180a 198 230.4 1 180 3 292 1.7 p5ke190 209 267.9 1 190 3 340 1.5 p5ke190a 209 243.2 1 190 3 308 1.6 p5ke200 220 282.0 1 200 3 358 1.4 p5ke200a 220 256.0 1 200 3 324 1.5 rated standoff voltage vwm maximum reverse leakage id @vwm maximum clamping voltage vc @ ipp maximum peak pulse current ipp breakdown voltage v(br) @ it (volts) mcc part number test current it

 mcc www. mccsemi .com revision: a                                                                                                                           2011/01/01     p5ke5.0 (c)(a) thru p5 ke 20 0 (c)( a ) tm micro commercial components 5 of 8     electrical ch aracteristics @25 q c        min max madc v ( m a) v a p5ke5.0c 6.40 7.55 10 5.0 1200 9.6 52.3 p5ke5.0ca 6.40 7.25 10 5.0 1200 9.2 54.3 p5ke6.0c 6.67 8.45 10 6.0 1200 11.4 43.9 p5ke6.0ca 6.67 7.67 10 6.0 1200 10.3 48.5 p5ke6.5c 7.22 9.14 10 6.5 800 12.3 40.7 p5ke6.5ca 7.22 8.30 10 6.5 800 11.2 44.7 p5ke7.0c 7.78 9.86 10 7.0 300 13.3 37.8 p5ke7.0ca 7.78 8.95 10 7.0 300 12.0 41.7 p5ke7.5c 8.33 10.67 1 7.5 100 14.3 35.0 p5ke7.5ca 8.33 9.58 1 7.5 100 12.9 38.8 p5ke8.0c 8.89 11.30 1 8.0 50 15.0 33.3 p5ke8.0ca 8.89 10.23 1 8.0 50 13.6 36.7 p5ke8.5c 9.44 11.92 1 8.5 25 15.9 31.4 p5ke8.5ca 9.44 10.82 1 8.5 25 14.4 34.7 p5ke9.0c 10.0 12.6 1 9.0 5 16.9 29.5 p5ke9.0ca 10.0 11.5 1 9.0 5 15.4 32.5 p5ke10c 11.1 14.1 1 10 3 18.8 26.6 p5ke10ca 11.1 12.8 1 10 3 17.0 29.4 p5ke11c 12.2 15.4 1 11 3 20.1 24.9 p5ke11ca 12.2 14.0 1 11 3 18.2 27.4 p5ke12c 13.3 16.9 1 12 3 22.0 22.7 p5ke12ca 13.3 15.3 1 12 3 19.9 25.1 p5ke13c 14.4 18.2 1 13 3 23.8 21.0 p5ke13ca 14.4 16.5 1 13 3 21.5 23.2 p5ke14c 15.6 19.8 1 14 3 25.8 19.4 p5ke14ca 15.6 17.9 1 14 3 23.2 21.5 p5ke15c 16.7 21.1 1 15 3 26.9 18.8 p5ke15ca 16.7 19.2 1 15 3 24.4 20.6 p5ke16c 17.8 22.6 1 16 3 28.8 17.6 p5ke16ca 17.8 20.5 1 16 3 26.0 19.2 p5ke17c 18.9 23.9 1 17 3 30.5 16.4 p5ke17ca 18.9 21.7 1 17 3 27.6 16.1 p5ke18c 20.0 25.3 1 18 3 32.2 15.5 p5ke18ca 20.0 23.3 1 18 3 29.2 17.2 p5ke20c 22.2 28.1 1 20 3 35.8 13.9 p5ke20ca 22.2 25.5 1 20 3 32.4 15.4 breakdown voltage v(br) @ it (volts) mcc part number test current it rated standoff voltage vwm maximum reverse leakage id @vwm maximum clamping voltage vc @ ipp maximum peak pulse current ipp

 mcc www. mccsemi .com revision: a                                                                                                                           2011/01/01     p5ke5.0 (c)(a) thru p5 ke 20 0 (c)( a ) tm micro commercial components 6 of 8     electrical ch aracteristics @25 q c        min max madc v ( m a) v a p5ke22c 24.4 30.9 1 22 3 39.4 12.7 p5ke22ca 24.4 28.0 1 22 3 35.5 14.1 p5ke24c 26.7 33.8 1 24 3 43.0 11.6 p5ke24ca 26.7 30.7 1 24 3 38.9 12.8 p5ke26c 28.9 36.6 1 26 3 46.6 10.7 p5ke26ca 28.9 33.2 1 26 3 42.1 11.9 p5ke28c 31.1 39.4 1 28 3 50.0 9.9 p5ke28ca 31.1 35.8 1 28 3 45.4 11.0 p5ke30c 33.3 42.2 1 30 3 53.5 9.3 p5ke30ca 33.3 38.3 1 30 3 48.4 10.3 p5ke33c 36.7 46.5 1 33 3 59.0 5.8 p5ke33ca 36.7 42.2 1 33 3 53.3 9.4 p5ke36c 40.0 50.7 1 36 3 64.3 7.8 p5ke36ca 40.0 46.0 1 36 3 58.1 8.6 p5ke40c 44.4 56.3 1 40 3 71.4 7.0 p5ke40ca 44.4 51.1 1 40 3 64.5 7.8 p5ke43c 47.8 60.5 1 43 3 76.7 6.5 p5ke43ca 47.8 54.9 1 43 3 69.4 7.2 p5ke45c 50.0 63.3 1 45 3 80.3 6.2 p5ke45ca 50.0 57.5 1 45 3 72.7 6.9 p5ke48c 53.3 67.5 1 48 3 85.5 5.8 p5ke48ca 53.3 61.3 1 48 3 77.4 6.5 p5ke51c 56.7 71.8 1 51 3 91.1 5.5 p5ke51ca 56.7 65.2 1 51 3 82.4 6.1 p5ke54c 60.0 76.0 1 54 3 96.3 5.2 p5ke54ca 60.0 69.0 1 54 3 87.1 5.7 p5ke58c 64.4 81.6 1 58 3 103 4.9 p5ke58ca 64.4 74.1 1 58 3 93.6 5.3 p5ke60c 66.7 84.5 1 60 3 107 4.7 p5ke60ca 66.7 76.7 1 60 3 96.8 5.2 p5ke64c 71.1 90.1 1 64 3 114 4.4 p5ke64ca 71.1 81.8 1 64 3 103 4.9 p5ke70c 77.8 98.6 1 70 3 125 4.0 p5ke70ca 77.8 89.5 1 70 3 113 4.4 p5ke75c 83.3 105.7 1 75 3 134 3.7 p5ke75ca 83.3 95.8 1 75 3 121 4.1 rated standoff voltage vwm maximum reverse leakage id @vwm maximum clamping voltage vc @ ipp maximum peak pulse current ipp breakdown voltage v(br) @ it (volts) mcc part number test current it

 mcc www. mccsemi .com revision: a                                                                                                                           2011/01/01     p5ke5.0 (c)(a) thru p5 ke 20 0 (c)( a ) tm micro commercial components 7 of 8     electrical ch aracteristics @25 q c        min max madc v ( m a) v a p5ke78c 86.7 109.8 1 78 3 139 3.6 p5ke78ca 86.7 99.7 1 78 3 126 4.0 p5ke85c 94.4 119.2 1 85 3 151 3.3 p5ke85ca 94.4 108.2 1 85 3 137 3.6 P5KE90c 100 126.5 1 90 3 160 3.1 P5KE90ca 100 115.5 1 90 3 146 3.4 p5ke100c 111 141.0 1 100 3 179 2.8 p5ke100ca 111 128.0 1 100 3 162 3.1 p5ke110c 122 154.5 1 110 3 196 2.6 p5ke110ca 122 140.5 1 110 3 177 2.8 p5ke120c 133 169.0 1 120 3 214 2.3 p5ke120ca 133 153.0 1 120 3 193 2.0 p5ke130c 144 182.5 1 130 3 231 2.2 p5ke130ca 144 165.5 1 130 3 209 2.4 p5ke150c 167 211.5 1 150 3 268 1.9 p5ke150ca 167 192.5 1 150 3 243 2.1 p5ke160c 178 226.0 1 160 3 287 1.7 p5ke160ca 178 205.0 1 160 3 259 1.9 p5ke170c 189 239.5 1 170 3 304 1.6 p5ke170ca 189 217.5 1 170 3 275 1.8 p5ke180c 198 253.8 1 180 3 322 1.6 p5ke180ca 198 230.4 1 180 3 292 1.7 p5ke190c 209 267.9 1 190 3 340 1.5 p5ke190ca 209 243.2 1 190 3 308 1.6 p5ke200c 220 282.0 1 200 3 358 1.4 p5ke200ca 220 256.0 1 200 3 324 1.5 breakdown voltage v(br) @ it (volts) mcc part number test current it rated standoff voltage vwm maximum reverse leakage id @vwm maximum clamping voltage vc @ ipp maximum peak pulse current ipp

                   mcc revision: a                                                                                                                          2011/01/01 tm     micro commercial components     www. mccsemi .com 8 of 8             device  packing  part number-tp  tape&reel: 4kpcs/reel  part number-ap  ammo packing: 3kpcs/ammo box  part number-bp bulk: 25kpcs/carton  ordering information :   *** i m p o r t a n t   n o t ic e * **   m i c r o   c o m m e r c i a l   c o m p on e n ts   c o r p .  r e s e rve s  t h e   r i g h t   t o   m a k e   c h a n g e s   w i t ho u t   f u r t h e r   no t i c e   t o   a n y   p r o d u c t   h e r e i n   t o  m a k e   c o rr e c t i o n s ,   m o d i f i c a t i o n s   ,   e n h a n c e m e n t s   ,   i m pr o v e m e n t s   ,   o r   o t h e r   ch a n g e s   .  m i c r o   c o m m e r c i a l   c o mp o n e n ts  c o r p   .  d o e s   n o t   a s s u m e   a n y   l i a b i l i t y   a r i s i n g   ou t   o f   t h e   a p p l i c a t i on   o r   u s e   o f   a n y   p r o d uc t   d e sc r i be d   h e r e i n ;   n e i t h e r   d o e s   i t  c o n v e y   a n y   li c e n s e   un der   i t s   p a t e n t   r i g h t s   , n o r   t h e   r i g h t s   o f   o t h e r s   .   t h e   u s e r   o f   pr o d uc t s   i n   s u c h   a p p l i c a t i o n s   sh a l l   a ss u m e   a l l  r i s k s   o f   su c h   u s e   a n d   w ill  a g r ee   t o   h o l d  m i c r o   c o mm er c i a l   c o m p o n e n t s   c o r p   .  a n d  a ll   t h e   c o m p a n i e s   w ho s e   p r o d u c t s  a r e  r e p r e s e n t ed   o n   ou r   w e b s i t e ,   h a r m l e s s  a g a i n s t  a l l   d a m a g e s.   * * * l i f e   s u p p o r t ***   m c c ' s   pr o d uc t s   a r e   n o t   a u t h o r iz ed   f o r   u s e   a s   c r i t i c a l   c o m p o n e n t s   i n   l i f e   s u pp o r t   d e v i c e s   o r   s y s t e m s   w i t h ou t   t h e   e x pre ss   wr i tt e n  a p p r o v a l   o f   m i c r o   c o mm e r c i a l   c o m p o n e n t s   c o rp o r a t i o n.   * * * c u s t o m e r   a w a r e n e ss***  c o un t e r f e i t i n g   o f   s e m i c o n d u c t o r   p a r t s   i s   a   gr o w i n g   p r o b l e m   i n   t h e   i n d u s t ry .   m i c r o   c o mm e r c i a l   c o m p o n e n t s   ( m cc )   i s   t a k i n g  s t r o n g   m e a su r e s   t o   p r o t e c t   ou r s e l v e s   a n d   o u r   cu s t o m e r s   f r o m   t h e   pr o l i f e r a t i on   o f   c o u n t e r f e i t   p a r t s .   m c c   s t r o n g l y   e nc o u r a g e s  c u s t o m e r s   t o   p u r c h a s e   m c c   p a r t s   e i t h e r   d i r e c t l y   f r o m   m c c   o r   f r o m   a u t ho r i z e d   m c c   d i s t r i b u t o r s   w ho   a r e   l i s t e d   b y   c o u n t r y   o n  o u r   w e b   p a g e   c i t ed   below .   p r o d uc t s   c us t o m e r s   b u y   e i t h e r   f r o m   m c c   d i r e c t l y   o r   f r o m   a u t ho r i z e d   m cc   d i s t r i b u t o r s   a r e   g e n u i n e  p a r t s ,   h a v e  f ul l   t r a c e a b il i t y ,   m e e t   m c c ' s   q u a l i t y   s t a n d a r d s   f o r   h a n d li n g   a n d   s t o r a g e .  m c c  wi l l  n o t   p r o v i d e   a n y   w a rr a n ty  c o v e r a g e   o r   o t h e r   a s s i s t a n c e   f o r   p a r ts   b o u g h t   f r o m   u n a u t h o r i z e d   s o u r c e s.   m c c   i s   c o m m i t t e d   t o   c o m b a t   t h i s   g l o b a l  pr o b l e m   a n d   e n c ou r a g e   o u r   c u s t o m e r s   t o   d o   t h e i r   p a r t   in   s t o p p i n g   t h i s   p r a c t i c e   b y   b u y i n g   d i r e c t   o r   f r o m   a u t h o r i z ed  d i s t r i b u t o r s.  
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