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		  Datasheet File OCR Text:


		  h h o o w w     t t o o     o o r r d d e e r r     c c o o r r d d s s e e t t s s c c o o n n n n e e c c t t o o r r s s fax: 0181 507 2691 email: sales@bulgin.co.uk 62 pz xx xx / xxxx  xx xx pz0100 pz0800 pz0500 pz0200 pz0600 examples: pz0108/2m00bk05  = pz0100 black with pz0800 on opposite end with 2 metres of cable and 5amp fuse. pz0105/2m00bk = pz0100 black with pz0500 on opposite end with 2 metres of cable. notes: * versions with cable length of 2 metres and under are fitted with 0.75mm 2 cable. longer versions use 1.00mm 2 cable in accordance with bs4491-en60 320, iec799. **  for variations of cable length, colour or connector/plug combinations, details on request. 01 = pz0100 05 = pz0500 2m00 = 2 metres* bk = black ( pz0500/pz0600 cannot be fused). 02 = pz0200 06 = pz0600 2m50 = 2.5 metres 08 = pz0800 3m00 = 3 metres pz0800 (only): 03 = 3amp 05 = 5amp 10 = 10amp connector** opposite end plug** cable length** colour** fuse rating

 i i e e c c     p p o o w w e e r r     c c o o r r d d s s www.bulgin.co.uk tel: 0181 594 5588 63 c c o o n n n n e e c c t t o o r r s s pz0100/length data list no. cable lengths: terminations: max. rating: contact resistance: insulation resistance: a.c. breakdown: operating temp. range: withdrawal force: mouldings: contacts: approvals: mates with: variants: pz0100/length pz0200/length pz0200 /length en60 320 (bs4491 standard sheet c13 class i) non rewirable cold condition cable length list no. list no. 2 metres pz0100/2m00 pz0200/2m00 2.5 metres pz0100/2m50 pz0200/2m50 3 metres pz0100/3m00 pz0200/3m00 for rewirable types see pages 32-33. ordering data px0575, px0579, px0580, pf0001, pf0011, pf0030, pf0033, pxs575, pxs579, pxs580, pxt575, pxt579, pxt580. 2m (0.75mm 2 ), 2.5m, 3m (1.0mm 2 ). bared ends. 10a. 250v a.c. 10 5 m  . pole-pole 6.5kv. poles-accessible parts 5kv.  0? to +70?. 10n (min) 50n (max). polycarbonate. flammability rating ul.94v-o. phosphor bronze. alternative cable lengths, white or grey mouldings details on request. 2m (0.75mm 2 ), 2.5m, 3m (1.0mm 2 ). bared ends. 10a. 250v a.c. 10 5 m  . pole-pole 6.5kv. poles-accessible parts 5kv.  0? to +70?. 10n (min) 50n (max). polycarbonate.  flammability rating ul.94v-o. phosphor bronze. alternative cable lengths, white or grey mouldings details on request.     

 i i e e c c     p p o o w w e e r r     c c o o r r d d s s c c o o n n n n e e c c t t o o r r s s fax: 0181 507 2691 email: sales@bulgin.co.uk 64 data list no. cable lengths: terminations: max. rating: contact resistance: insulation resistance: a.c. breakdown: operating temp. range: withdrawal force: mouldings: contacts: approvals: mates with: variants: 2m (0.75mm 2 ), 2.5m, 3m (1.0mm 2 ). bared ends. 10a. 250v a.c. 10 4  m  . pole-pole 6.5kv. poles-accessible parts 6kv. 0? to +70?. 10n (min) 50n (max). polycarbonate. flammability rating ul.94v-o. brass: tin plated. px0675, px0695, px0783, px0793, px0714. alternative cable lengths, white or grey mouldings details on request. 2m (0.75mm 2 ), 2.5m, 3m (1.0mm 2 ). bared ends. 10a. 250v a.c. 10 4  m  . pole-pole 6.5kv. poles-accessible parts 6kv. 0? to +70?. 10n (min) 50n (max). polycarbonate. flammability rating ul.94v-o. brass: tin plated. px0675, px0695, px0783, px0793, px0714. alternative cable lengths, white or grey mouldings details on request. pz0500/length pz0600/length pz0500/length pz0600/length bs en60 320 - 2 - 2 (standard sheet e class i) non rewirable cable length list no. list no. 2 metres pz0500/2m00 pz0600/2m00 2.5 metres pz0500/2m50 pz0600/2m50 3 metres pz0500/3m00 pz0600/3m00 for rewirable types see page 39. ordering data * * * pending * pending * *

 u u k k     p p o o w w e e r r     c c o o r r d d www.bulgin.co.uk tel: 0181 594 5588 65 c c o o n n n n e e c c t t o o r r s s bs1363/a non-rewirable pz0800/length data list no. cable lengths: terminations: fuse ratings: operating temp. range: mouldings: contacts: approvals: variants: 2m , 2.5m, 3m. bared ends. 3a, 5a, 10a 250v a.c. 0? to +70?. polycarbonate. flammability rating:  ul.94v-o. pins: brass. alternative cable lengths, white or grey mouldings details on request.      pz0800/length cable length 3a fuse rating 5a fuse rating 10a fuse rating 2 metres pz0800/2m00bk03 pz0800/2m00bk05 pz0800/2m00bk10 2.5 metres pz0800/2m50bk03 pz0800/2m50bk05 pz0800/2m50bk10 3 metres pz0800/3m00bk03 pz0800/3m00bk05 pz0800/3m00bk10 ordering data
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