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		  Datasheet File OCR Text:


		  * plastic package has underwriters laboratory flammability    classication 94v-o utilizing flame retardant epoxy molding compound. * for surface mounted applications * exceeds environmental standards of mil-s-19500 / 228 * low leakage current *   case : molded plastic, to-252 / dpak * terminals : solder plated, solderable per mil-std-750, method 2026 * polarity : indicated by marking * mounting position : any * weight : 0.34gram reverse voltage 40 volts forward current 10 amperes unit:mm weitron http://www.weitron.com.tw d-pak outline dimension  featrues:  mechanical data: skfm1020d thru skfm1200d d-pak surface mount schottky barrier rectifiers d-pak(to-252) dim a b c d e g h min 6.30 5.80 5.10 0.80 2.50 4.30 0.08 2.10 0.40 0.40 max 6.70 6.20 5.50 1.00 2.90 4.70 1.00 2.50 0.60 0.60 d-pak i j k d-pak /   to-252 1 1 2 , 4 2 4 3 3 1/3 07-nov-07   lea d( p b)- f r ee p b c a e b d g h k j i  www.datasheet.in

 v rrm v rms v r t stg i f (av) i fsm v f i r r ja r jc t j 0.5 20 characteristic symbol 1020  1030  1040  1050  1060  1080  10100  10150  10200 unit 20 30 40 50 60 80 100 150 200 14 21 28 35 42 56 70 105 140 v v v a a v ma c/w c c 20 30 40 50 60 80 100 150 200 10 100 0.85 0.55 0.75 1.0 -55 to +125 -55 to +150 device marking thermal resistance junction to case 3.0 c/w thermal resistance junction to ambient 80 weitron http://www.weitron.com.tw skfm1020d thru skfm1200d 2/3 07-nov-07 maximum ratings  (@ t a =25 c unless otherwise noted) forward rectied current (fig.1) storage temperature range maximum reverse current v r  = v rrm , t a  =  25c v r  = v rrm , t a  = 100c repetitive peak reverse voltage continuous reverse voltage maximum forward voltage @i f =5.0a peak forward surge current, 8.3ms single half sine-wave  superimposed on rate load (jedec methode) maximum rms voltage operating temperature range skfm1020  skfm1030  skfm1040  skfm1050  skfm1060  skfm1080  SKFM10100  skfm10150  skfm10200 sk1020  sk1030  sk1040  sk1050  sk1060  sk1080  sk10100  sk10150  sk10200 marking  www.datasheet.in

 weitron http://www.weitron.com.tw skfm1020d thru skfm1200d 3/3 07-nov-07 0.1 1.0  .01 10 rating and characteristic curves fig.1-typical forward current derating curve a v e r a g e f o r w a r d c u r r e n t , ( a ) fig.3-maximum non-repetitive forward surge current i n s t a n t a n e o u s f o r w a r d c u r r e n t , ( a ) forward volt age,(v)   2    4    6    8  10  12 0.1  0.2  0.3  0.4  0.5   0.6  0.7 0.8   0.9  1.0 .1 1.0    10 100 fig.4 - typical reverse characteristics r e v e r s e l e a k a g e c u r r e n t , ( m a ) 0       20     40     60     80    100   120   140 .01 tj=75 c  tj=25 c 50 25 0 75 125 100 number of cycles at 60hz 1 10 5 50 100 tj=25 c 8.3ms single half sine wave jedec method percent of rated peak reverse vol tage,(%)   0 0 20 40 60 80 100 120 140 160 180 200 case  temperature,( c) fig.2-typical forward characteristics p e a k f o r w a r d s u r g e c u r r e n t , ( a ) p e a k f o r w a r d s u r g e c u r r e n t , ( a ) 80 ~1 00 v 2 0 ~ 4 0 v 15 0~ 20 0v 5 0 ~ 6 0 v pulse width 300us    1% duty cycle o tj=25   c  www.datasheet.in
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