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		  Datasheet File OCR Text:


		   rohs compliant axial mult ilayer ceramic capacitor            features   wide capacitance, temperature, voltage  and tolerance rang e; industry sizes;  tape and reel available for auto placement.      general characteristics         n (npo)  w  (x7r)  z, y  (y5v,  z5u)  capacitance range or5 to 472  331   to 224  103   to 125  temperature  coefficient   030ppm/    060ppm/    (-55 to  +125)  15% (-55   to  125 )  +30%~80% (-25  to  85)  +22%~56% (+10    to 85)  c  10nf   r    10000m ? c  25nf   r    4000m ?  insulation resistance   c   10nf   c. r    100s c   25nf   c. r    100s  with standing  voltage   2.5  w v d c    dissipation factor   0.15%max   (20  , 1mhz, 1vdc) 2.5%max   (20  , 1khz,  1vdc)  5.0%max   (20  , 1khz,  0.3vdc)  rated voltage   25, 50, 63, 100vdc  25, 50, 63vdc  b=0.1pf  c=0.25pf              top   d=0.5pf f=1% k=10% m=20%  +50  g=2% j=5%  +50 +80  s=  -20  %  capacitance  tolerance   k=10% m=20% s= -20 % m=20%       z= -20  %    life test  (1000hours)   200% rated voltage at +125  1000h  150% rated voltage  at +85  1000h  soderability   sj/10211-91      4.11  sj/t10211-91      4.11  resistance to  soldering heat   sj/t10211-91     4.10  sj/t10211-91     4.10  mechanical test   sj/t10211-91    4.9  sj/t10211-91    4.9  temperature   cycling   sj/t10211-91     4.12  sj/t10211-91     4.12  moisture resistance sj/t10211-91    4.14  sj/t10211-91    4.14  termination adhesion  strength  sj/t10211-91    4.9  sj/t10211-91    4.9  environment testing sj/t10211-91    4.13  sj/t10211-91    4.13     

  ?   size code capacitance and voltage    dimensions (mm)  capacitance (pf)        size   lmax   dmax f   d voltage cog(npo) x7r   y5v(z5u)   25v 0r5~332 331~104 103~105  50v 0r5~222 331~473 103~684    15 4.3 2.5  5.0   10  0.45 100v 0r5~102 331~223     25v 0r5~472 102~224 103~125  50v 0r5~392 102~104 103~105    20 5.1  3 7.5 10 0.45 100v 0r5~152 102~683        ?  packaging style      reel package   >>>     >   package q'ty   >>>   size   reel  package   ammo  package   bulk   9 5000  5000 1000,5000  20 2500  2500  500    

  a15 z 104 m 1h tr 52 f ii i i i i i i size t.c. capacitance  code tolerance voltage package tape width 52mm rohs  compliant a15 n= npo two significant  digits + no. of 0.  example : j= 5% 1e= 25v tr= tape/reel a20 w= x7r 10pf= 100 k= 10% 1h= 50v ta= ammo z= z5u 100pf= 101 m= 20% 2a- 100v y= y5v 1'000pf= 102 z= +80% / -20% 22'000pf= 223 100'000pf= 104 how to order multilayer ceramic capacitor a series
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