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		  Datasheet File OCR Text:


		  mil-c-24682 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912   printed in u.s.a.   www.glenair.com      cage code 06324    ? 2004 glenair, inc.      e- mail:  sales@glenair.com e-2 230-015 hermetic receptacle, jam nut mount mil-c-26482 series i, ms 3114 type ? k  e   panel  cut-out  f  e  d  c  b  a  a  a  ?   b  s  vitreous   insert  contact  style "x"   & "z"  contact  style "p"   & "s"  interfacial     seal  peripheral    gasket  m  g  l  f  c  j  "v" thread  t  pin face  socket face  r  example:                                        230 - 015  z1  -  10  -  6  p  x basic series  finish  shell size  contact arrangement  per mil-std-1669  contact style  "p" = solder cup, pin face    "s" = solder cup, socket face       "x" = eyelet, pin face        "z" = eyelet, socket face      alternate insert position      (leave blank for normal)  5  5    how to order:  3. performance:      hermeticity:  mil-c-24682 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912   printed in u.s.a.   www.glenair.com      cage code 06324    ? 2004 glenair, inc.      e- mail:  sales@glenair.com e-3 her meti c   rece pt.,  jam -nut  mou n t mil -c-2 6482  srs  i,  ms31 14  typ e 2 30-015     j   o-ring   seal m s29513 -   17   19   22   24   26   28   128   130   132      g     .020 (0.5) m ounting   flange t hickness   .117 (3.0)   .148 (3.8)      f m inimum m ounting   thread l ocatio n    .384 (9.8)    .446 (11.3)    .479 (12.2)     e   +.010   -.005 p anel  flat   location    .540 (13.7)    .665 (16.9)    .828 (21.0)    .952 (24.2)     1.076 (27.3)     1.201 (30.5)     1.326 (33.7)     1.451 (36.9)     1.576 (40.0)      c   +.000   -.010   mtg .   flat   .530 (13.5)   .655 (16.6)   .818 (20.8)   .942 (23.9)   1.062 (27.0)   1.191 (30.3)   1.316 (33.4)   1.441 (36.6)   1.566 (39.8) s hell s ize   8  10  12  14  16  18  20  22  24      a    max .   length    .954 (24.2)     1.078 (27.4)     1.266 (32.2)     1.391 (35.3)     1.516 (38.5)     1.641 (41.7)     1.828 (46.4)     1.954 (49.6)     2.078 (52.8)    b  ?   +.000   -.032   across   flange   corner   1.078 (27.4)   1.203 (30.6)   1.391 (35.3)   1.516 (38.5)   1.641 (41.7)   1.766 (44.9)   1.954 (49.6)   2.078 (52.8)   2.203 (56.0) (+.0 - 0.8) (+.0 - 0.3) (+0.3 - 0.1) table i: connector dimensions      v u nef-2a m ounting   thread . 5625-2 4 . 6875-2 4   .875-20 1 .000-20 1 .125-18 1 .250-18 1 .375-18 1 .500-18 1 .625-18     l   max o verall l ength   .875 (22.2)   1.094 (27.8)   1.125 (28.6)      k     +.010     -.005     panel m ounting   hole    .572 (14.5)    .697 (17.7)    .885 (22.5)     1.010 (25.7)     1.135 (28.8)     1.260 (32.0)     1.385 (35.2)     1.510 (38.4)     1.635 (41.5)      m   +.031   -.000 m ounting   flange l ocatio n    .691 (17.6)   .879 (22.3)   .912 (23.2)     r   max   i.d .   gasket   .329 (8.4)   .477 (12.1)   .564 (14.3)   .689 (17.5)   .814 (20.7)   .907 (23.0)   1.039 (26.4)   1.164 (29.6)   1.289 (32.7)       s       panel     thickness m in          max           .125 (3.2) . 062 (1.6)           .250 (6.4)      t     .011 (0.3)     o-ring p rojection    .023 (0.6)    .028 (0.7) s hell s ize   8  10  12  14  16  18  20  22  24 (+0.3 - 0.1) (+0.8 - 0) table i (continued): connector dimensions 230-015 hermetic receptacle, jam nut mount mil-c-26482 series i, ms 3114 type
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