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		  Datasheet File OCR Text:


		   mitsumi sd memory card connectors cim-f23 connectors specifications features 1. smt-type sd memory card connector. 2. outstanding touch!  8mm stroke type with push-in push-out eject mechanism. 3. card detection switch and write protect switch provided. 4.ideal for mobile devices!  ultra-thin, with height of 2.8mm.   5. reverse type also available.   6. half-lock provided to prevent the card from falling out. how to order f23-009-21 0-a g g e- 123456789 1 series no. (f23) 2n o. of contacts (009 : 9pins) 3 housing material (21 : lcp resin) 4 ul grade (0 : ul94v-0) 5 contact plating (a : gold) 6 contact plating thickness (g : 0.3?) 7 contact style (g : angle) 8 package (e : taping) 9 supplementary symbol st : standard type rt : reverse type rated voltage ac 50v (rms) rated current 0.5a withstanding voltage 500v ac (rms) 1minute  insulation resistance  1000m ? min. (at 500v dc) contact resistance  100m ? max.  characteristics life (matching cycle)  10,000 times card insertion force  4.9n (0.5kgf) ~9.8n (1kgf) eject force 4.9n (0.5kgf) ~9.8n (1kgf) using temperature range  - 25~+90c mechanical characteristics

  mitsumi sd memory card connectors material & finish  component parts  material finish housing  lcp resin (black) contact copper alloy gold plating cd switch copper alloy gold plating cd ?wp switch  copper alloy gold plating wp switch  copper alloy gold plating wing copper alloy gold plating plate sus - slider  ppa resin (black) coil spring sus - dimensions #9 #1 #2 #3 #4 #5 #6 #7 #8 wp cd cd/wp 29 25.5  0.1 0.8 1.5 0.68 (35) (lock position) 1 2.8  0.15 7.8 1.2 0 - 0.1 0.7  0.1 12.9 11.79 10.79 9.3 7.58 5.18 2.5 15 0.05 +0.1 - 0.05 0.1 +0.05 - 0.1 0.1 +0.05 - 0.1 28.55 13.53 24.1 +0.1 0 card insertion slot 1.56 +0.1 0 card insertion slot 2.25 +0.1 0 card insertion slot 3.1 0.8 (6) lock (14) unlock center of card 22.6 +0.1 0 card insertion slot (8) recommended pwb layout(nts)  0.05 25.6 5.3 15 9.42 10.91 1.4 1.6 0.8 13.65 1.8 2.6 7.5 1.8 2.6 28.48 27.2 12.62 25.5 2 - 1.3 +0.1 0 7.72 card lock position push stroke of eject discharge stroke of eject eject stroke (1) (8) 11.91 13.02 2.5 0.73 standard type 23.5  0.1 1 0.1 +0.05 - 0.1 13.5 28.5 2.8  0.15 12.9 11.79 10.79 9.3 7.58 5.18 15 2.5 0.1 +0.05 - 0.1 0.7 0 - 0.1 1.2 0 - 0.1 1.2 0 - 0.1 1.3 6.5  0.1 0.05 +0.1 - 0.05 22.6 +0.1 0 24.1 +0.1 0 (8) 0.8 3.1 (6) lock (14) unlock 0.8 1.5 29 (35) (lock position) the prohibition area of the pattern center of card #9 #1 #2 #3 #4 #5 #6 #7 #8 wp cd/wp cd the prohibition area dimension of the pattern 5.18 15 9.3 10.79 11.78 12.9 1.4 0.8 7.5 7.6 12.5 1.03 28.55 17.26 20.7 7.8 29 11 10.3 3 2.5 8.63 17.26 25.6 13.53 1.8 2.6 1.8 2.6 28.48 27.2 1 1.6 2 - 1.3 +0.1 0 card lock position eject stroke recommended pwb layout(nts)  0.05 (1) (8) push stroke of eject discharge stroke of eject card insertion slot card insertion slot 1.56 +0.1 0 card insertion slot 2.25 +0.1 0 card insertion slot 2.5 0.73 0.68 12.5 23.5 #9 #1 #2 #3 #4 #5 #6 #7 #8 wp cd/wp cd reverse type unit: mm tolerance: ?.2 unit: mm tolerance: ?.2




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of F23-009-210-AGGE 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























