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		  Datasheet File OCR Text:


		  for low  drain /  long time applications requesting  superior voltage response  in -55 ~+85 environments. cell size refe rence s                                                                 ( d  ) electrica l characteris tics (typical valu es relative to cells store d for one year or less at +30  max.) nominal cap acity                                                                                                                                       19a h (at 3 ma +20  2.0v cut off. the capacity resto red by the cell varies accordin g to current drain, tempe rature and cut off). open circuit volt age (at +20 )                                                                                                               3.6 6v nominal volt age        (at 3ma +20 )                                                                                                      3.6v pulse capab ility: typically up to 400 ma (400 ma/0.1 second puls es, drained ever y 2 mn at +20  from undisc harged cells with 10  a base current, yield vol tage reading s above 3.0v. the readings may vary accord ing to the pulse characte ristics, the temp erature, and the cell s previous histor y. fitting the cell with a capaci tor may be recomme nded in severe cond itions. consult pbq max. contin uous curren t                                                                                                                          200m a                                                                                  max. pulse curre nt                                                                                                                                     400ma storage            (recom mended )                                                                                                          +30  max                          (for mo re severe condit ions, consult pbq ) operatin g temperatur e range                                                                                                        -55  / +85 (operati on above ambien t t may lead to reduced capacity and                                        lower voltag e readings at the beginn ing of pulses. consu lt pbq) physical cha racterist ics diamete r (max)                                                                                                                                  34mm(1 .41 in) height (max )                                                                                                                                  6 1.5mm(2 .44 in) typical weight                                                                                                                                     10 6g(3.47 oz) available term ination suffix                                                radia l tabs, radial pins, axial leads , flying leads lithium ba ttery primary lithium  batteries ER34615 3.6v primary  lithium-thionyl chloride  (li-socl 2 ) energy  type d-size bobbin  cell r www.pbq-batteries.com r  

 ER34615     hours v o l t a g e v v o l t a g e v voltage vs  temperature capacity vs current c a p a c i t y a h   discharge performance  25 temperature characteristic curves current ma unit:mm                   ( + ) 12 0.1 18 0.2 0.4 26 0.2 1 0.05 lithium ba ttery 34.2 0.2 61.5max 1 8 1 6 1 4 1 2 1 0 8 6 4 2 0 2 0 0 . 1 1 1 0 1 0 0 1 0 0 0 3 . 8 3 . 6 3 . 4 3 . 2 3 . 0 2 . 8 - 6 0 - 4 0 - 2 0 0 2 0 4 0 6 0 8 0 0 . 2 m a 1 m a 1 0 m a 3 5 m a 3 . 5 3 . 0 2 . 5 2 . 0 1 . 5 1 . 0 0 . 1 1 1 0 1 0 1 0 1 0 1 0 2 3 4 5 4 . 0 3 . 5 3 . 0 2 . 5 2 . 0 0 1 2 3 4 5 6 7 8 9 1 0 1 3 . 5 2 0 0 m a 4 a h 5 3 6 3 6 0 1 0 0 m a m a 1 0 a h 9 a h 3 3 0 1 0 m a 1 6 a h 1 . 1 k 3 m a 1 9 a h 1 8 k 0 . 2 m a 1 8 a h second 55 20 0 -30 72 www.pbq-batteries.com r key f eat ure s     h igh a nd st able  ope rati ng vo ltag e     s upe rior d rain c apa bilit y     l ow se lf-d isch arg e rate     (l ess t han 1 % aft er 1y ear o f stor age     a t +20 )     h erm etic g lass -to- met al se alin g     n otch  tech nolo gy fo r safe ty ve nt is      re com men ded     n on- flam mab le ele ctro lyte    mai n app lica tion s     r adio com mun icat ion a nd ot her     m ilita ry ap plic atio ns     ala rms a nd se cur ity sy stem s     b eac ons a nd em erg enc y loca tion     tr ans mitt ers     g ps     m ete ring s yste ms     s ono buo ys     l ed li ghti ng ap plic atio ns     o the rs storage      the storage area  should be clean,     cool (not exceeding  +30 ), dry     and ventilated . warning      do not use  if the battery  casing was     mangled.    don t use dif ferent models of  battery     in series.        do not try  to recharge.
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