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		  Datasheet File OCR Text:


		  features ? cwdm operation over one fiber ? multiplexers and de-multiplexers (up to 16 separate wavelengths over one single mode fiber with  20 nm separation) ? designed for use with uncooled lasers ? compatible with opticomm optiva? systems and enclosures ? enables modular system configuration ? no emi or rfi and no ground loops ? rack mount or stand alone  800-867-8426  ?  info@opticomm.com  ?  www.opticomm.com  ?  contact opticomm for custom requirements.  wdm and cwdm multiplexers the MDM-7000 series combines different multiplexing techniques to provide an overall cost efficient and upgradeable customized multi- channel, single-fiber solution. each MDM-7000 product is ideal for the transmission of multiple channels of video with audio and/or data, where only a minimum number of fiber optic cable is available. for example, up to 96 channels of uncompressed sdi video can be transported using 16 ?ots-6sd? units and one mdm-7016 unit. the multiplexer module can combine up to sixteen wavelengths over one singlemode fiber, and the de-multiplexer module outputs the wavelengths on the receiving end. the cwdm modules operate independently of protocol and data rate, and are designed to work with uncooled lasers with wavelengths spaced 20nm apart. system design all MDM-7000 units come as insert cards. the cards can be inserted into our 16-slot,  19? 3ru rack- mountable card enclosure (ot-cc-16) or  one of our optiva? desktop card racks (ot-dtcr series).  the optiva? desktop card racks can handle one, two or four cards, allowing for greater flexibility and future expansion. they can sit on a flat surface as a larger stand-alone unit, or can be surface mounted with the flanges provided. each one of our card housings operates with an appropriate power supply. versions available MDM-7000 series multiplexing systems mdm-7002 2-port cwdm mux/demux mdm-7004 4-port cwdm mux/demux  mdm-7008 8-port cwdm mux/demux  mdm-7016 16-port cwdm mux/demux  1310 1550 1490 1510 1530 1550 com (st, fc, lc, sc) 1470 1490 1510 1530 1550 1570 1590 1610 com (st, fc, lc, sc) com (st, fc, lc, sc) com (st, fc, lc, sc) model # of ports # of slots wavelengths mdm-7002 2 ports ic 1 slot 1310/1550 nm mdm-7004 4 ports ic 1 slot 1490-1550 nm mdm-7008 8 ports ic 1 slot 1470-1610 nm mdm-7016 16 ports ic 2 slot 1310-1610 nm opticomm reserves the right to change specifications without notice

 made in the usa passive multiplexing solutions cwdm dimensions & weight insert card (ic): 6.3? l x 0.8? w x 4.0? h; 10 oz channel center wavelengths 1270, 1290, 1310, 1330, 1350, 1370, 1390,  1410, 1430, 1450, 1470, 1490, 1510, 1530, 1550,  1570, 1590, and 1610 nm wavelength separation 20nm loss with mux/demux < 3 db optical return loss > 50 db uniformity with mux/demux < 1.2 db total input power 500 mw max  polarization dependent loss < 0.1 db wavelength thermal stability 0.005 nm/c jumper fiber length 1 ft. operating temperature -20c to +70c storage temperature -40c to +85c  wdm dimensions & weight insert card (ic): 6.3? l x 0.8? w x 4.0? h; 10 oz channel center wavelengths 865, 1310 & 1550 nm loss with mux/demux < 3 db optical return loss > 50 db uniformity with mux/demux < 1.2 db total input power 500 mw max polarization dependent loss < 0.1 db wavelength thermal stability 0.005 nm/c jumper fiber length 1 ft. operating temperature -20c to +70c storage temperature -40c to +85c  general humidity 0 to 95% non-condensing operating voltage 9-12 v dc remote monitoring compatible with optivaview ?  snmp management suite optiva ? configurable  communication platform network management sdi & hd-sdi composite video,   audio & data  rgb/vga/dvi audio/fsk/intercom data (ethernet/serial/usb) catv/rf & l-band optical switching, routing       & redundancy passive multiplexing solutions enclosures, racks & frames power supplies & accessories
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