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		  Datasheet File OCR Text:


		  pc port 8 console port 1 pc port connector ps/2 6-pin mini din keyboard, ps/2 6-pin mini din mouse, 15-pin  hddb vga daisy chain port ps/2 6-pin mini din keyboard, ps/2 6-pin mini din mouse, 15-pin  hddb vga pc selection on screen display menu, hot key, push button 7 segment led bank led x 1, pc port led x 2 osd control yes scan intervals 5~99 seconds keyboard emulation ps/2 mouse emulation ps/2 vga resolution 1024 x 768 bandwidth 200mhz daisy chain level 8 levels max. pc connection 120 max. housing/size metal/19" 1u high, rackmount power 110/220ac temperature 0~+40 o c (operating); -20~+60 o c (storage) humidity 0~95%; non-condensing dimensions (l x w x h) 55.0 x 44.24 x 4.4 cm specifications KVM-9000 19" 1u high, full-size rackmount 8-port/16-port  kvm switch with 15" lcd, keyboard, touchpad kvm switch slimmest 19" 1u high, full-size rackmount 8-port/16-port kvm  switch design supports ms intellimouse, intellimouse explorer, logitech net  mouse or the other fully compatible ms mouse provides console ps/2 to pc serial mouse conversion supports dos, win3.x, win95/98/98se/2k/me/xp, winnt,  netware, sco unix, hp unix, linux hot plug - add pcs or remove connected pcs for maintenance  without powering down the kvm switch or pcs very high video quality - up to 1024 x 768, bandwidth:  200mhz  no software required - easy pc selection via on screen  display manual, push buttons, hot keys supports eight characters password protection and search pc  server name auto scan mode for monitoring pcs and flexible scan time is  5~99 sec. keyboard status restored when switching pcs led display for easy status monitoring buzzer sound for switching port confirmation using standard vga, keyboard, mouse cable any pc port built-in one extra daisy chain port and without wasting any pc  port  no dip switch setting needed and auto detect daisy chain  bank features KVM-9000(8-port) 19" 1u high, full-size rackmount 8-port kvm switch w/15" panel, keybaord, touchpad, cable x 8 KVM-9000(16-port) 19" 1u high, full-size rackmount 16-port kvm switch w/15" panel, keyboard, touchpad, cable x 16 accessory options keyboard language options france, usa, japan ordering guide
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