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		  Datasheet File OCR Text:


		  20381 barents sea circle, lake forest, ca 92630    tel: (949) 452-0511    fax: (949) 452-0512     http://www.premiermag.com specifications subject to change without notice. 1 pm-90xx 02/02 1000 base-t modules isolation transformers  with filters  designed for long haul gigabit ethernet 100/1000 base-t. ? provides the cable interface, isolation & common mode filtering.  meet ieee 802.3ab standard for 1000 base-t  supports 4 pairs of categary 5 utp cable. insertion loss (db max) 1 to 100mhz part number PM-9001 -1.0 -18 -14.4 -13.1 -12 -10 -43 -37 -33 -45 -40 -35 1500 pm-9002 -1.0 -18 -14.4 -13.1 -12 -10 -43 -37 -33 -45 -40 -35 1500 hi-pot (vrms min) differential to common mode rejection (db min)     30     50     100   mhz    mhz    mhz crosstalk (db min)    30           60        100   mhz    mhz      mhz electrical specifications at 25 o c - operating temperature range  0 o c to +70 o c return loss (db typ)    1-30          40          50        60-80    100    mhz        mhz       mhz      mhz    mhz pm-900x mechanical 24 .250 (6.35) max .015 (.38) .005 (.12) .018 (0.46) .050 (1.27) typ .705 (17.91) max pin#1 dot flat  .010 (0.25)  typ .640 (16.26) .590 (14.98) .045 (1.14) .020 (0.50) .480 (12.19) .550 (13.97) pin #1 i.d. 1 12 13 .480 (12.19) .090 (2.29) 40-places .050 (1.27) 1 .030 (0.76) .550 (13.97) 1 24 pcb layout p m pm-900x  yyww all dimensions in inches (mm) PM-9001 schematic pm-9002 schematic 2 tct1 3 23 22 1 24 td1+ td1- mx1+ mx1- 1:1 tct1 5 tct2 6 20 19 4 21 td2+ td2- mx2+ mx2- 1:1 tct2 8 tct3 9 17 16 7 td3+ td3- mx3+ mx3- 1:1 tct3 11 tct4 12 14 13 10 15 td4+ td4- mx4+ mx4- 1:1 tct4 2 tct1 3 23 22 1 24 td1+ td1- mx1+ mx1- 1:1 tct1 5 tct2 6 20 19 4 21 td2+ td2- mx2+ mx2- 1:1 tct2 8 tct3 9 17 16 7 18 td3+ td3- mx3+ mx3- 1:1 tct3 11 tct4 12 14 13 10 15 td4+ td4- mx4+ mx4- 1:1 tct4 18

 20381 barents sea circle, lake forest, ca 92630    tel: (949) 452-0511    fax: (949) 452-0512     http://www.premiermag.com specifications subject to change without notice. 2 pm-90xx 02/02 1000 base-t modules isolation transformers with filters .380 (9.65) .035 (0.89) typ .350 (8.89) .050 (1.27) .098 (2.5) max .007 (.18) typ .018 (.457) .505 (12.83) max pin #1 i.d. 1 8 9 16 pm-9112 schematic pm-9112 mechanical 2 tct1 3 15 14 1 16 td1+ td1- mx1+ mx1- tct1 7 tct2 8 10 9 6 11 td2+ td2- mx2+ mx2- tct2 1:1 1:1 2 tct1 3 15 14 1 16 td1+ td1- mx1+ mx1- 1:1 tct1 7 tct2 8 10 9 6 11 td2+ td2- mx2+ mx2- 1:1 tct2 pm-9111 schematic all dimensions in inches (mm)  designed for long haul gigabit ethernet 100/1000 base-t. ? provides the cable interface, isolation & common mode filtering.  meet ieee 802.3ab standard for 1000 base-t  supports 2 pairs of categary 5 utp cable. electrical specifications at 25 o c - operating temperature range  0 o c to +70 o c p m pm-9111  yyww insertion loss (db max) 1 to 100mhz part number hi-pot (vrms min) differential to common mode rejection (db min)     30     50     100   mhz    mhz    mhz crosstalk (db min)    30           60        100   mhz    mhz      mhz return loss (db typ)    1-30          40          50        60-80    100    mhz        mhz       mhz      mhz    mhz pm-9111 -1.0 -18 -14.4 -13.1 -12 -10 -43 -37 -33 -45 -40 -35 1500 pm-9112 -1.0 -18 -14.4 -13.1 -12 -10 -43 -37 -33 -45 -40 -35 1500 .450 (11.43) .035 (0.89) typ .350 (8.89) .050 (1.27) .098 (2.5) max .007 (.18) typ .018 (.457) .505 (12.83) max pin #1 i.d. 1 8 9 16 .346 (8.80) pm-9111 mechanical all dimensions in inches (mm) p m pm-9112  yyww
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