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		  Datasheet File OCR Text:


		  meets or exceeds ieee 802.3 standard for 10/100/1000 base-tx 350 uh minimum ocl with 8ma dc bias current available with or without leds minimum 1500vrms isolation per ieee802.3 requirement operating temperature 0c to +70c storage temperature -40c to +85c options: 1x2, 1x4, 1x6 & 1x8 port suitable for cat 5 & 6 fast ethernet cable or better utp patent no.: taiwan    - m243821, file94221170, file93130703 china      - zl03252694.6 japan      - 3118484, 3118754 u.s.a.     - 6,811,442 b1, 6,986,684 b1 germany - 20 2005 016 971.4, 20 2005 016 972.2 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 1 12.05.2008

 transformer electrical specifications at 25c part number notes : 1. leds left / right g=green, y=yellow 2. c.m.r. = common mode rejection g26us-610121a g26us-610122a g26us-610123a G26US-710121A g26us-710122a g26us-710123a g26us-810121a g26us-810122a g26us-810123a g26us-910121a g26us-910122a g26us-910123a g26us-610151a g26us-610152a g26us-610153a g26us-710151a g26us-710152a g26us-710153a g26us-810151a g26us-810152a g26us-810153a g26us-910151a g26us-910152a g26us-910153a turns ratio td1/2/3/4 insertion loss (db max.) -1.0 1-100 return loss  1 -30 30-60 60-80 60-100 30-60 1-30 1 -60 cross talk c.m.r.  hi - pot 60hz/1mi n -18 -16 -12 -40 -30 -35 -40 -30 1500 100 
 15 
  (db min.) (db min.) (db min.) 60-100 80-100 -10 -1.2 100-125 mhz mhz mhz mhz mhz mhz mhz mhz mhz mhz mhz (l/r) leds 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct 1ct:1ct g / y g / g y / g g / y g / g y / g g / y g / g y / g g / y g / g y / g g / y g / g y / g g / y g / g y / g g / y g / g y / g g / y g / g y / g -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 -1.0 -18 -16 -12 -40 -30 -35 -40 -30 1500 -10 -1.2 note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 2 12.05.2008 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up

 schematic 13 14 12 11 right led left led 75 
 x4 0.01ufx4 j1 j2 j3 j4 j5 j6 j7 j8 x1012 x1015 p5 p9 p10 p8 p7 p6 p4 p3 p2 p1 vcc gnd td4 td3 td2 td1 1000pf/2kv shield material specification metal shell : copper alloy, finish: 50u" nickel housing / bottom cover : thermoplastic , ul 94v-0, color black insert : thermoplastic , ul 94v-0, color black   15u" gold on contact area, 100u" tin on so lder, both over 50u" nickel under-plated coil base : lcp , ul 94v-0, color black   contact terminal / phosphor br onze , solser tail / copper alloy led configuration yellow green 585nm 570nm 2.1 v 2.1 v standard led wavelength(  )  v / if=20ma max. 2.5 v 2.5 v typ. 75 
 x4 0.01ufx4 j1 j 2 j 3 j 4 j 5 j 6 j 7 j 8 p3 p7 p10 p8 p5 p6 p4 p1 p2 p9 vcc gnd td4 td3 td2 td1 1000pf/2kv shield note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 3 12.05.2008 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up

 mechanical : g26us-610xxxa (1x2) suggested pcb pad layout component side view port a port b 1a 1b notes : 1. tolerance : pcb 0.05mm connecetor 0.25mm 2. connector dimensions comply with fcc 68.5 dimension requirements emi fingers 25.89 3.16 13.59 10.85 3.05 6.36 right led left led emi fingers 0.50x0.50 0.30x0.40 p14 p13 p12 p11 p14 p13 p1 p9 p2 p10 2.54 1.78 1.78 p1 p9 p2 p10 p12 p11 30.99 25.40 15.62 31.24 25.40 30.99 2.54 1.27 12.07 2.54 3.82 8.90 13.34 1.78 1.78 2.80 ?1.02 x8 ?0.89 x20 ?1.58 x3 ?3.20 x2 14.47 0.86 j1 j8 j1 j8 14.47 14.22 panel cutout 31.75 superworld 0601 g26us-610121a marking note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 4 12.05.2008 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up

 mechanical : g26us-710xxxa (1x4) suggested pcb pad layout component side view notes : 1. tolerance : pcb 0.05mm connecetor 0.25mm 2. connector dimensions comply with fcc 68.5 dimension requirements emi fingers 1a 1b 1c 1d emi fingers 25.89 3.16 13.59 10.85 3.05 6.36 left led port a 0.50x0.50 right led p12 p11 j1 j8 p14 p13 p12 p11 port d 0.30x0.40 2.54 1.78 1.78 p1 p9 p2 p10 p1 p9 p2 p10 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 ?1.02 x16 ?0.89 x40 ?1.58 x5 ?3.20 x2 14.47 53.34 58.93 12.07 13.97 13.97 40.01 58.22 27.94 41.91 58.93 2.54 1.27 2.54 0.28 3.82 8.90 13.34x2 1.78 1.78 2.80 14.47 13.11x2 58.79 14.22 panel cutout superworld 0601 G26US-710121A marking 0.86 note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 5 12.05.2008 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up

 mechanical : g26us-810xxxa (1x6) suggested pcb pad layout component side view notes : 1. tolerance : pcb 0.05mm connecetor 0.25mm 2. connector dimensions comply with fcc 68.5 dimension requirements emi fingers 1a 1a 1f 1b 1c 1d 1e emi fingers 25.89 3.16 13.59 10.85 3.05 6.36 port f left led port a ?1.02 x24 ?0.89 x60 ?1.58 x7 ?3.20 x2 0.50x0.50 14.47 81.28 86.87 0.30x0.40 2.54 1.78 1.78 p12 p11 j1 j8 p14 p13 p12 p11 j1 j8 j1 j8 j1 j8 j1 j8 j1 j8 right led p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p1 p9 p2 p10 p1 p9 p2 p10 12.07 13.97 13.97 13.97 13.97 67.95 87.12 55.88 69.85 86.87 2.54 1.27 2.54 0.28 3.82 8.90 13.34x2 1.78 1.78 2.80 14.47 13.11x4 87.69 14.22 panel cutout superworld 0601 g26us-810121a marking 0.86 note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 6 12.05.2008 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up

 mechanical : g26us-910xxxa (1x8) suggested pcb pad layout component side view emi fingers ?1.02 x32 ?0.89 x80 ?1.58 x9 ?3.20 x2 0.50x0.50 0.30x0.40 p12 p11 p1 1a 1a 1a 1h 1b 1c 1d 1e 1f 1g port h emi fingers right led left led port a j1 j8 j1 j8 j1 j8 j1 j8 j1 j8 j1 j8 j1 j8 j1 j8 25.89 3.16 13.59 10.85 3.05 6.36 115.06 83.82 97.79 114.81 p9 p2 p10 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p12 p11 p14 p13 p1 p9 p2 p10 2.54 1.78 1.78 109.22 114.81 12.07 13.97 13.97 13.97 13.97 13.97 13.97 2.54 1.27 95.89 2.54 0.28 3.82 8.90 13.34x2 1.78 1.78 2.80 14.47 notes : 1. tolerance : pcb 0.05mm connecetor 0.25mm 2. connector dimensions comply with fcc 68.5 dimension requirements 14.47 13.11x6 115.63 14.22 panel cutout superworld 0601 g26us-910121a marking 0.86 note : specifications subject to change without notice. please check our website for latest information. superworld  electronics  (s)  pte  ltd pg. 7 12.05.2008 integrated modular jack 10/100/1000 gigabit ethernet rj45 1xn tab up
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