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		  Datasheet File OCR Text:


		  www.e-switch.com info @ e-switch.com 37 tact switches navigation switches pushbutton switches toggle switches rocker switches slide switches snap-action switches dip switches keylock switches rotary switches detector switches cap options specifications subject to change without notice. series operating force contact material actuator ("l" dimension) 6100 6105 = earth ground f130 f160 f300 f500 q = silver r = gold p = pc pin model no. tl example ordering number tl _ 6100 _ a _ f130 _ q _ p       specifications contact rating: 50ma@50 vdc life expectancy: 50,000 cycles contact resistance: 50m   max., typical @ 5 vdc 100ma for both silver and gold plated contacts insulation resistance: 10000m   min. dielectric strength: 300 vac actuation force: 130 50 gf, 160 50 gf, 300 50 gf, 500 100 gf operating temperature: -40c to 85c materials housing: nylon frame: copper alloy, tin plated actuator: nylon moving contact: phoz. bronze, plated terminals: copper alloy, plated how to order a = 4.70mm b = 5.20mm c = 6.90mm d = 10.0mm termination tl 6110 right angle f130 f160 f300 f500 q = silver r = gold p = pc pin a = 3.50mm b = 4.00mm c = 5.70mm d = 8.70mm tl example ordering number tl _ 6120 _ b _ f160 _ q _ g    features & benefits multiple gram force options multiple actuator lengths process sealed applications/markets telecommunications consumer electronics audio/visual medical testing/instrumentation computer/servers/peripherals 6120 surface mount f130 f160 f300 f500 q = silver r = gold g = gullwing a = 4.70mm b = 5.20mm c = 6.90mm d = 10.00mm tl example ordering number tl _ 6110 _ c _ f300 _ r _ p    series tl 6100 switches tact switches - sealed thru-hole

 tl 6120 tl 6100 tl 6105 tl 6110 schematic p.c. mounting schematic p.c. mounting schematic p.c. mounting schematic p.c. mounting phone: 800-867-2717 fax: 763-531-8235 38 tact switches navigation switches pushbutton switches toggle switches rocker switches slide switches snap-action switches dip switches keylock switches rotary switches detector switches cap options series tl 6100 switches tact switches - sealed thru-hole
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