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		  z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  pb free specification ssc-UR101 (rev 1.0, general) customer a p prov al a p prov al draw n ssc

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  [ contents ] 1. absolute maximum ratings 2. electro-optical characteristics 3. characteristic diagram 4. soldering profile 5. outline dimension 6. packing 7. reel packing structure 8. precaution for use

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  ssc ssc - - ur10 1 ur10 1 rev i s i on  1 . 0 rev i s i on  1 . 0 www.z l ed.co m   www.z l ed.co m   ???? : ssc-qp-7-07-24 (r ev.0.0)  ssc-UR101 ? 1 . 6  x 0 . 8 x 0 . 8 mm ? u n t in ted,  d i f f u s ed f l at  mo ld ? d o m in ant  wa ve length :   660n m ? c e l lu la r  phon e ?s  ke ypad  lig ht ni n g ? o t h er d e c orat io n  li g h ti n g features applications - s mall s i ze suitable f o r   compac t   app liances - s u r face - m oun ted and  lead le ss  ch ip   led  device - h igh   br ightne s s ,  w i de  va r i ety o f  co lo rs   are  av aila bl e - t ape and  re e l  pack i ng - i nc reases  the  life   time  of ba tte r y description ssc-ur 1 01

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  1. absolute maximum ratings 2. e l ectro-opt i cal characteris t ics  - 4 0 ~   100 t stg. stor ag e t e m p e r atur e v 5 v r rev e r s e voltag e mw 63 p d po w e r di ssi p ation  -3 0  ~  8 5 t opr. op er a t ion t e mp e r atur e ma 50 i fm *1 peak f o r w a r d  c u r r e n t ma 30 i f f o r w a rd  c u rre n t unit va l u e sy mbol pa rame ter (ta=2 5  ) *1  i fm cond itio n s : pu l s e w i dth tw  0.1ms and d u ty   ratio  1/10 1. 8 - 1. 3 if= 1   ? 650 40 - 1. 6 min 670 140 10 2. 1 max 120 20 660 80 - 1. 8 ty p ? i f =20  ? 2  1/2 vi e w i ng ang l e *3 nm i f =20  ?  d wav e l e ngth v i f =5  ? v f for w a r d  vo ltag e nm i f =20  ? ? spec t r al ba nd w i d t h mcd i f =20  ? i v luminous in ten s ity *2 ? v r =5v i r r e v e rse  c u rre n t unit condition sy mbol pa rame ter (ta=2 5  ) *2 the  lumi no us  intensity  iv is mea s ured at  the pe ak of th e sp ati a l pattern w h i c h ma y  not be al ig ned w i th the mecha n i c a l   ax is of  the  le d pa cka ge.  *3   1/2 is the off-a x i s  w here the l u min o u s  in te nsity  is 1/2 t he pe ak  inten s ity . [note] a l l prod ucts confirm to  the li sted  minimum and ma x i mum  specifi c atio ns for  electri c  a nd opti c a l  c hara c teri stics, w hen op e rated at  20ma w i th i n  the max i mum  ratings  sho w n abov e. al l mea s urem ents w e re ma de un der the sta n d a rdi z e d  env ironmen t of ss c. (tolera n ce : i v  10 %,   d  2 n m , v f  0.1 v)

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  3. characteris t ic diagram for w a r d  cur r e nt v s fo r w a r d voltag e rel a tiv e  intensity  v s forw a rd current 1.6 1 .7 1 . 8 1 .9 1 10 10 0 forwar d  curre nt  i f (m a) f o rw a r d  v o lta g e  v f (v ) 0 5 10 15 2 0 2 5 30 35 0 20 40 60 80 100 120 140 r e l a ti ve i n t e ns it y i v (%) f o rw ar d  c u rren t   i f (m a ) - 2 5 0 25 50 7 5 100 0 10 20 30 40 50 forw a rd c u rr e n t i f (m a) a m b i e n t  t e mper at ur e   ta ( o c) f o r w a rd  c u rre n t  v s de ra tin g c u r v e rad i ation di ag r a m

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  4. s o lde r ing pro f ile r e flow  so lde r ing  conditions /  pro f ile (1) lead s o lder ? p re limin a r y heating   to be at 150 e max. f o r 2  minut e s max. ? s o l de r i ng  he a t   to  be at 240                                                                                                                                                                                                                                                                                                                           

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  xux wj i wu z wuz wu_ yu[ wu _ ?y ???? ? ? ??? ? g z ?? ??? g w?? ? ?? ?? w ? ?? ???? gt ? ? ? wuy_ wu _ xu ] wu _ xu y 6. packin g toler a nc e:         L            L 5. outline d i mension ( 1 )  quantity: 4 , 000 pcs . /ree l ( 2 )  cu mu la ti ve  to le rance:  c u mu la tive  to le rance/10p itches  to  be   0. 2mm ( 3 )  adhes ion strength  of  co ve r   tape: adhes ion s t reng th  to be  0.1 - 0 . 7n   when the  o v er   tape  is  tu rned off  from  the  ca r r i e r  tape at 10  ang le  to  be the  ca r r i e r  tape. ( 4 )  pac k age: p/n ,   manufactu r i ng da ta  code  no. and quantity  to be ind i cated on a  damp  p r oof  pac k age.

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  7. ree l  packing st ructure w v u g a g j j j j j j j j j j ## si ze(mm)                        *material: pa p e r(sw3b(b)) s ? ? g u ? g g g j j j j j j j j j j chi p le d        a b                           outer box  c c h i p l ed            t ype 7inch 245 a 220 b                     142 c w v u g a g j j j j j j j j j j s ? ? g u ? g g g j j j j j j j j j j aluminum vinyl bag                     ## reel 

 z-power led x10490 z-power led x10490 technical data sheet document no. : ssc-qp-7-07-24 (rev.00) rev. 00  rev. 00  november 2007 november 2007 www.zled.com  www.zled.com  8. precaution for use (1) st or a g e i n   o r d e r t o  av oi d  t h e  a b sorpti o n   of m o ist u re, it is re comme n d e d  t o  st ore i n  t h e  d r y  b o x (or  des iccato r )   w i th a  des ic cant.  o t her w i se,  to  s t o r e  the m   in  the  fo llo w i ng  envir on men t   is   r e co mmende d . t e m p era t ure :  5                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                
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