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		  Datasheet File OCR Text:


		    1035MP  35 watts, 50 volts  avionics 1025 - 1150 mhz     general description  the  1035  mp  is a common base bipolar transistor.  it is designed for pulsed  system s in the frequency band 1025-1150 mhz.    the  device  has  gold  thin-film   m e t a l l i z a t i o n  fo r p r o v e n  h i g h e s t  m ttf.   th e  t r a n s i s t or  includes  input  prem atch  for  broadband capability.  low therm a l resistance  package  reduces  junction  tem p erature, extends life.  case outline  55fw-1    absolute maximum ratings  maxim u m  power dissipation @ 25 o c 2                                  125 w a tts pk    maximum voltage and current   bvces             collector to em itter voltage                                  65 volts  bvebo            em itter to base voltage                                        3.5 volts  ic                    collector current                                             2.5 am ps pk  maximum temperatures  storage t e m p erature                                                          - 65 to + 150 o c  operating junction t e m p erature                                                   + 200 o c       electrical characteristics @ 25  c  s y m b o l   c h a r a c t e r i s t i c s   test  c o n d i t i o n s   min t y p   max units p out   power out  f= 1025-1150 mhz  35      w   p in   power input  vcc = 50 volts       3 . 5   w   p g   p o w e r   g a i n   pw  = 10   sec, df = 1%  1 0   1 0 . 5     d b    c   e f f i c i e n c y       4 5     %   vsw r   load mism atch tolerance  f = 1090 mhz      10:1    functional characteristics @ 25  c  bvebo  em itter to base breakdown    ie = 5 m a   3.5      v  bvces  collector to em itter breakdown  ic = 15m a  65      v  hfe   dc current gain  vce = 5v, ic = 100 m a   20        cob  output capacitance  vcb = 50 v, f  = 1 mhz    17  20  pf   jc 2   therm a l resistance        1.4  o c/w   note 1:  at rated output power and pulse conditions   2:  at rated pulse conditions     issue decem ber 6, 1995  advanced power technology reserves the right to change , without notice, the specifications and inform ation  contained herein.  visit our web site at  www.advancedpower.com  or contact our factory direct.   www.datasheet.co.kr  datasheet pdf - http://www..net/
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