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		  Datasheet File OCR Text:


		   mmbz5221btw - mmbz5261btw triple isolated 200mw zeners in sot-363 specification features applications this new panjit family of triple, isolated zeners comes in the very small sot-363 package.  it's very small footprint makes it ideal for applications where board space is a premium. low profile (typ. 0.9 mm) sot-363 package 5% tolerance (2% optional) camcorders, mp3 players, digital cameras handheld/laptop computers portable instrumentation electronics maximum ratings rating symbol value units 200 -65 to +150 -65 to +150 mw c c power dissipation  (note 1) operating temperature range storage temperature range p d t j t stg 12/30/2004 page 1 www.panjit.com working peak reverse voltage range - 2.4v to 47v 200mw power dissipation with minimum pad mounting 1 3 4 5 6 sot-363  t  = 25c thermal resistance junction to ambient  (note 1) top view r th ja c/w 625 2 j thermal characteristics characteristics symbol value units note 1.  fr-5 board, minimum pad mounting (see min pad layout on page 3).

  www.panjit.com mmbz5221btw - mmbz5261btw 12/30/2004 page   2 t  = 25c                          v   = 0.9v max for all types electrical characteristics nom. v min. v max. v ? ma ? ma a v mmbz5221btw 2.4 2.280 2.520 30 20.0 1200 0.25 100 1.0 21t mmbz5222btw 2.5 2.375 2.625 30 20.0 1250 0.25 100 1.0 22t MMBZ5223BTW 2.7 2.565 2.835 30 20.0 1300 0.25 75 1.0 23t mmbz5224btw 2.8 2.660 2.940 30 20.0 1400 0.25 75 1.0 24t mmbz5225btw 3.0 2.850 3.150 29 20.0 1600 0.25 50 1.0 25t mmbz5226btw 3.3 3.135 3.465 28 20.0 1600 0.25 25 1.0 26t mmbz5227btw 3.6 3.420 3.780 24 20.0 1700 0.25 15 1.0 27t mmbz5228btw 3.9 3.705 4.095 23 20.0 1900 0.25 10 1.0 28t mmbz5229btw 4.3 4.085 4.515 22 20.0 2000 0.25 5.0 1.0 29t mmbz5230btw 4.7 4.465 4.935 19 20.0 1900 0.25 5.0 2.0 30t mmbz5231btw 5.1 4.845 5.355 17 20.0 1600 0.25 5.0 2.0 31t mmbz5232btw 5.6 5.320 5.880 11 20.0 1600 0.25 5.0 3.0 32t mmbz5233btw 6.0 5.700 6.300 7.0 20.0 1600 0.25 5.0 3.5 33t mmbz5234btw 6.2 5.890 6.510 7.0 20.0 1000 0.25 3.0 4.0 34t mmbz5235btw 6.8 6.460 7.140 5.0 20.0 750 0.25 3.0 5.0 35t mmbz5236btw 7.5 7.125 7.875 6.0 20.0 500 0.25 3.0 6.0 36t mmbz5237btw 8.2 7.790 8.610 8.0 20.0 500 0.25 3.0 6.5 37t mmbz5238btw 8.7 8.265 9.135 8.0 20.0 600 0.25 3.0 6.5 38t mmbz5239btw 9.1 8.645 9.555 10 20.0 600 0.25 3.0 7.0 39t mmbz5240btw 10 9.50 10.50 17 20.0 600 0.25 3.0 8.0 40t mmbz5241btw 11 10.45 11.55 22 20.0 600 0.25 2.0 8.4 41t mmbz5242btw 12 11.40 12.60 30 20.0 600 0.25 1.0 9.1 42t mmbz5243btw 13 12.35 13.65 13 9.5 600 0.25 0.5 9.9 43t mmbz5244btw 14 13.30 14.70 15 9.0 600 0.25 0.1 10 44t mmbz5245btw 15 14.25 15.75 16 8.5 600 0.25 0.1 11 45t mmbz5246btw 16 15.20 16.80 17 7.8 600 0.25 0.1 12 46t mmbz5247btw 17 16.15 17.85 19 7.4 600 0.25 0.1 13 47t mmbz5248btw 18 17.10 18.90 21 7.0 600 0.25 0.1 14 48t mmbz5249btw 19 18.05 19.95 23 6.6 600 0.25 0.1 14 49t mmbz5250btw 20 19.00 21.00 25 6.2 600 0.25 0.1 15 50t mmbz5251btw 22 20.90 23.10 29 5.6 600 0.25 0.1 17 51t mmbz5252btw 24 22.80 25.20 33 5.2 600 0.25 0.1 18 52t mmbz5253btw 25 23.75 26.25 35 5.0 600 0.25 0.1 19 53t mmbz5254btw 27 25.65 28.35 41 4.6 600 0.25 0.1 21 54t mmbz5255btw 28 26.60 29.40 44 4.5 600 0.25 0.1 21 55t mmbz5256btw 30 28.50 31.50 49 4.2 600 0.25 0.1 23 56t mmbz5257btw 33 31.35 34.65 58 3.8 700 0.25 0.1 25 57t mmbz5258btw 36 34.20 37.80 70 3.4 700 0.25 0.1 27 58t mmbz5259btw 39 37.05 40.95 80 3.2 800 0.25 0.1 30 59t mmbz5260btw 43 40.85 45.15 93 3.0 900 0.25 0.1 33 60t mmbz5261btw 47 44.65 49.35 105 2.7 1000 0.25 0.1 36 61t part number max. reverse  leakage current i r  @ v r max. zener impedance z zt  @ i zt z zk  @ i zk nominal zener voltage v z  @ i zt marking  code f j

  mmbz5221btw - mmbz5261btw sot-363 package outline and minimum pad layout www.panjit.com 12/30/2004 page   3 all diminsions in mm ordering information mmbz52xxbtw t/r 7  - 7 inch reels, 3k units per reel mmbz52xxbtw t/r13  -  13 inch reels, 10k units per reel copyright panjit international, inc 2005 the information presented in this document is believed to be accurate and reliable. the specifications and information  herein are subject to change without notice. pan jit makes no warranty, representation or guarantee regarding the  suitability of its products for any particular purpose. pan jit products are not authorized for use in life support devices or  systems. pan jit does not convey any license under its patent rights or rights of others. 
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