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		  for the very latest specifications visit www.aeroflex.com a a     s s p p e e c c t t r r u u m m     a a n n a a l l y y z z e e r r     w w i i t t h h     o o u u t t s s t t a a n n d d i i n n g g     p p e e r r f f o o r r m m a a n n c c e e     a a n n d d     a a     u u s s e e r r     f f r r i i e e n n d d l l y y     v v i i s s u u a a l l     i i n n t t e e r r f f a a c c e e     s s i i m m p p l l i i f f y y i i n n g g m m a a n n y y     c c o o m m p p l l e e x x     m m e e a a s s u u r r e e m m e e n n t t s s spectrum analyzers 2395A 9 khz to 26.5 ghz spectrum analyzer ? 9 khz to 26.5 ghz fully synthesized  frequency range ? lightweight, portable and rugged  construction at 12 kg (26.5 lbs) ? excellent tft color display ? comprehensive marker facility ? wide input signal range +30 dbm to -110 dbm ? semi-automated measurements ? usb 2.0 interface ? extremely user friendly mmi reduces risk of operator error ? tune facility ? gpib as standard ? am/fm demodulation a value for money product the 2395A is the latest in the range of spectrum analyzers from aeroflex providing exceptional  performance at an exceptional price. frequency accuracy the local oscillator system in the 2395A is fully synthesized thus providing accurate frequency measurements with 1 hz resolution. portability with a weight of only 12 kg (26.5 lbs) the 2395A is one of the lightest microwave spectrum analyzers available. a truly portable unit! color display the 6.4 inch tft color lcd in the 2395A provides a clear, bright, sharp display with a 640 x 480 pixel active display area viewable in high ambient light conditions. comprehensive marker system marker table the marker system allows up to a maximum of  9 markers to be dis- played on the screen at any one time. a marker table shows the fre- quency and level of each marker selected thus allowing multiple sig- nals to be evaluated simultaneously. in addition to the normal mark- ers 2395A provides delta, peak search, peak track, 1/delta, marker track, marker to center, and marker to reference capabilities. measurement limits the limits facility allows an upper and/or a lower limit to be set on the screen of the 2395A.  should the signal being displayed fall

 outside either limit a message will appear on the screen showing which limit has been exceeded and how many times this has  happened. wide signal measurement range the 50 ohm input on the 2395A can accept signals between  +30 dbm and -110 dbm while providing protection to 50 vdc.  semi-automated measurements the mmi on the 2395A has been designed to simplify many of the measurements required for the evaluation of today?s sophisticated communications systems. these include adjacent channel power,  x db down, occupied bandwidth, channel power and harmonic distortion. tune function use of this function allows an unknown signal to be quickly captured and displayed on the screen. the 2395A will search its complete  frequency range for the highest level signal, capture it, display it in the center of the screen with both the span and resolution bandwidths being automatically set to the optimal state for best viewing.  spectral purity the phase noise on the 2395A is specified at -90 dbc at 10 khz offset which allows its use for evaluating the spectral purity and noise  performance of systems and sub-systems. signal demodulation demodulation of both am and fm signals allows full testing on a wide range of communications systems. the demodulated signal can be viewed on the screen and is also available on the internal  loudspeaker and on headphones via a connector on the front panel. the fm peak deviation and am modulation depth can be measured using the markers provided in the 2395A. information storage the 2395A is provided with the capability of internally storing up to 1,000 screen traces and 2,000 operational states.  the spectrum  analyzer is also fitted with a usb 2.0 interface for download to bulk storage. input connector the 2395A input connector is a planar crown ? adapter and both type n and pc 2.92 mm adapters are supplied. the pc 2.92 mm is required for operation to 26.5 ghz and input specifications are meas- ured with this adapter fitted. the type n adapter can be used for operation up to 18 ghz or where low frequency operation in a type n cable system demands the appropriate connector. ? planar crown is a trade mark of weinschel corporation. interfaces ieee 488-2, rs-232 and printer (pcl5) interfaces are provided as standard on the 2395A allowing its integration into automated test systems and the print-out of screen displays. the 2395A has been designed with future flexibility and expansion in mind. the operating system and system memory has the capability to have additional facilities incorporated. x db down occupied bandwidth channel power

 for the very latest specifications visit www.aeroflex.com harmonic distortion s s p p e e c c i i f f i i c c a a t t i i o o n n f f r r e e q q u u e e n n c c y y tuning range 9 khz to 26.5 ghz range  band   mixing mode 9 khz to 3 ghz  0   1 2.9 to 6.4 ghz 1   1 6.3 to 13 ghz  2   2 12.9 to 26.5 ghz 3 4 resolution 1 hz frequency span width 100 hz/div to 2000 mhz/div in 1, 2, 5 step selections (auto-selected) zero span and full span (9 khz to 26.5 ghz)  manual selection of start, stop and span span accuracy -10 dbm, 100 khz to 26.5 ghz at 0 db attenuation displayed range 100 db in 10 db/div log scale  50 db in 5 db/div log scale  20 db in 2 db/div log scale  10 db in 1 db/div log scale 10 divisions with linear amplitude scale amplitude units log scale mode dbm and dbmv. linear scale mode v (v, mv, etc.) or dbv (dbmv only). quasi peak mode dbv, dbmv or dbm display linearity 5 and 10 db/div, 0.1 db/db, 1.0 db over 10 divisions  1 and 2 db/div, 0.5 db over 10 divisions  linear, 10 % of reference level over 10 divisions frequency response flatness 9 khz to 5 mhz -3 db to +1 db 5 mhz to 2.9 ghz   1.0 db 2.9 ghz to 6.4 ghz  intermodulation distortion -70 dbc 100 mhz to 26.5 ghz -65 dbc 1 mhz to 100 mhz  (at -30 dbm input, 0 db input attenuation) other spurious -60 dbc (10 mhz to 26.5 ghz at -30 dbm input) r r e e s s o o l l u u t t i i o o n n     b b a a n n d d w w i i d d t t h h selection 300 hz, 1 khz, 3 khz, 10 khz, 30 khz, 100 khz, 300 khz, 1 mhz,  3 mhz 9 khz and 120 khz (quasi-peak detector option) 100 hz, 30 hz, 10 hz (digital resolution bandwidth option) accuracy 20% selectivity -60 db/3 db ratio  for the very latest specifications visit www.aeroflex.com aging rate  s s o o f f t t w w a a r r e e     o o p p t t i i o o n n s s o o p p t t i i o o n n     1 1 2 2     - -     m m a a r r k k e e r r     l l a a b b e e l l     e e d d i i t t this software option allows the user to change the marker label from the normal numeric format to a user defined 4-digit alpha-numeric label. o o p p t t i i o o n n     1 1 3 3     - -     e e m m c c this software option, which must be used in conjunction with option 04 (quasi-peak detectors and filters) provides the user with some of the facilities required for emc pre-compliance testing.  features include: entry of correction factors  for: test  antenna cable loss transducer characteristics addition of limit lines choice of log or linear frequency scales semi-automated operation of quasi-peak functions v v e e r r s s i i o o n n s s , ,     o o p p t t i i o o n n s s     a a n n d d     a a c c c c e e s s s s o o r r i i e e s s     when ordering please quote the full ordering number information. ordering  numbers versions 2395A/0 9 khz to 26.5 ghz spectrum analyzer options 03 high stability timebase 04 quasi-peak detectors and filters 05 digital resolution bandwidth filters 06 ac/dc power supply 12 marker label edit software 13 emc software supplied accessories front cover operation manual programming manual ac supply lead rs-232 cable 2 x 250 v, 3.15 a fuses 3.5 mm (f) and type (n) planar crown ? adapters 80010 soft carry case optional accessories maintenance manual ac2621 rack mount kit ac5008 dc block n type 80010  soft carry case
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 part no. 46891/149, issue 5, 03/07 china beijing tel:  [+86] (10) 6539 1166 fax: [+86] (10) 6539 1778 china shanghai tel: [+86] (21) 5109 5128 fax: [+86] (21) 5150 6112 finland tel: [+358] (9) 2709 5541 fax: [+358] (9) 804 2441 france tel: [+33] 1 60 79 96 00  fax: [+33] 1 60 77 69 22 germany tel: [+49] 8131 2926-0  fax: [+49] 8131 2926-130 hong kong tel: [+852] 2832 7988 fax: [+852] 2834 5364 india tel: [+91] 80 5115 4501 fax: [+91] 80 5115 4502 korea tel: [+82] (2) 3424 2719 fax: [+82] (2) 3424 8620 scandinavia tel: [+45] 9614 0045 fax: [+45] 9614 0047 spain  tel: [+34] (91) 640 11 34 fax: [+34] (91) 640 06 40 uk burnham tel: [+44] (0) 1628 604455 fax: [+44] (0) 1628 662017 uk cambridge tel: [+44] (0) 1763 262277 fax: [+44] (0) 1763 285353 uk stevenage tel: [+44] (0) 1438 742200 fax: [+44] (0) 1438 727601 freephone: 0800 282388 usa tel: [+1] (316) 522 4981 fax: [+1] (316) 522 1360 toll free: 800 835 2352 www.aeroflex.com info-test@aeroflex.com as we are always seeking to improve our products, the information in this document gives only a general indication of the product capacity, performance and suitability, none of which shall form part of any con- tract. we reserve the right to make design changes without notice. all trademarks are acknowledged.  parent company aeroflex, inc. ?aeroflex 2006. 
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