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		  Datasheet File OCR Text:


		     fax: 01371 875075    www.dubilier.co.uk    tel: 01371 875758 8 7 dimensions (63v) capacitors 5mm box polyester mmp ordering information marking outline drawing specification taping specifications miniature sizes self-healing low losses low inductance low series resistance designed as a miniature general purpose decoupling capacitor,  particularly for high-speed circuits. the housing is an insulated thermoplastic moulding                incorporating stand-off lugs for easy removal of solder flux. flame retardant case and resin in accordance with ul 94vo. temperature range -55 to +100c         rated voltage     63vdc, 40vrms @ 50hz capacitance stability  5% after 1000 hours @ 85c     test voltage     1.4 x vd.c. for 1 minute loss angle  80 x 10 -4 e max 7.5 max 0.4 min h max 4 min 0.6 all dim s in m m 5.08 value/nf h max/mm e max/mm reel qty f (mm) 1-220 6.5 2.5 2500 43 270-330 8.0 3.2 1800 48 390-1000 8.0 5.0 1200 48 1500-2200 12 6.0 900 48 nominal capacitance value and tolerance in accordance with iec 62.  c voltage rating 63. the top face of the capacitor is used for marking  in order to facilitate easy recognition on high component density  boards. mmp 10 4 70n k style value nf tolerance j = 5% k = 10% options: ta  = tape/ ammo-box tr = tape/reel blank = loose tr 10 = 100v 25 = 250v 40 = 400v blank 63v standard ?31 f dimensions (mm) ?360 section 1  discontinued

    fax: 01371 875075    www.dubilier.co.uk    tel: 01371 875758 88 capacitors 5mm box polyester mmp characteristics curves characteristics cases ur- : 63 v cases ur- : 100 v cases ur- : 250 v cases ur- : 400 v climatic category 55/100/56 - performance class 2 capacitance range cr 1 nf to 2.2 f (e12) tolerances on cr   5%  10%  20% other values on request nominal voltages vr- 63/100/250/400 v     vr ~  40/63/160/200 v category voltage vc = 0.8 vr- at 100?c test voltage ve = 1.6 vr-/2s at 25?c tangent of loss angle tg ?  insulation resistance ri vr- (v) 63 100 250 400 (dv/dt)r max  38 40 110 270 0.1 1.0 10 100 f (mhz) z ( ? ) 100 10 1.0 0.1 0.01 4.7 nf 10 nf 22 nf 47 nf 100 nf 220 nf 470 nf 1 ? f 1.5 ? f influence of the frequency on the impedance (room temperature). nominal rms voltage versus frequency (room temperature) allowing a 10?c increase of the external temperature of the box. 22 nf  47 nf  100 nf  220 nf  470 nf  1   f  1.5   f  u ef  f (v) max.  40  10  10  10  10  10  10  f (hz)  6  5  4  3  2  1  10  3  10  2  10  1  u ef  f (v) max.  10  10  10  10  10  10  f (hz)  6  5  4  3  2  1  10 nf  22 nf  47 nf  100 nf  220 nf  470 nf  10  3  63  10  2  10  1  max voltage gradient section 1  discontinued
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