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		  Datasheet File OCR Text:


		    general informations    wound chip inductors    typical applications                                                                                                                              type  inductance                                   dimensions (mm)   range (h) a b c d e f  evxsm322522  0.12 ~ 220  3.20. 3 2.50.2 2.20.2 2.9 0.2 1.00.2 0.60.2  evxsm453232  0.1 ~ 1000  4.50. 3 3.20.2 3.20.2 4.2 0.2 1.20.2 1.00.2    performance and specifications  ?  encapsulated designs provide excellent humidity, heat and cold resistance.  ?  high inductance stability.  ?  high q-factor characteristics.  ?  compact size and low profile.  ?  surface mount design for auto pick & place production.  ?  suitable for ir reflow process.  ?  packaging tape & reel.      material approvals  core   tdk or equivalent    mnzn material    wire      hitachi cable (s) pte ltd      2-uew class b      product identification    evx  sm      -          -      (1)   (2)   (3)    (4)  (5)  (6)    (1) manufacturer identification  (2)  type of core: drum core  (3)  series number (example, 453232, etc..)  (4) inductance specification (h)  (5)  inductance tolerance: k =  10% , m =  20%  (6)  packing method: t = tape & reel     for example, evxsm453232-1r0m-t is 453232 series of 1h  20% in tape & reel  packing.  design for emi/rfi noise suppression in electronic circuits.  typical application include switch mode power supplies,   audio equipments, consumer electronics, display monitors.  

                                                                                        wound chip inductors      evxsm322522 series      product code    l  20%  (h)    test freq  (mhz)    q-factor  (min)    srf, typ   (mhz)    dcr, max  ( ? )    idc, max  (ma)          evxsm322522-r12m 0.12 25.2  30  500  0.22  450  evxsm322522-r15m 0.15 25.2  30  450  0.25  450  evxsm322522-r18m 0.18 25.2  30  400  0.28  450  evxsm322522-r22m 0.22 25.2  30  350  0.32  450  evxsm322522-r27m 0.27 25.2  30  320  0.36  450  evxsm322522-r33m 0.33 25.2  30  300  0.40  450  evxsm322522-r39m 0.39 25.2  30  250  0.45  450  evxsm322522-r47m 0.47 25.2  30  220  0.50  450  evxsm322522-r56m 0.56 25.2  30  180  0.55  450  evxsm322522-r68m 0.68 25.2  30  160  0.60  450  evxsm322522-r82m 0.82 25.2  30  140  0.65  450  evxsm322522-1r0m 1.0 7.96  30  120  0.70  400  evxsm322522-1r2m 1.2 7.96  30  100  0.75  390  evxsm322522-1r5m 1.5 7.96  30  85  0.85  370  evxsm322522-1r8m 1.8 7.96  30  80  0.90  350  evxsm322522-2r2m 2.2 7.96  30  75  1.00  320  evxsm322522-2r7m 2.7 7.96  30  70  1.10  290  evxsm322522-3r3m 3.3 7.96  30  60  1.20  260  evxsm322522-3r9m 3.9 7.96  30  55  1.30  250  evxsm322522-4r7m 4.7 7.96  30  50  1.50  220  evxsm322522-5r6m 5.6 7.96  30  47  1.60  200  evxsm322522-6r8m 6.8 7.96  30  43  1.80  180  evxsm322522-8r2m 8.2 7.96  30  40  2.00  170  evxsm322522-100m 10 25.2 30  36  2.10  150  evxsm322522-120m 12 25.2 30  33  2.50  140  evxsm322522-150m 15 25.2 30  28  2.80  130  evxsm322522-180m 18 25.2 30  25  3.30  120  evxsm322522-220m 22 25.2 30  23  3.70  110  evxsm322522-270m 27 25.2 30 18 5.00 80  evxsm322522-330m 33 25.2 30 17 5.60 70  evxsm322522-390m 39 25.2 30 16 6.40 65  evxsm322522-470m 47 25.2 30 15 7.00 60  evxsm322522-560m 56 25.2 30 13 8.00 55  evxsm322522-680m 68 25.2 30 12 9.00 50  evxsm322522-820m 82 25.2 30 11 10.0 45  EVXSM322522-101M 100 0.796 20 10 11.0 40  evxsm322522-121m 120 0.796 20 10 12.0 70  evxsm322522-151m 150 0.796 20  8  15.0  65  evxsm322522-181m 180 0.796 20  7  17.0  60  evxsm322522-221m 220 0.796 20  7  21.0  50                             

                                                                                        wound chip inductors    evxsm453232 series      product code    l  20%  (h)    test freq  (mhz)    q-factor  (min)    srf, typ   (mhz)    dcr, max  ( ? )    idc, max  (ma)          evxsm453232-r10m 0.10 25.2  35  300  0.18  800  evxsm453232-r12m 0.12 25.2  35  280  0.20  770  evxsm453232-r15m 0.15 25.2  35  250  0.22  730  evxsm453232-r18m 0.18 25.2  35  220  0.24  700  evxsm453232-r22m 0.22 25.2  40  200  0.25  665  evxsm453232-r27m 0.27 25.2  40  180  0.26  635  evxsm453232-r33m 0.33 25.2  40  165  0.28  605  evxsm453232-r39m 0.39 25.2  40  150  0.30  575  evxsm453232-r47m 0.47 25.2  40  145  0.32  545  evxsm453232-r56m 0.56 25.2  40  140  0.36  520  evxsm453232-r68m 0.68 25.2  40  135  0.40  500  evxsm453232-r82m 0.82 25.2  40  130  0.45  475  evxsm453232-1r0m 1.0 7.96  50  100  0.50  450  evxsm453232-1r2m 1.2 7.96  50  80  0.55  430  evxsm453232-1r5m 1.5 7.96  50  70  0.60  410  evxsm453232-1r8m 1.8 7.96  50  60  0.65  390  evxsm453232-2r2m 2.2 7.96  50  55  0.70  380  evxsm453232-2r7m 2.7 7.96  50  50  0.75  370  evxsm453232-3r3m 3.3 7.96  50  45  0.80  355  evxsm453232-3r9m 3.9 7.96  50  40  0.90  330  evxsm453232-4r7m 4.7 7.96  50  35  1.00  315  evxsm453232-5r6m 5.6 7.96  50  33  1.10  300  evxsm453232-6r8m 6.8 7.96  50  27  1.20  285  evxsm453232-8r2m 8.2 7.96  50  25  1.40  270  evxsm453232-100m 10 25.2 50  20  1.60  250  evxsm453232-120m 12 25.2 50  18  2.00  225  evxsm453232-150m 15 25.2 50  17  2.50  200  evxsm453232-180m 18 25.2 50  15  2.80  190  evxsm453232-220m 22 25.2 50  13  3.20  180  evxsm453232-270m 27 25.2 50  12  3.60  170  evxsm453232-330m 33 25.2 50  11  4.00  160  evxsm453232-390m 39 25.2 50  10  4.50  150  evxsm453232-470m 47 25.2 50  10  5.00  140  evxsm453232-560m 56 25.2 50  9.0  5.50  135  evxsm453232-680m 68 25.2 50  9.0  6.00  130  evxsm453232-820m 82 25.2 50  8.0  7.00  120  evxsm453232-101m 100 7.96  40  8.0  8.00  110  evxsm453232-121m 120 7.96  40  6.0  8.00  110  evxsm453232-151m 150 7.96  40  5.0  9.00  105  evxsm453232-181m 180 7.96  40  5.0  9.50  102  evxsm453232-221m 220 7.96  40  4.0  10.0  100  evxsm453232-271m 270 7.96  40  4.0  12.0  92  evxsm453232-331m 330 7.96  40  3.5  14.0  85  evxsm453232-391m 390 7.96  40  3.0  18.0  80  evxsm453232-471m 470 7.96  40  3.0  26.0  62  evxsm453232-561m 560 7.96  30  3.0  30.0  50  evxsm453232-681m 680 7.96  30  3.0  30.0  50  evxsm453232-821m 820 7.96  30  2.5  35.0  30  evxsm453232-102m 1000 0.252  20  2.5  40.0  30             

                                                                                        wound chip inductors    taping specifications     all dimensions in mm    reel type  a  b  c  g  n  t  8mm  1782  21  1  13  0.5  10  0.5  50  0.5  14.4  0.5  12mm  1782  21  1  13  0.5  14  0.5  50  0.5  18.4  0.5           

                                                                                                                                                                           wound chip inductors    packing quantities (tape & reel)      product series  reel type  quantity per reel  evxsm322522 8mm  2000 pcs  evxsm453232 12mm  500 pcs                                                       
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