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		  Datasheet File OCR Text:


		  log # 091a   re v 12-99 part number includes: lens, lamp & holder bs851cxf-xxv-xx (bf321 led lamp) bs854cxf-xxv-xx (bf304 led lamp) 22mm low-cost panel mount led indicators features ? panel mounting diameter                    22mm (7/8 in.) � low-cost replacement to industry  standard 22mm pilot lights �   long life 100,000+ hrs (10 years) � solid-state,   high shock/vibration  resistant � maintenance free, easy installation  � combination terminals �  low power consumption, high intensity � major power savings �  major reduction in heat  generation �  built-in current limiting  resistor  options �  special voltages/cluster � sunlight-visible super bright or high-  efficiency leds �  bi-colors, tri-colors, rgb, ir �  splash proof - moisture proof �  non-relampable models available �  flashing / blinking �  diffuser (for use with legend inserts) complete lamp assembly lampholder lamp end view lens combination terminals can accept: � 0.25" female quick connect � wire clamp for bare wire (up  to 12 awg) � fork lug quick connect assembly diagram electrical  characteristics polarity physical  characteristics part number example  std. operating  voltage options bp = bipolar          (for dc use only) p = center contact         positive ac = ac only series / no. of leds 1 led / lamp assembly (recommended for low, ambient light conditions) n = center contact         negative flat top led for wide angle 8 28v bp r cf 15sb 4 leds / lamp assembly (recommended for sunlight-visible light conditions)  5/6v 12/14v 24/28v 48v 130v 120v 240v dc         ac electrical  characteristics polarity physical  characteristics part number example  lens color std. operating  voltage options bp = bipolar          (for dc use only) p      =     center contact  positive ac = ac only series / no. of leds crf = clear red caf  = clear amber cyf = clear yellow cgf = clear green cbf = clear blue cwf = water clear bs854 = 4 leds  (bf304 led lamp)  n   = center contact         negative flat top led for wide angle 8 28v bp r cf 45sb 5/6v 12/14v 24/28v 48v 130v 120v 240v dc         ac bs851 = 1 led (bf321 led lamp)    lens color crf = clear red caf  = clear amber cyf = clear yellow cgf = clear green cbf = clear blue cwf = water clear notes: 1. contact local representative to determine best style for each application 2. not all possible combinations of color, voltage and polarity are available ? led tronics, inc. ? phone: (310) 534-1505      fax: (310) 534-1424      website: http://www.ledtronics.com the future of light iso 9001 registered
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