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		  Datasheet File OCR Text:


		  lens type/color  lens cap part number lcd470w-cr lcd470w-ca lcd470w-cy lcd470w-cw lcd470-cr lcd470-ca lcd470-cy lcd470-cw lcd470w-dw lcd470-dw lcd470w-cg lcd470-cg clear red clear orange clear yellow clear green water clear diff. white lens type/color  lens cap part number lcf470w-crf lcf470w-caf lcf470w-cgf lcf470w-cwf lens cap lcf470 holder mfs470b (mil# lh73/1) rmm64y0  (rfi/emi shielded) 15/32" (11.7mm) mtg. dia. front mount  with t1-3/4" midget flange led ff200 mfs470 .52 [13.2] .47 [12.0] .63 [16.0] c = tinted clear cw = water clear tw = milky white r3k y3k = sp yellow o3k = sp orange r3k = sp red r6 = he red r7 = ul red o6 = orange y6 = yellow w6 = p. yellow g6 = he green pg6 = p. green ly6 = l. yellow bp led color std. operating  voltage options bp = bi-polar (ac/dc)          (black bezel) lens iw2k = inc white w600 = c. white ag6k = a. green b1k = sp. blue g1k = ul. green 3/6 chip  (std intensity) 1 chip  (super intensity) series c 28v 15/32" relampable panel led lamps   log # 1 19b  rev 07-2000 mfs470b-wp ( watertight) (mil# lh89/1) .64 [16.3] .30 [7.6] .76 [19.3] led color std. operating  voltage 28v bp cr3k ff200 series options bp = bipolar  (ac/dc) ac = ac only t1-3/4 led lamps ff200 = 1 chip f203 = 3 chip y3k = sp yellow o3k = sp orange r3k = sp red r6 = he red r7 = ul red o6 = orange y6 = yellow w6 = p. yellow g6 = he green pg6 = p. green ly6 = l. yellow iw2k = inc white w600 = c. white ag6k = a. green b1k = sp. blue g1k = ul. green 3/6 chip  (std intensity) 1 chip  (super intensity) lens cap lcf470w f203/f206 (3-chip/6-chip) lamp f206 = 6 chip 120vac dc       2vf (ext. res. rqd.) 3.5vf (ext. res. rqd.) 3.6v 5/6v 12/14v 24v 28v ac ff200 lamp lcf470-crf lcf470-caf lcf470-cgf lcf470-cwf mfs470 = 1 chip mfs473 = 3 chip mfs476 = 6 chip 120vac dc       2vf (ext. res. rqd.) 3.5vf (ext. res. rqd.) 3.6v 5/6v 12/14v 24v 28v ac holder .52 [13.2] .47 [12.0] .722 [18.3] lamp ff200 lamp or .55 [13.9] .30 [7.6] .72 [18.3] f206 or standard watertight standard watertight f203/f206 (3-chip/6-chip) lcf470w-twf lcf470-twf lcf470w-cyf lcf470-cyf lcd470w-cx (mil# lc35) lcd470-cx (mil# lc12) rm820-cx  (rfi/emi shielded) .44 [11.2] .44 [11.2] .62 [15.7] .568 [14.4] .45 [11.4] .677 [17.1] clear red clear orange clear yellow clear green water clear diff. white lens cap lens cap  lens cap standard watertight 1.20 [30.5] .44 [11.2] 15/32 mounting dia [11.7] (meets mil spec mil-l-3661b) ? led tronics, inc. ? phone: (310) 534-1505      fax: (310) 534-1424      website: http://www.ledtronics.com the future of light iso 9001 registered
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