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		  Datasheet File OCR Text:


		    manufacturer         category                 series              package            voltage          class           rev . date       ecliptek corp.                     oscillator                      ec25                         ceramic                                   5.0v                                               os29                                  11/10      ec25  series ? crystal clock oscillators  ? cmos/ttl output  ? +5.0v supply voltage ? tri-state output function ? high and low output drive options ? 4 pad ceramic smd package  ? rohs compliant (pb-free) oscillator ec25 electrical specifications frequency range operating temperature range storage temperature range supply voltage (v dd ) input current (no load) frequency tolerance / stability output voltage logic high (v oh ) output current (i oh ) output voltage logic low (v ol ) output current (i ol ) rise / fall time duty cycle load drive capability tri-state input voltage start up time rms phase jitter 1.544mhz to 106.250mhz -10c to +70c or  -40c to +85c -55c to +125c 5.0v dc  10% 10ma maximum 30ma maximum 50ma maximum 60ma maximum 100ppm, 50ppm, 25ppm or  20ppm maximum  2.4v dc  minimum    v dd  -0.5v dc  minimum  -4ma 35.000mhz  -16ma 35.000mhz +16ma 70.000mhz 70.000mhz 10% to 90% of waveform w/50pf cmos load; 0.4v dc   to 2.4v dc  w/10ttl load           5nsec max. 70.000mhz at 50% of waveform w/ttl load or w/cmos load    manufacturer         category                 series              package            voltage          class           rev . date        ecliptek corp.                     oscillator                     ec25                        ceramic                                  5.0v                                               os29                                 11/10 ec25 00 et t ts y - 40.000m   tr frequency tolerance / stability 00 = 100ppm maximum  45 = 50ppm maximum 25 = 25ppm maximum 20 = 20ppm maximum operating temperature range blank = -10c to +70c  et = -40c to +85c duty cycle blank = 50 10(%) t = 50 5(%) packaging options blank = bulk  tr = tape & reel  frequency load drive capability blank = 10lsttl/30pf hcmos load maximum (70mhz) y = 10ttl or 50pf hcmos load maximum (
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