

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						39162			TK11245			SDA9588X			FQB5N50C			GN04005			MCP73861			0100A			FQB5N50C			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ABM9-23999MHZ-18-R080-E-3-Z-T Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  | | | | | | | | | | | | | | |  abm9 applications: ? high density application s . ? modem s , com m unication and test equipment. ? pmcia, wireless application s . features: ? l o w in height ;  suita b le  f or thin equipment. ? ce r amic pa c kage and metal lid assures high reliabilit y . ? tight tole r ance and stability  a v aila b l e . ? suita b le  f or solder refl o w . ? high precision c r ystal, fundamental mod e . 4 . 0   x   2 . 5   x   0 . 7m m pb rohs compliant miniature ceramic smd crystal abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  standard specifications: freq (mhz ) esr ( ? )max. 12.000 - 23.999  24.000 - 32.000  80 60 table 1 - standard esr    (*) frequencies above 32mhz based        on availability.  please contact        abracon for further details. options & part identification: (left blank if standard) e 0c to +70 c blan k bulk b -20c to +70c c -30c to +70c n -30c to +85c d -40c to +85c u  10 ppm(*) g  15 ppm(*) x  20 ppm  1  10 pp m w  25 ppm  7  15 pp m y  30 ppm  2  20 pp m h  35 ppm  3  25 pp m z  100 ppm(#) 4  30 ppm (*) -1 0 c to +6 0 c only (#) for extended temperatures. *contact abracon for  tighter freq. stability. tape and  reel freq. tolerance freq. stability xx.xxxxmhz frequency            abm9 - frequency -   -   r   -   -  -    -  operating temp . packaging t rxxx (value in   if it is custom . ) esr 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 12.03.09 visit www.abracon.com for terms & conditions of sale frequency  t olerance frequency stability over the operating temp. (ref to +25c) p arameters 12.00 mhz - 32.00 mhz (*)             fundamental at -10c to + 60c (see options)   50 ppm max. (see options) frequency range        abracon p/n              abm9 series        operation mode operating  t emperature         storage  t emperature         - 40c to + 105c              50 ppm max. (see options)               equivalent   series   resistance shunt capacitance c 0 load capacitance c l         drive level         aging at 25c per  y ear          insulation resistance  see  t able 1 18pf (see options)         100  w  max., 10   w typical 500m ?  min with 100 vdc   15 vdc 7pf max.              5ppm max. load capacitance consult with abracon for cl value under 8pf.  please specify cl in pf or s for series (8 to 33pf)

 )max. | | | | | | | | | | | | | | |  abm9 4 . 0   x   2 . 5   x   0 . 7m m pb rohs compliant miniature ceramic smd crystal abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  outline drawing: tape & reel: dimensions: mm 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 12.03.09 visit www.abracon.com for terms & conditions of sale tape and reel (1,000pcs or 3,000pcs/reel) dimension : mm reflow profile: note: a b r a c on manufa c tu r ed p r o du c ts a r e i n t ended  f or gene r al  c omme r cial and indust r ial us e .    f or appli c a tions  r equi r ing  high  r eliabili t y and/or p r ese n ting  e x t r eme o p e r a ting e n vi r onme n t ,   w r it t en  c onse n t & autho r iz a tion f r om  a b r a c on is  r equi r e d .
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