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		  Datasheet File OCR Text:


		  ? 2007 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  c-4   e-mail:  sales@glenair.com  series 800 a b c d e f g h j k l m series 800 ?mighty mouse? original unf threaded coupling compact size  saves space and  weight. smaller than other series 80  plugs, these series 800 plugs are  suitable for hostile environments and  are watertight when mated. two shell styles:  integral platform for  direct shield attachment using  band- it ?  termination system, or accessory  thread for attaching a strain relief. how to order sample part number 800-006 -06 m 7-10 p z  series shell style shell material / finish shell size- insert  arrangement contact type shell key  position 800-006 hex plug with  banding platform 800-007 hex plug with  accessory  thread 800-008 knurled round  plug with band  platform 800-009 knurled round  plug with  accessory  thread -06 standard  coupling nut  -16 coupling nut  with anti- decoupling  wave spring  c aluminum / black anodize m aluminum / electroless  nickel nf aluminum / cadmium with  olive drab chromate zn aluminum / zinc-nickel with  olive drab chromate znu aluminum / zinc-nickel with  black chromate z1 stainless steel / passivated 5-3 3 #23 contacts 6-1 1 #16 contact 6-4 4 #23 contacts 6-7 7 #23 contacts 7-1 1 #12 contact  7-10 10 #23 contacts 8-13 13 #23 contacts 9-4 4 #16 contacts 9-19 19 #23 contacts 10-26 26 #23 contacts 12-2 2 #12 contacts 12-37 37 #23 contacts #23 contacts are packaged  with connectors. #16 and #12  contacts must be ordered  separately. standard #23 contacts  accept #22 through  #28 awg wire. use the  following contact codes to  specify these contacts: p pin s socket special contacts for  #26 to #30 awg are  also available. use the  following contact codes to  specify these contacts: g pin  h socket n normal x pos. x y pos. y z pos. z series 800 plug connector series 800 plug connectors crimp, rear release  contact system,  now with #12 and #16 m39029 coaxial  or power contacts. two coupling nut styles:  hex nut  or round knurled nut. either style is   available with optional wave spring  which helps to prevent the nut from  backing off.  rev. 05-apr-2007

 ? 2007 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  c-5   e-mail:  sales@glenair.com  series 800 a b c d e f g h j k l m series 800 mighty mouse original unf threaded coupling ? c ? b a hex .850 (21.6) max safety wire hole 3x .031/.027 (0.79/0.69) e threads ? d f threads hex coupling nut 800-006 800-007 round knurled  coupling nut 800-008 800-009 integral band  platform 800-006 800-008 accessory threads 800-007 800-009 dimensions shell  size a hex style 06 a hex style 16  ? b style 06 ? b style 16 ? c style 06 ? c style 16 ? d e threads coupling nut f threads accessory in. mm. in . mm. in. mm. in. mm. in. mm. in. mm. in. mm. 5 .430 10.92 .495 12.57 .470 11.94 .540 13.72 .430 10.92 .490 12.45 .230 5.84 .3125-28 un-2b .250-32 unef-2a 6 .500 12.70 .563 14.30 .550 13.97 .620 15.75 .500 12.70 .560 14.22 .286 7.26 .3750-28 un-2b .3125-32 unef-2a 7 .625 15.88 .720 18.29 .680 17.27 .800 20.32 .620 15.75 .680 17.27 .390 9.91 .4375-28 unef-2b .4375-28 unef-2a 8 .680 17.27 .743 18.87 .750 19.05 .830 21.08 .680 17.27 .750 19.05 .445 11.30 .5000-32 un-2b .5000-28 unef-2a 9 .750 19.05 .813 20.65 .830 21.08 .890 22.61 .750 19.05 .810 20.57 .500 12.70 .5625-32 un-2b .5625-24 unef-2a 10 .812 20.62 .875 22.23 .900 22.86 .960 24.38 .810 20.57 .880 23.35 .565 14.35 .6250-32 un-2b .6250-24 unef-2a 12 .875 22.23 .938 23.83 .970 24.64 1.030 26.16 .880 22.35 .940 23.88 .650 16.51 .7500-28 un-2b .6875-24 unef-2a series 800 key positions key position key rotation plug key position receptacle key position normal (n) 150 x 140 y130 z 120 shell size 5 and 6: master key is located at  top dead center for normal (n) position. shell  size 7 thru 12: master key is rotated 90 from  tdc for normal position. series 800 plug connectors z y x normal 60 60 z y x normal rev. 05-apr-2007
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