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		  Datasheet File OCR Text:


		   model number output voltage -01/2008- output current output power 18-72 vdc in 9-36 vdc in tdw-5s2405 TDW-6S2412 tdw-6s2415 tdw-5d2405 tdw-6d2412 tdw-6d2415 5 vdc 12 vdc 15 vdc 5 vdc 12 vdc 15 vdc tdw series 4:1 input, 5-6 watt tumbler technologies + trumpower  ? santa clara, ca � 408-988-6616 � sales@trumpower.com �  www.trumpower.com 1000 ma 500 ma 400 ma 500 ma 250 ma 200 ma 5w 6w 6w 5w 6w 6w tdw-5s4805 tdw-6s4812 tdw-6s4815 tdw-5d4805 tdw-6d4812 tdw-6d4815 electrical specifications all specifications typical @+25c, nominal line, and full load unless otherwise noted. input specifications nominal line, 9-36v input................................12 vdc 18-72v input..............................48 vdc input filter.......................................................lc filter reverse input protection...............internal shunt diode,                   use external fuse output specifications voltage accuracy..........................................2%, max. line regulation.............................................1%, max. load regulation, single output (nl-fl)........2%, max.               dual output (20%-fl)........3%, max. ripple and noise, 20mhz bw..............150mvp-p, max. short circuit protection........................current limiting general specifications efficiency.....................................................70% - 75% isolation voltage, input to output...........1,500 vdc, min. mtbf......................................200k hours min. @40c operating temperature range...............-25c to +71c storage temperature range................-40c to +100c cooling..........................................free-air convection case material............................non-conductive plastic 0.20 (5.1)  2.00 (50.8)  0.50 (12.7) 0.30 (7.6)  0.1 (2.5) bottom   view +out +in -out -in  0.80 (20.3)  0.60 (15.2)  com/nc*  0.90 (22.9)  2.00 (50.8) 0.20 (5.0) min. h * nc (no connection) on single output models pin size: 0.04 inch (1.0 mm) dia. all dimensions in inches (mm) h:  0.47 (12.0) trumpower dc/dc converters t
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