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		  Datasheet File OCR Text:


		  | | | | | | | | | | | | | | |  act series applications: features: 20.4 x 12.9 x 5.3mm pb  rohs  compliant  ttl output full size dip 5.0v crystal clock oscillator abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   esperanza, ran c ho santa mar g arita, califo r nia    9268 8  tel 949-546-8000    |   fax 949-546-800 1  | ww w .abracon.co m  standard specifications: ? hermetically sealed metal package  ? ttl output ? case ground for emi protection  ? tri-state enable/disable options ? provide clock signals for microprocessors and digital circuits ? ttl output for low emi applications options & part identification: (left blank if standard) revised: 10.31.08 visit www.abracon.com for terms & conditions of sale  i 0c to +50 c s * 45/55%@1/4v t tape and reel e -20c to +70c * f= 2.2 vdc) or open: oscillation "0" (vil < 0.8v): hi z output disable/ enable time: 100 ns max. (for option "-a" only)    start-up-time:  10 to 35 ms max p arameters

 | | | | | | | | | | | | | | |  act series pb  rohs  compliant  abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   esperanza, ran c ho santa mar g arita, califo r nia    9268 8  tel 949-546-8000    |   fax 949-546-800 1  | ww w .abracon.co m  revised: 10.31.08 visit www.abracon.com for terms & conditions of sale  20.4 x 12.9 x 5.3mm ttl output full size dip 5.0v crystal clock oscillator outline dimensions pin 1 7 8 14 note: remomended using a approximately 0.01uf bypass capacitor between pin 7 and 14 nc or tristate enable/ disable  function gnd/case vdd output dimensions: inches (mm)
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