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		  apem www.apem.com d-23 d 7000 series rocker and paddle switches distinctive features and specifications agency approvals for vde, refer to 57000 series. a vailability : consult factory for details of approved models. marking : to order switches marked ul or csa, complete appropriate box of ordering format. materials ?case : diallylphthalate (dap) or  high temperature plastic material (ul94-v0) ?actuator : polyamide ?housing : stainless steel or steel  tin plated ?bracket : steel, tin plated ?contacts a : silver ad : silver, gold plated cd : brass, gold plated ?terminal seal : epoxy general specifications ?mechanical life : 100.000 cycles ?panel thickness : 1 (.039) to 2,5 mm(.098) ?operating temperature : -40? to +85? en 61058-1 electrical specifications ?current/voltage rating with resistive load : contact maximum minimum level * silver a 3a 250vac - 6a 125vac - 4a 30vdc 50ma 10vdc iii and iv silver, 3a 250vac - 6a 125 vac - 4a 30vdc 10ma 50mv i to iv gold plated ad gold plating withstands up to 100ma 30vdc. 10? 5v brass, 0,4 va at 20vac or dc 10ma 50mv i and ii gold plated cd 10? 5v ?for inductive, lamp or capacitive loads, consult factory.        * for details, see technical information, end of catalogue. ?initial contact resistance : 10 m ? ?insulation resistance : 1.000 m ? min. at 500vdc ?dielectric strength : 1.000 vrms 50 hz min. between terminals 1.500 vrms 50 hz min. between poles 1.500 vrms 50 hz min. between terminals and frame ?contact bounce : 2 ms max. ?electrical life : 50.000 cycles at full load ?    wide variety of actuators ?    many mounting styles for panel or pcb ?    vde, ul and csa approved

 d-24 apem  www.apem.com d 7000 series rocker and paddle switches overview 7 series te r minals-mounting 0 right angle terminals or straight pc  terminals with bracket 2 straight pc or quick-connect terminals,  4,7 (.185) terminal spacing, snap-in  mounting 4 straight pc terminals, 4 (.157) terminal  spacing, snap-in mounting 6 solder lug terminals, snap-in mounting 7 solder lug terminals, panel mounting 9 straight pc or quick-connect terminals,  4,7 (.185) terminal spacing, panel  mounting right angle terminals number of poles 3 single pole 4 double pole consult factory for three and four pole models. electrical functions 6 on - on 9 on off on 7 mom off mom 8 on off mom 2 on - mom 4 on on on on on mom  ? mom on mom  ? function 4 . must not have blank in "connections" box. .  ? must not have blank in "momentary" box. connections for function 4 th  (standard) ct  (reversed) . for functions 4, 41r, 42r . leave blank for all other functions. momentary for function 4 1r on on mom 2r mom on mom leave blank for other functions. te r minals blank solder lugs or straight pc depending  on model w right angle, horizontal mounting  (7900 switches) ww right angle, vertical mounting  (7000 switches) y    } y4  } bracket mounting y6  } (7000 switches) y7  } z quick-connect (7200 switches) mounting plate n mounting with small plate about this series on the following pages, you will find successively : - model structure of switches  - options in the same order as in above chart dimensions : first dimensions are in mm while inches are shown as bracketted numbers. notice : please note that not all combinations of above numbers are available. refer to the following pages for further information.

 apem www.apem.com d-25 d 7000 series rocker and paddle switches overview special options blank  no special requirement x653 ve r tical right angle with stand-off plate other, see following pages. actuators rockers u530 large u620 medium u730 small u830 medium u1010 large paddles u490 large u610 narrow u700 broad contact materials a silver ad silver, gold plated cd brass, gold plated sealing blank no sealing  b epoxy sealed  terminals approvals ul csa vde a vailability : consult factory for details of approved models. bezels - mounting accessories bezels for rocker u730 or paddle u700  u1200 u1210 for led accessories for panel mounting models  u543 spacer + nut + screw u1022 spacer + nut + screw +  washer packaging unit  : 25 pieces.

 d-26 apem  www.apem.com d 7000 series rocker and paddle switches snap-in mounting : 7600 - 7200 - 7400 straight pc terminals - spacing 4 (.157) : 7400 straight pc terminals - spacing 4,7 (.185) : 7200 solder lug terminals : 7600 ?solder lug or straight pc terminals ?epoxy sealing standard on models with straight pc terminals model structure iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7636 7646 on - on 7639 7649 on off on 7637 7647 mom off mom 7638 7648 on off mom 7632 7642 on - mom 7644* on on on 7644 1r* on on mom 7644 2r* mom on mom iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7236 b 7246 b on - on 7239 b 7249 b on off on 7237 b 7247 b mom off mom 7238 b 7248 b on off mom 7232 b 7242 b on - mom 7244 b* on on on 7244 1r b* on on mom 7244 2r b* mom on mom iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7436 b 7446 b on - on 7439 b 7449 b on off on 7437 b 7447 b mom off mom 7438 b 7448 b on off mom 7432 b 7442 b on - mom 7444 b* on on on 7444 1r b* on on mom 7444 2r b* mom on mom shown with rocker u730 and bezel u1200 * function 4 : sp in dp case - specify ct or th connections, see end of catalogue. 13 2 1.10 (.043) 4.00 5.30 (.157) (.208) (.070) (.043) (.145) (.074) 3.70 1.90 1.80 1.10 3.70 5.20 16.50 7.00 1.80 4.70 0.50 0.80 4.75 12.00 11.30 19.50 15.70 24? (.618) (.444) (.472) (.275) (.767) (.145) (.649) (.185) (.019) (.031) (.070) (.187) (.204) 2.50 maxi (.098 max) (.078) 2.00 1 23 ii iii i (.204) (.767) (.275) (.472) (.444) (.618) 24  15.70 19.50 11.30 12.00 7.00 5.20 1.10 (.043) (.187) 4.75 (.702) (.157) (.031) (.019) (.185) 0.50 4.70 0.80 2.00 (.078) (.098 max) 2.50 maxi 17.85 4.00 1 23 ii i iii (.185) (.063 dia) 1.60 4.70 4.70 1.60 (.063 dia) (.185) epoxy 0.80 0.50 (.019) (.031) (.157) (.702) 4.75 (.187) (.043) 1.10 2.00 5.20 7.00 12.00 11.30 19.50 15.70 24  (.618) (.444) (.472) (.275) (.767) (.078) (.204) (.157) 4.00 (.098 max) 17.85 4.00 2.50 maxi iii ii i 1 23 (.157) (.063 dia) 1.60 4.00 4.00 1.60 (.063 dia) (.157) epoxy

 apem www.apem.com d-27 d 7000 series rocker and paddle switches snap-in mounting : 7200z quick-connect terminals : 7200z model structure ?quick-connect terminals iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7236z 7246z on - on 7239z 7249z on off on 7237z 7247z mom off mom 7238z 7248z on off mom 7232z 7242z on - mom 7244z* on on on 7244z 1r* on on mom 7244z 2r* mom on mom * function 4 : sp in dp case - specify ct or th connections, see end of catalogue. p anel cut - out 7600 - 7200 - 7400 - 7200z with or without bezel u1200 with bezel u1210 shown with rocker u730 and bezel u1200 13 2 (.255) (.208) (.061) 6.50 5.30 1.57 (.590) (.590) (.519) (.492) (.492) (.314 dia) 15.00 15.00 8.00 13.20 12.50 12.50 (.061) 1.57 (.185) (.030) (.208) 5.30 4.70 0.78 4.75 (.187) 5.20 7.00 12.00 11.30 19.50 15.70 24? (.618) (.444) (.472) (.275) (.767) (.204) (.694) 2.50 maxi (.098 max) (.078) 2.00 17.65 epoxy 1 23 iii ii i

 d-28 apem  www.apem.com d 7000 series rocker and paddle switches panel mounting : 7700 - 7900 straight pc terminals : 7900 solder lug terminals : 7700 13 2 model structure ?large rocker or paddle  solder lug or straight pc terminals ?quick-connect terminals : on request ?epoxy sealing standard on models with straight pc terminals iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7736 7746 on - on 7739 7749 on off on 7737 7747 mom off mom 7738 7748 on off mom 7732 7742 on - mom 7744* on on on 7744 1r* on on mom 7744 2r* mom on mom iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7936 b 7946 b  on - on 7939 b 7949 b on off on 7937 b 7947 b mom off mom 7938 b 7948 b on off mom 7932 b 7942 b on - mom 7944 b* on on on 7944 1r b* on on mom 7944 2r b* mom on mom * function 4 : sp in dp case - specify ct or th connections, see end of catalogue. p anel cut - out 7700 - 7900 shown with rocker u530 1.10 (.043) 4.00 5.30 (.157) (.208) (.070) (.043) (.145) (.074) 3.70 1.90 1.80 1.10 15.50 35.00 27.50 2.70 (.106 dia) (.610) (1.377) (1.082) 26.60 0.40 15.10 10.70 35.00 4.75 12.00 15.00 (1.377) 24? (1.047) (.590) (.472) (.187) 4.70 0.50 0.80 13.20 1.80 7.00 (.185) (.500) (.275) (.031) (.019) (.070) (.015) (.594) (.421) (.433) (.145) 11.00 3.70 iii ii i 123 (.043) 1.10 1.10 (.043) 4.00 (.157) 0.50 (.019) 0.80 (.031) (.187) 4.75 (.421) (.594) (.015) (.275) 7.00 (.472) (.590) (1.047) 24  (1.377) 15.00 12.00 35.00 10.70 15.10 0.40 26.60 (.484) (.185) 4.70 (.519) 13.20 12.30 (.185) (.063 dia) 1.60 4.70 4.70 1.60 (.063 dia) (.185) (.187) 4.75 iii ii i 123 epoxy

 apem www.apem.com d-29 d 7000 series rocker and paddle switches panel mounting : 7700n - 7900n straight pc terminals : 7900n solder lug terminals : 7700n model structure ?small or medium rocker or paddle ?solder lug or straight pc terminals ?quick-connect terminals : on request ?epoxy sealing standard on models with straight pc terminals iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7736n 7746n on - on 7739n 7749n on off on 7737n 7747n mom off mom 7738n 7748n on off mom 7732n 7742n on - mom 7744n* on on on 7744n 1r* on on mom 7744n 2r* mom on mom iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7936n b 7946n b on - on 7939n b 7949n b on off on 7937n b 7947n b mom off mom 7938n b 7948n b on off mom 7932n b 7942n b on - mom 7944n b* on on on 7944n 1r b* on on mom 7944n 2r b* mom on mom p anel cut - out 7700n - 7900n with small rocker  u730 with medium rocker  u620 or small paddle  u700 or medium paddle  u610 * function 4 : sp in dp case - specify ct or th connections, see end of catalogue. shown with rocker u620 13 2 1.10 (.043) 4.00 5.30 (.157) (.208) (.070) (.043) (.145) (.074) 3.70 1.90 1.80 1.10 (.669) (.472) (.937) (.937) (.393) (.460) (.090 dia) (.090 dia) 17.00 2.30 23.80 2.30 23.80 12.00 11.70 10.00 4.75 12.00 (.472) (.187) 4.70 0.50 0.80 13.20 1.80 7.00 (.185) (.519) (.275) (.031) (.019) (.070) 9.30 (.366) 16.80 23.80 12.45 9.50 (.937) (.661) 24? (.490) (.374) 0.60 (.023) (.145) 3.70 iii ii i 123 (.387) 9.85 (.043) 1.10 1.10 (.043) 4.00 (.157) 0.50 (.019) 0.80 (.031) (.187) 4.75 (.275) 7.00 (.472) 12.00 (.185) 4.70 (.519) 13.20 (.023) (.374) (.490) (.366) 24  (.661) (.937) 0.60 9.50 12.45 23.80 9.30 16.80 (.185) (.063 dia) 1.60 4.70 4.70 1.60 (.063 dia) (.185) (.187) 4.75 iii ii i 123 (.440) 11.20 epoxy

 d-30 apem  www.apem.com d 7000 series rocker and paddle switches right angle terminals - horizontal : 7900w double pole single pole model structure iii ii i 2-3 1-2 7936w on - on 7939w on off on 7937w mom off mom 7938w on off mom 7932w on - mom iii ii i 2-3 1-2 5-6 4-5 7946w on - on 7949w on off on 7947w mom off mom 7948w on off mom 7942w on - mom 7944w* on on on 7944w 1r* on on mom 7944w 2r* mom on mom * function 4 : sp in dp case - specify ct or th connections, see end of caalogue. p anel cut - out with small rocker  u730 with medium rocker  u620 or small paddle  u700 or medium paddle  u610 with large rocker u1010 shown with rocker u620 13 2 10.00 17.00 (.393) (.669) 11.70 12.00 (.460) (.472) (.464) (1.074) 27.30 11.80 0.80 (.031) 12.70 5.00 (.500) (.196) 4.70 (.185) 12.70 (.500) 1.60 (.062 dia) (.098) (.185) (.299) 24? (.125) (.173) (.602) (.015) (.043) (.519) i ii iii 13.20 4.70 3.20 2.50 7.60 4.40 15.30 0.40 1.10 (.366) (.661) (.039) (.196) 9.30 16.80 1.00 5.00 1 3 (.196) (.326) 8.30 5.00 (.196) (.500) (.150) 5.00 12.70 3.81 ?.60 (.062 dia) 0.40 (.043) (.015) (.500) 12.70 1.10 3.81 (.150) (.145) (.472) 3.70 12.00 4.40 7.60 4.70 13.20 iii ii i (.519) (.173) 24  (.299) (.185) (.031) 0.80 (.366) (.039) (.196) (.661) 16.80 1.00 5.00 9.30 4  1 6  3 1 2 3 (.236) 6.00 4.70 (.185)

 apem www.apem.com d-31 d 7000 series rocker and paddle switches right angle terminals - vertical : 7000ww double pole single pole model structure iii ii i 2-3 1-2 7036ww on - on 7039ww on off on 7037ww mom off mom 7038ww** on off mom 7032ww** on - mom iii ii i 2-3 1-2 5-6 4-5 7046ww on - on 7049ww on off on 7047ww mom off mom 7048ww** on off mom 7042ww** on - mom 7044ww* on on on 7044ww 1r* on on mom 7044ww 2r* mom on mom * function 4 :sp in dp case - specify ct or th connections, see end of catalogue. ** functions 2 and 8 : reversed connection available. consult factory. p anel cut - out with small rocker  u730 with medium rocker  u830 with broad paddle  u700 shown with rocker u830 13 2 (.472) (.460) 12.00 11.70 (.669) (.393) 17.00 10.00 11.70 12.00 (.460) (.472) (.200) (.039) 5.08 1.00 ?.60 13.46 3.81 (.062 dia) (.529) (.150) 1 2 3 iii ii i 24  3.81 (.150) 0.80 (.301) (.043) 1.10 (.529) (.299) (.015) (.366) (.661) (.118) (.433) (.118) (.275) 3.00 (.519) 3.00 11.00 7.60 9.30 0.40 13.46 13.20 16.80 7.00 (.200) 5.08 1 23 (.529) (.433) 11.00 13.46 12.00 (.472) (.200) 5.08 4 5 6 1.00 (.039) 1 2 3 (.366) 9.30 (.661) 16.80 iii ii i 24  (.015) 0.40 (.118) (.299) 3.00 7.60 (.043) 1.10 4.75 (.187) (.062 dia) ?.60 (.519) 13.20 0.80 (.301) 1 23 (.150) 3.81 (.118) 3.00 4.75 (.187) (.150) (.200) 5.08 (.529) 13.46 3.81

 d-32 apem  www.apem.com d 7000 series rocker and paddle switches straight pc terminals - bracket mounting : 7000y short bracket - width 15,75 (.620) - double pole : 7040y short bracket - width 15,75 (.620) - single pole : 7030y model structure brackets reduce mechanical stress on solder joints and increase the resistance to vibrations. ?epoxy sealed terminals standard (b included in model structure) iii ii i 2-3 1-2 5-6 4-5 7036y b on - on 7039y b on off on 7037y b mom off mom 7038y b on off mom 7032y b on - mom iii ii i 2-3 1-2 5-6 4-5 7046y b on - on 7049y b on off on 7047y b mom off mom 7048y b on off mom 7042y b on - mom 7044y* b on on on 7044y 1r* b on on mom 7044y 2r* b mom on mom y - y6 y4 - y7 shown with rocker u620 * function 4 : sp in dp case - specify ct or th connections, see end of catalogue. 13 2 1.10 (.043) 4.00 5.30 (.157) (.208) (.043) 1.10 (.334) (.385) 9.80 8.50 (.275) 7.00 15.75 (.620) 3.18 (.125) (.185) 4.70 (.062 dia) 1.60 1 2 3 (.259) 24? iii 4.70 (.185) (.620) 15.75 6.00 15.60 (.236) (.614) 8.95 (.352) 4.10 13.00 (.161) (.511) 3.18 (.125) 9.30 (.366) epoxy 0.40 (.015) 6.60 ii i (.620) 15.75 (.125) 3.18 15.75 (.620) 4.75 4.70 (.185) (.187) iii     ii      i (.472) 12.00 (.062 dia) 1.60 3 2 1 (.511) (.185) (.614) (.236) (.352) (.125) (.322) (.366) 24? (.185) (.187) 13.00 4.70 15.60 6.00 8.95 8.20 3.18 4.70 4.75 9.30 epoxy 0.40 (.015)

 apem www.apem.com d-33 d 7000 series rocker and paddle switches straight pc terminals - bracket mounting : 7000y4 - y6 - y7 t all bracket - width 19,05 (.750) : 7000y7 short bracket - width 19,05 (.750) : 7000y6 t all bracket - width 15,75 (.620) : 7000y4 iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7036y7 b 7046y7 b on - on 7039y7 b 7049y7 b on off on 7037y7 b 7047y7 b mom off mom 7038y7 b 7048y7 b on off mom 7032y7 b 7042y7 b on - mom 7044y7* b on on on 7044y7 1r* b on on mom 7044y7 2r* b mom on mom * function 4 :sp in dp case - specify ct or th connections, see end of catalogue. p anel cut - out 7000y - y4 - y6 - y7 with small rocker  u730 with medium rocker  u620 or small paddle  u700 or medium paddle  u610 with large rocker u1010 iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7036y6 b 7046y6 b on - on 7039y6 b 7049y6 b on off on 7037y6 b 7047y6 b mom off mom 7038y6 b 7048y6 b on off mom 7032y6 b 7042y6 b on - mom 7044y6* b on on on 7044y6 1r* b on on mom 7044y6 2r* b mom on mom iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7036y4 b 7046y4 b on - on 7039y4 b 7049y4 b on off on 7037y4 b 7047y4 b mom off mom 7038y4 b 7048y4 b on off mom 7032y4 b 7042y4 b on - mom 7044y4* b on on on 7044y4 1r* b on on mom 7044y4 2r* b mom on mom 10.00 17.00 (.393) (.669) 11.70 12.00 (.460) (.472) 11.80 27.30 (1.074) (.464) 17.00 (.669) (.187) (.185) 4.70 4.75 4.70 (.185) (.165) 4.20 (.125) 3.18 (.620) 15.75 3.18 (.125) 15.75 (.620) (.062 dia) 1.60 1 2 3 24? iii     ii      i 8.95 (.352) 6.00 (.236) (.771) 3.18 8.20 (.322) (.125) 4.70 (.185) (.620) 15.75 4.75 (.187) 12.00 (.472) 9.30 (.366) epoxy 19.60 (.015) 0.40 (.511) (.185) (.472) (.250) (.250) (.250) (.187) (.185) 4.70 13.00 4.70 6.35 12.00 4.75 6.35 6.35 1 2 3 (.750) 19.05 19.05 (.750) 4.70 (.185) 1.60 (.062 dia) (.250) 6.35 24? iii 8.95 (.352) 6.00 15.60 (.236) (.614) epoxy 9.30 (.366) 4.70 (.185) (.750) 19.05 0.40 (.015) 8.20 (.322) ii i (.185) 4.70 (.750) 19.05 19.05 (.750) 6.35 6.35 4.75 19.05 6.35 4.70 (.185) (.187) (.250) (.250) (.750) (.250) (.669) (.165) 4.20 17.00 (.062 dia) 1.60 3 2 1 (.185) 4.70 iii     ii      i 24? (.352) 8.95 19.60 (.771) (.236) 6.00 (.472) 12.00 (.187) 4.75 (.366) 9.30 epoxy 0.40 (.015) 8.20 (.322)

 d-34 apem  www.apem.com d 7000 series rocker and paddle switches contact materials a silver ad silver, gold plated cd brass, gold plated sealing blank no sealing b epoxy sealed terminals special options blank no special requirement x653 ve r tical right angle with stand-off plate actuators for x653 : small rocker u730 and medium rocker u620, broad paddle u700 and narrow paddle u610. iii ii i 2-3 1-2 5-6 4-5 single pole double pole 7036ww x653 7046ww x653 on - on 7039ww x653 7049ww x653 on off on 7037ww x653 7047ww x653 mom off mom 7038ww x653 7048ww x653** on off mom 7032ww x653 7042ww x653** on - mom 7044ww x653* on on on 7044 1rww x653* on on mom 7044 2rww x653* mom on mom * function 4 : sp in dp case - specify ct or th connections, see end of catalogue. ** functions 2 and 8 : reversed connection available. consult factory. x601 silver plated brass contacts current voltage rating for an electrical life of 20.000 cycles : 0,2a 250vac - 0,4a 125vac - 0,5a 30vdc minimum quantity : 5.000 pieces per model and shipment. f tin dipped terminals for pc terminal models with gold plated contacts only. order with option b (epoxy sealing). shown with rocker u620 (.050) 4.75 (.187) (.472) 12.00 12.70 (.500) 3.81 0.50 (.150) (.019) (.043) (.259) (.366) 6.60 1.10 9.30 (.129) (.622) (.299) (.233) i ii iii 24? (.661) (.118) (.433) 3.00 11.00 (.200) (.150) (.500) (.062 dia) 3.81 12.70 1.60 (.200) 5.08 (.150) (.500) 3.81 12.70 5.08 (.200) 5.08 16.80 3.30 15.80 (.031) 0.80 7.60 5.93 1.27 123 9.20 (.362)

 apem www.apem.com d-35 d 7000 series rocker and paddle switches agency approvals all standard models a vailability : consult factory for details of approved combinations or options. marking  : to order switches marked ul or  csa, complete above box with desired approvals. blank : no agency approval required. actuators + u... for snap-in mounting models : 7600 - 7200 - 7400 - 7200z u730 u700 actuator  colours replace last "0" by number 1 blue 1/4 dark blue 2 black 3 green 4 grey 5 yellow 6 red 7 ivory 7/1 white 9 orange small rocker broad paddle for 7700 and 7900 models u490 u530 large paddle large rocker refer to  57000 series on the following pages. ul - csa vde - ul - csa (.460) (.279) (.356) (.354) (.444) (.311) 11.30 9.05 11.70 7.10 9.00 7.90 (.098) (.440) (.649) (.724) (.226 r.) 2.50 11.20 18.40 16.50 r:5.75 (.211) 5.37 (1.251) (.551) (.590) (.196) (1.173) (.905) (.098) 14.00 15.00 2.50 5.00 31.80 29.80 23.00 (1.047) (.366) (.393) (.887) (.590) (.476) 22.55 15.00 26.60 10.00 12.10 9.30 for 7700n - 7900n - 7900w - 7000wwx653 and 7000y models u610 u730 u1010 u620 u700 large rocker for 7900w, available on dp only. narrow paddle medium rocker broad paddle small rocker (.083) (.740) (.374) (.814) (.331 r.) 9.50 2.13 20.70 18.80 r:8.43 (.155) 3.96 (.661) (.531) (.299) (.309) (.366) 9.30 13.50 16.80 7.60 7.87 (.374) 9.50 (.098) (.440) (.649) (.724) (.226 r.) 2.50 11.20 18.40 16.50 r:5.75 (.211) 5.37 (.460) (.279) (.356) (.354) (.444) (.311) 11.30 9.05 11.70 7.10 9.00 7.90 (.889) (.444) (.374) (.448) (1.055) 11.30 22.60 26.80 9.50 11.40

 d-36 apem  www.apem.com d 7000 series rocker and paddle switches standard panel mounting panel thickness with bezel 1 to 2,5 mm (.039 to .098) u730 +  u1200 u700 + u1210 (.204) (.125) 3.20 5.20 for 7000ww models u700 u730 u830 actuator colours replace last "0" by number 1 blue 1/4 dark blue 2 black 3 green 4 grey 5 yellow 6 red 7 ivory 7/1 white 9 orange broad paddle small rocker medium rocker (.098) (.440) (.649) (.724) (.226 r.) 2.50 11.20 18.40 16.50 r:5.75 (.211) 5.37 (.460) (.279) (.356) (.354) (.444) (.311) 11.30 9.05 11.70 7.10 9.00 7.90 (.531) (.661) (.273) (.366) (.299) (.374) 13.50 16.80 9.30 9.50 7.60 6.95 actuators (continued) bezels -  mounting accessories + u... bezels for paddle u700 and rocker u730 u1200 u1210 bezel colours replace last "0" by number 1 blue 1/4 dark blue 2 black 3 green 4 grey 5 yellow 6 red 7 ivory 7/1 white 9 orange (.618) (.476) (.476) (.767) (.078) 12.10 19.50 2.00 12.10 15.70 15.70 12.10 (.476) (.618) (.476) (.078) (.196) (1.102) (.519) (.196 dia) (.279 dia) 13.20 5.00 28.00 2.00 5.00 12.10 7.10 for led  5 (.196) - not supplied (.574) (.496) 12.60 14.60 mounting accessories u543  - spacers, screws and nuts u1022  - spacers, screws, nut and washers for rocker u530 or paddle u490 for rockers u620 or u730 for paddles u610 or u700 m2.5x0.45 6.00 (.098 dia x0.45 is) (.236) (.425) 10.80 12.00 (.472) 6.00 (.236) (.078 dia x0.4 is) m2x0.40 si
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