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		  Datasheet File OCR Text:


		  67 capacitance (pf) qt emperature part max. min. value 1?.1 coefficient number value (mhz) (ppm/?) -0%+100% standard a type 03a 3 2.0  >150 np0?00 ctz2 05a 5 3.0  >150 np0?00 s/e 10a 10 3.0  >150 np0?00 20c 20 5.5  >150 n750?00 03a 3 1.0 1.5 >300 np0?00 05a 5 1.5 2.0 >300 np0?00 10a 10 2.5 4.0 >300 np0?00 ctz3 10b 10 1.5 2.0 >300 n400?00 s/e 20c 20 4.5 7.5 >300 n750?00 30c 30 4.5  >300 n750?00 40c 40 4.5  >300 n750?00 50c 50 4.5  >200 n750?00 t rimmer capacitors ctz2, ctz3 series specifications lead specification f = lead forming type (ctz3 type) pin head type p = plus slot t aping quantity (unit = pcs) 1 = 1,000 2 = 2,000 5 = 5,000 packaging b = bulk w = w direction taping refer to pg. 61 x = x direction taping refer to pg. 61 t emperature coefficient (ppm/?) a = np0?00 b = n400?00 c = n750?00 maximum capacitance 03 = 3pf 20 = 20pf 50 = 50pf 05 = 5pf 30 = 30pf 10 = 10pf 40 = 40pf t ype s = reflow non-washable type e = reflow washable type series ctz2 = 3.0mmx2.5mmx1.3mm max. ctz3 = 4.5mmx3.2mmx1.8mm max. *no code for standard parts how to order ctz3 s - 05 a - w 1 - p f features ?smd small & thin package ?wide capacitance range ?ctz3s-a series-small setting drift ?washable and non-washable types available ?plus slot(+) suitable for auto-adjustment  (minus slot is also available) applications ?av equipment ?cellular phone ?cordless phone ?pager ?tcxo ?keyless entry *standard specification = rated voltage (vdc) 25 t emperature range (?) -40 to +85 insulation resistance (m ? ) > 10 4 to r que (g-cm) 10 to 150

 68 t rimmer capacitors ctz2, ctz3 series 1.3 (0.051)max 2.5 (0.098) 3.2 (0.126) 0.7 (0.028) 0.7 (0.028) mm (inches) mm (inches) ctz2  1.8 (0.071)max 3.2 (0.126) 4.5 (0.177) 0.6 (0.024) 0.78 (0.031) 0.5 (0.020) 0.5 (0.020) mm (inches) mm (inches) ctz3 dimensions series 0.9 (0.035) 1.0 (0.039) 1.0 (0.039) 1.9 (0.075) 1.5 (0.059) 1.2 (0.047) 1.2 (0.047) 2.9 (0.114) recommended land pattern

 69 carrier tape millimeters (inches) t ape loading t rimmer capacitors ctz2, ctz3 series t ape and reel millimeters (inches) abcdew 1 w 2 ctz2 series  (2,000 pcs) 180 mmn 60.0 mmn 13.0?.20 21.0?.80 2.00?.50 13.0?.30 15.4?.00 ctz3 series  (1,000 pcs) (7.087 mmm ) (2.362  mmm ) (0.512?.008) (0.827?.031) (0.079?.020) (0.512?.012) (0.606?.039) ctz3 series  (5,000 pcs) 420?.00 80.0?.00 13.0?.50 21.0?.00 2.00?.50 14.0?.00 16.0?.50 (16.535?.079) (3.150?.079) (0.512?.020) (0.827?.039) (0.079?.020) (0.551?.079) (0.630?.098) +0.000 -0.118 +0.00 -3.00 +0.000 -0.118 +1.00 -0.00 ctz2 series ctz3 series code standard reverse standard reverse a 2.70?.10 2.90?.10 3.35?.10 3.60?.10 (0.106?.004) (0.114?.004) (0.132?.004) (0.142?.004) b 3.20?.10 4.90?.10 4.60 ?.10 7.2?.10 (0.126?.004) (0.193?.004) (0.181 ?.00 ) (0.283?.004) w 12.0?.30 12.0?.30 12.0?.30 12.0?.30 (0.472?.012) (0.472?.012) (0.472?.012) (0.472?.012) f 5.50?.05 5.50?.05 5.50?.05 5.50?.05 (0.217?.002) (0.217?.002) (0.217?.002) (0.217?.002) e 1.75?.10 1.75?.10 1.75?.10 1.75?.10 (0.069?.004) (0.069?.004) (0.069?.004) (0.069?.004) p0 4.00?.10 4.00?.10 4.00?.10 4.00?.10 (0.157?.004) (0.157?.004) (0.157?.004) (0.157?.004) p1 4.00?.10 4.00?.10 8.00?.10 8.00?.10 (0.157?.004) (0.157?.004) (0.315?.004) (0.315?.004) p2 2.00?.05 2.00?.05 2.00?.05 2.00?.05 (0.079?.002) ( 0.079?.002) ( 0.079?.002) ( 0.079?.002) ?0 1.50 ?.10 1.50 ?.10 1.50 ?.10 1.50 ?.10 (0.059 ?004 ) (0.059 0.004 ) (0.059 ?.00 ) (0.059 ?.00 ) t1 0.30?.10 0.30?.10 0.30?.10 0.30?.10 (0.012?.004) (0.012?.004) (0.012?.004) (0.012?.004) t2 2.00?.10 1.50 ?.10 2.50?.10 2.20?.10 (0.079?.004) (0.059 ?.00 ) (0.098?.004) (0.087?.004) t3 1.30 ?.15 0.80 ?.004 2.00?.10 1.00?.10 (0.051 0.004 ) (0.031 0.04   ) (0.079?.004) (0.039?.004) t4 0.30?.10  0.30?.05  (0.012?.004) (0.012?.002) c 2.06?.10 2.50?.10 2.70?.10 2.00?.10 (0.081?.004) (0.098?.004) (0.106?.004) (0.079?.004) +0.004 -0.000 +0.10 -0.00 +0.006 -0.000 +0.15 -0.00 +0.004 -0.000 +0.10 -0.00 +0.008 -0.000 +0.20 -0.00 +0.004 -0.000 +0.10 -0.00 +0.004 -0.000 +0.10 -0.00 +0.004 -0.000 +0.10 -0.00 +0.008 -0.000 +0.20 -0.00 w direction ?standard x direction ?option

 70 t rimmer capacitors ctz2, ctz3 series ctz2-03a-pf ctz2-10a-pf ctz2-20c-pf  ctz3-03a-pf ctz3-10a-pf ctz3-20c-pf  frequency characteristics
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