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		  Datasheet File OCR Text:


		  iqxo-70, -71 issue 7; 13 september 1999 delivery options  common frequencies are available from stock please see p181 for details output compatibility  tri-state hcmos/ttl (5.0v)(iqxo-70)  tri-state hcmos (3.3v) (iqxo-71) package outline  smd (surface mount device) ceramic package. avail - able over C10 to 70c (iqxo-70, -71) or C40 to 85c (iqxo-70i, -71i) standard frequencies  1.84320mhz, 2.0mhz, 2.0480mhz, 3.68640mhz, 4.0mhz, 5.0mhz, 8.0mhz, 10.0mhz, 12.0mhz, 12.2880mhz, 14.318180mhz, 16.0mhz, 16.3840mhz, 20.0mhz, 24.0mhz, 25.0mhz, 29.49120mhz, 30.0mhz, 32.0mhz, 32.7680mhz, 33.86880mhz, 36.8640mhz, 40.0mhz, 44.23680mhz, 48.0mhz, 50.0mhz, 53.1250mhz, 64.0mhz, 66.6660mhz, 70.0mhz, 80.0mhz, 100.0mhz, 106.250mhz, 125.0mhz standard frequency stabilities  25ppm,  not available over C40 to 85oc  50ppm, 100ppm (inclusive of supply voltage & output load variations over the operating temperature range) operating temperature range  C10 to 70c (iqxo-70, -71)  C40 to 85c (iqxo-70i, -71i) storage temperature range  C55 to 125c tri-state operation  logic 1 to pad 1 enables oscillator output, 2.2v min  logic 0 to pad 1 disables oscillator output; when dis - abled the oscillator output goes to the high impedance state, 0.8v max  no connection to pad 1 enables oscillator output marking  model number (+ operating temperature code; if applicable)  frequency stability code  frequency minimum order information required  frequency + model number + operating tempera - ture code (if applicable) + frequency stability europe tel: +44 (0)1460 74433 fax: +44 (0)1460 72578 188 americas tel: +1 919 941 0430 fax: +1 919 941 0530 	
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 electrical specification C maximum limiting values when measured in test circuit frequency range frequency stability supply voltage supply current rise time (t r ) fall time (t f ) duty cycle model number 1.544 to 25.0mhz 25ppm, 50ppm, 100ppm 5.0v0.5v 25ma 5ns 5ns 45/55% iqxo-70, -70i 3.3v0.3v 10ma 6ns 6ns 45/55% iqxo-71, -71i > 25.0 to 32.0mhz 25ppm, 50ppm, 100ppm 5.0v0.5v 40ma 5ns 5ns 45/55% iqxo-70, -70i 3.3v0.3v 10ma 6ns 6ns 45/55% iqxo-71, -71i > 32.0 to 50.0mhz 25ppm, 50ppm, 100ppm 5.0v0.5v 40ma 5ns 5ns 45/55% iqxo-70, -70i 3.3v0.3v 15ma 6ns 6ns 45/55% iqxo-71, -71i > 50.0 to 67.0mhz 50ppm, 100ppm 5.0v0.5v 60ma 5ns 5ns 45/55% iqxo-70, -70i 3.3v0.3v 18ma 6ns 6ns 40/60% iqxo-71, -71i > 67.0 to 80.0mhz 50ppm, 100ppm 5.0v0.5v 73ma 5ns 5ns 45/55% iqxo-70, -70i 3.3v0.3v 30ma 6ns 6ns 40/60% iqxo-71, -71i > 80.0 to 125.0mhz 100ppm 5.0v0.5v CCCCiqxo-70, -70i 3.3v0.3v 30ma 6ns 6ns 40/60% iqxo-71, -71i ordering example 24.0mhz iqxo-71i c frequency model no operating temperature code: i= C40 to 85c not applicable for C10 to 70c frequency stability : a = 25ppm (not available over C40 to 85c) ; b = 50ppm ; c = 100ppm europe tel: +44 (0)1460 74433 fax: +44 (0)1460 72578 189 americas tel: +1 919 941 0430 fax: +1 919 941 0530 !$#" 
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