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		  Datasheet File OCR Text:


		  choke coils design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and /or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. [dimensions in mm] (not to scale) elc06d2r2e elc06d2r7e elc06d3r3e elc06d3r9e elc06d4r7e elc06d5r6e elc06d6r8e elc06d8r2e elc06d100e elc06d120e elc06d150e elc06d180e elc06d220e elc06d270e elc06d330e elc06d390e elc06d470e elc06d560e elc06d680e elc06d820e elc06d101e elc06d121e elc06d151e elc06d181e elc06d221e elc06d271e elc06d331e elc06d391e elc06d471e elc06d561e elc06d681e elc06d821e elc06d102e elc06d122e elc06d152e elc06d182e elc06d222e elc06d272e elc06d332e elc06d392e elc06d472e elc06d562e 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 120.0 150.0 180.0 220.0 270.0 330.0 390.0 470.0 560.0 680.0 820.0 1000.0 1200.0 1500.0 1800.0 2200.0 2700.0 3300.0 3900.0 4700.0 5600.0 ** 0.026 ** 0.028 ** 0.027 ** 0.030 ** 0.033 ** 0.035 0.041 0.048 0.052 0.054 0.059 0.065 0.076 0.083 0.100 0.105 0.120 0.140 0.150 0.210 0.230 0.260 0.370 0.420 0.550 0.650 0.740 0.950 1.080 1.220 1.590 1.760 2.490 2.760 3.240 4.560 5.180 6.080 8.800 9.470 10.900 12.300 3.400 3.200 3.000 2.800 2.600 2.400 2.000 1.800 1.700 1.650 1.500 1.250 1.200 0.950 0.900 0.850 0.800 0.750 0.700 0.550 0.500 0.490 0.450 0.400 0.360 0.350 0.300 0.270 0.240 0.220 0.210 0.180 0.160 0.150 0.130 0.120 0.110 0.100 0.100 0.080 0.075 0.070 [at 20 ?c] ** (tol.30 %)   (tol.20 %) * idc. [at 20 ?c] (a)max. test freq. (khz) 10 tolerance (%) 20 10 inductance (h) part no. n  examples type 06d f  6.7 max. 10.0 max. 4.01.2 3.0  0.5 f  0.65 3.0  0.1 2- f 1.00  0.05 recommended pwb piercing plan connection schematic s f rdc.( w ) *  allowable dc current:smaller current value either when the inductance is -10 % or when the case temperature has risen 45 degrees celsius rev.02/04

 choke coils design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and /or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. [at 20 ?c] (tol.20 %) test freq. (khz) tolerance (%) inductance (h) part no. n  examples type 09d elc09d2r2 1 f 2.2 0.012 3.50 elc09d2r7 1 f 2.7 0.013 3.30 elc09d3r3 1 f 3.3 0.015 3.20 elc09d3r9 1 f 3.9 0.016 3.10 elc09d4r7 1 f 4.7 0.018 3.00 elc09d5r6 1 f 5.6  20 0.019 2.90 elc09d6r8 1 f 6.8 0.021 2.80 elc09d8r2 1 f 8.2 0.024 2.60 elc09d100 1 f 10.0 0.027 2.50 elc09d120 1 f 12.0 0.031 2.30 elc09d150 1 f 15.0 0.035 2.10 elc09d180 1 f 18.0 0.038 2.00 elc09d220 1 f 22.0 0.051 1.80 elc09d270 1 f 27.0 0.058 1.60 elc09d330 1 f 33.0 0.081 1.40 elc09d390 1 f 39.0 0.087 1.30 elc09d470 1 f 47.0 0.110 1.20 elc09d560 1 f 56.0 0.130 1.10 elc09d680 1 f 68.0 0.140 1.00 elc09d820 1 f 82.0 0.160 0.90 elc09d101 1 f 100.0 0.200 0.82 elc09d121 1 f 120.0 0.250 0.77 elc09d151 1 f 150.0 10 0.320 0.74 elc09d181 1 f 180.0 0.360 0.61 elc09d221 1 f 220.0 0.410 0.58 elc09d271 1 f 270.0 0.500 0.52 elc09d331 1 f 330.0 0.650 0.49 elc09d391 1 f 390.0 0.860 0.46 elc09d471 1 f 470.0 1 0 0.980 0.39 elc09d561 1 f 560.0 1.100 0.36 elc09d681 1 f 680.0 1.400 0.34 elc09d821 1 f 820.0 1.600 0.30 elc09d102 1 f 1000.0 2.100 0.28 elc09d122 1 f 1200.0 2.400 0.23 elc09d152 1 f 1500.0 2.800 0.21 elc09d182 1 f 1800.0 3.800 0.19 elc09d222 1 f 2200.0 4.400 0.17 elc09d272 1 f 2700.0 6.100 0.16 elc09d332 1 f 3300.0 7.000 0.14 elc09d392 1 f 3900.0 8.000 0.13 elc09d472 1 f 4700.0 11.200 0.12 elc09d562 1 f 5600.0 12.600 0.11 elc09d682 1 f 6800.0 14.400 0.10 elc09d822 1 f 8200.0 16.600 0.09 elc09d103 1 f 10000.0 18.800 0.08 [dimensions in mm] (not to scale) f 9.5 max. 8.9 max. 4.01.0 5.0  0.5 2e f 0.6 recommended pwb piercing plan connection schematic 5.0  0.1 2e f 1.00  0.05 * idc. [at 20 ?c] (a)max. s f *  allowable dc current:smaller current value either when the inductance is -10 % or when the case temperature has risen 45 degrees celsius rdc.( w )

 choke coils design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and /or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. elc10d2r2e elc10d2r7e elc10d3r3e elc10d3r9e elc10d4r7e elc10d5r6e elc10d6r8e elc10d8r2e elc10d100e elc10d120e elc10d150e elc10d180e elc10d220e elc10d270e elc10d330e elc10d390e elc10d470e elc10d560e elc10d680e elc10d820e elc10d101e elc10d121e elc10d151e elc10d181e elc10d221e elc10d271e elc10d331e elc10d391e elc10d471e elc10d561e elc10d681e elc10d821e elc10d102e elc10d122e elc10d152e elc10d182e elc10d222e elc10d272e elc10d332e elc10d392e 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 120.0 150.0 180.0 220.0 270.0 330.0 390.0 470.0 560.0 680.0 820.0 1000.0 1200.0 1500.0 1800.0 2200.0 2700.0 3300.0 3900.0 0.014 0.015 0.016 0.018 0.019 0.021 0.022 0.024 0.026 0.028 0.033 0.036 0.040 0.044 0.051 0.054 0.060 0.067 0.075 0.095 0.110 0.120 0.160 0.180 0.210 0.280 0.320 0.400 0.450 0.560 0.660 0.800 1.000 1.200 1.500 1.800 2.100 2.700 3.200 3.500 5.90 5.50 5.20 4.80 4.60 4.30 4.20 4.00 3.90 3.80 3.50 3.40 3.20 3.00 2.80 2.70 2.50 2.30 2.10 1.80 1.70 1.60 1.40 1.30 1.10 1.00 0.90 0.80 0.70 0.68 0.64 0.55 0.50 0.45 0.42 0.40 0.36 0.32 0.28 0.26 [at 20?c] (tol.20 %) test freq. (khz) 10 tolerance (%) 20 10 inductance (h) part no. n  examples type 10d f  10.0  0.5 13.0 max. 5.0  0.5 f  0.8 4.0 e1.0 +1.5 15.0 max. 2e f  1.20  0.05 5.0  0.1 * idc. [at 20?c] (a)max. s f [dimensions in mm] (not to scale) recommended pwb piercing plan connection schematic rdc.(w ) *  allowable dc current:smaller current value either when the inductance is -10 % or when the case temperature has risen 45 degrees celsius

 choke coils design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and /or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. elc16b3r3l elc16b3r9l elc16b4r7l elc16b5r6l elc16b6r8l elc16b8r2l elc16b100l elc16b120l elc16b150l elc16b180l ELC16B220L elc16b270l elc16b330l elc16b390l elc16b470l elc16b560l elc16b680l elc16b820l elc16b101l elc16b121l elc16b151l elc16b181l elc16b221l elc16b271l elc16b331l elc16b391l elc16b471l elc16b561l elc16b681l elc16b821l elc16b102l elc16b122l elc16b152l elc16b182l elc16b222l elc16b272l elc16b332l elc16b392l elc16b472l elc16b562l elc16b682l elc16b822l elc16b103l elc16b123l 3.3 3.9 4.7 5.6 6.8 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 120.0 150.0 180.0 220.0 270.0 330.0 390.0 470.0 560.0 680.0 820.0 1000.0 1200.0 1500.0 1800.0 2200.0 2700.0 3300.0 3900.0 4700.0 5600.0 6800.0 8200.0 10000.0 12000.0 ** 0.012 ** 0.013 ** 0.015 ** 0.016 0.018 0.019 0.022 0.023 0.026 0.028 0.031 0.034 0.039 0.042 0.045 0.051 0.057 0.064 0.072 0.080 0.103 0.115 0.130 0.170 0.200 0.250 0.280 0.380 0.430 0.580 0.660 0.740 0.870 1.220 1.380 1.570 2.000 2.400 3.300 3.700 4.200 5.600 6.400 7.300 8.50 8.00 7.80 7.40 6.70 6.10 5.60 5.50 5.40 5.10 4.60 4.30 4.00 3.90 3.80 3.40 3.20 3.00 2.60 2.50 2.20 2.10 1.90 1.60 1.50 1.30 1.20 1.10 1.00 0.88 0.85 0.82 0.74 0.60 0.57 0.54 0.47 0.42 0.36 0.34 0.32 0.28 0.26 0.24 [at 20?c] ** (tol.30 %)    (tol.20 %) test freq. (khz) 10 tolerance (%) 25 20 10 inductance (h) n  examples type 16b part no. 7.5  0.5 f  1.0 4.50.5 23.0 max. f  13.0  0.5 16.0 max. 2e f  1.50  0.05 7.5  0.1 * idc. [at 20?c] (a)max. s f [dimensions in mm] (not to scale) recommended pwb piercing plan connection schematic rdc.( w ) *  allowable dc current:smaller current value either when the inductance is -10 % or when the case temperature has risen 45 degrees celsius

 choke coils design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and /or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. elc18b3r3l elc18b3r9l elc18b4r7l elc18b5r6l elc18b6r8l elc18b8r2l elc18b100l elc18b120l elc18b150l elc18b180l elc18b220l elc18b270l elc18b330l elc18b390l elc18b470l elc18b560l elc18b680l elc18b820l elc18b101l elc18b121l elc18b151l elc18b181l elc18b221l elc18b271l elc18b331l elc18b391l elc18b471l elc18b561l elc18b681l elc18b821l elc18b102l elc18b122l elc18b152l elc18b182l elc18b222l elc18b272l elc18b332l elc18b392l elc18b472l elc18b562l elc18b682l elc18b822l elc18b103l 3.3 3.9 4.7 5.6 6.8 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 120.0 150.0 180.0 220.0 270.0 330.0 390.0 470.0 560.0 680.0 820.0 1000.0 1200.0 1500.0 1800.0 2200.0 2700.0 3300.0 3900.0 4700.0 5600.0 6800.0 8200.0 10000.0 0.010 0.011 0.012 0.013 0.015 0.016 0.017 0.018 0.021 0.022 0.025 0.028 0.033 0.037 0.040 0.046 0.051 0.057 0.065 0.072 0.082 0.090 0.110 0.130 0.150 0.210 0.230 0.260 0.340 0.390 0.440 0.580 0.650 0.880 1.200 1.400 1.500 1.700 2.200 2.800 3.100 3.900 8.50 8.00 7.80 6.80 6.60 6.50 6.00 5.90 5.60 5.40 4.80 4.60 4.40 4.30 4.20 4.00 3.70 3.20 3.00 2.70 2.60 2.40 2.20 1.90 1.80 1.60 1.50 1.40 1.30 1.10 1.00 0.85 0.84 0.75 0.68 0.60 0.57 0.55 0.46 0.45 0.41 0.36 [at 20?c] (tol.20 %) test freq. (khz) 10 tolerance (%) 20 10 inductance (h) part no. n  examples type 18b f18.0 max. f  16.0 max. 20.0 max. 5.01 27.0 max. f  1.0 7.5  0.5 7.5  0.1 2e f  1.50  0.05 * idc. [at 20?c] (a)max. s f [dimensions in mm] (not to scale) recommended pwb piercing plan connection schematic 0.030 7.40 rdc.(w ) *  allowable dc current:smaller current value either when the inductance is -10 % or when the case temperature has risen 45 degrees celsius

 choke coils design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and /or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. tape running direction marking f 9.5 max. f 4.0 0.6 1.3 max. 1.3 max. 2.0 max. 2.0 max. 12.7 12.7 5.0  1.0 3.85 5.0 8.9 max. 9.0 18.0 5.0 min. 3.0 max. 11.0 max. 1.0 max. 18.0 500 pcs./reel n  tape dimensions in mm for type 09d (not to scale)
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