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		  Datasheet File OCR Text:


		  25 radial leads/ceralam ? 1.14 (.045) max. w w l l t t l.d. l.d. l.s. l.s. 31.7 (1.25) min. 31.7 (1.25) min. style mr05 styles mr04, mr06, mr07, mr08 dimensions: millimeters (inches) general information marking packaging requirements how to order mr05 avx style mr04 mr05 mr06 mr07 mr08 1 voltage 5 = 50v 1 = 100v 2 = 200v a dielectric a = c0g (np0) c = x7r e = z5u 561 capacitance first two digits are the significant figures of capacitance. third digit indicates the additional number  of zeros. for example, order 100,000 pf as 104. (for values below 10pf use ?r? in place of decimal point, e.g., 1r4 = 1.4pf.) j capacitance tolerance c0g (np0): d = .5pf (>10pf only) f = 1%  (>50pf only) g = 2%  (>25pf only) j = 5% k = 10% x7r: j = 5% k = 10% m = 20% z5u: m = 20% z = +80%  -20% a failure rate a = not applicable t = cecc a leads a = standard solderable (snpb) t 1 = trimmed leads .230"  .030" avx mr series molded radial leaded mlc temperature coefficients: c0g (np0), x7r, z5u 50, 100, 200 volts case material: molded epoxy lead material: solderable marking is as size permits. (for code identification, see how to order section.) ? avx ? capacitance tolerance ? voltage rating ? temperature coefficient ? date code ? lot code bulk packaging:  1000 pcs. per sealed package except mr07/mr08 (300 pcs.). tape and reel:  available on mr04, mr05, and mr06 only (2500 pcs./reel). ammo packaging:  available on special request. 1 trimmed lead length for the mr05 style will be measured from the bend in the lead (seating plane).

 26 radial leads/ceralam ? c0g (np0) dimensions: millimeters (inches) * length, width and thickness dimensions are .254 mm (.010"). lead diameter is .05 mm (.002"). lead spacing is .381 mm (.01 5"). = industry preferred values avx style mr04 mr05 mr06 mr07 mr08 length* 4.83 (.190") 4.83 (.190") 7.36 (.290") 12.44 (.490") 12.44 (.490") width* 4.83 (.190") 4.83 (.190") 7.36 (.290") 12.44 (.490") 12.44 (.490") thickness* 2.28 (.090") 2.28 (.090") 2.28 (.090") 3.55 (.140") 6.09 (.240") lead spacing* 2.54 (.100") 5.08 (.200") 5.08 (.200") 10.16 (.400") 10.16 (.400")  lead diameter* .635 (.025") .635 (.025") .635 (.025") .635 (.025") .635 (.025") cap. in typical avx wvdc wvdc wvdc wvdc wvdc pf part nos. 1.0 mr ----- 5a1r0daa to 9.1 mr ----- 5a9r1daa 10 mr ----- 5a100kaa 12 mr ----- 5a120kaa 15 mr ----- 5a150kaa 18 mr ----- 5a180kaa 22 mr ----- 5a220kaa 27 mr ----- 5a270kaa 33 mr-----5a330kaa 39 mr-----5a390kaa 47 mr-----5a470kaa 56 mr ----- 5a560kaa 68 mr ----- 5a680kaa 82 mr ----- 5a820kaa 100 mr ----- 5a101kaa 120 mr ----- 5a121kaa 150 mr ----- 5a151kaa 180 mr ----- 5a181kaa 220 mr ----- 5a221kaa 270 mr ----- 5a271kaa 330 mr ----- 5a331kaa 390 mr ----- 5a391kaa 470 mr ----- 5a471kaa 560 mr ----- 5a561kaa 680 mr ----- 5a681kaa 820 mr ----- 5a821kaa 1000 mr ----- 5a102kaa 1200 mr ----- 5a122kaa 1500 mr ----- 5a152kaa 1800 mr ----- 5a182kaa 2200 mr ----- 5a222kaa 2700 mr ----- 5a272kaa 3300 mr ----- 5a332kaa 3900 mr ----- 5a392kaa 4700 mr ----- 5a472kaa 5600 mr ----- 5a562kaa 6800 mr ----- 5a682kaa 8200 mr ----- 5a822kaa 10,000 mr ----- 5a103kaa 12,000 mr ----- 5a123kaa 15,000 mr ----- 5a153kaa 18,000 mr ----- 5a183kaa 22,000 mr ----- 5a223kaa 27,000 mr ----- 5a273kaa 33,000 mr ----- 5a333kaa 39,000 mr ----- 5a393kaa 47,000 mr ----- 5a473kaa 56,000 mr ----- 5a563kaa 68,000 mr ----- 5a683kaa 82,000 mr ----- 5a823kaa 100,000 mr ----- 5a104kaa 120,000 mr ----- 5a124kaa 150,000 mr ----- 5a154kaa for trimmed leads see ?how to order?. for other tolerances see ?how to order?. for other voltages see ?how to order?. 200 100 50 200 100 50 200 100 50 200 100 50 200 100 50 size and capacitance specifications

 27 radial leads/ceralam ? x7r dimensions: millimeters (inches) * length, width and thickness dimensions are .254 mm (.010"). lead diameter is .05 mm (.002"). lead spacing is .381 mm (.01 5"). = industry preferred values for trimmed leads see ?how to order?. for other tolerances see ?how to order?. for other voltages see ?how to order?. avx style mr04 mr05 mr06 mr07 mr08 length* 4.83 (.190") 4.83 (.190") 7.36 (.290") 12.44 (.490") 12.44 (.490") width* 4.83 (.190") 4.83 (.190") 7.36 (.290") 12.44 (.490") 12.44 (.490") thickness* 2.28 (.090") 2.28 (.090") 2.28 (.090") 3.55 (.140") 6.09 (.240") lead spacing* 2.54 (.100") 5.08 (.200") 5.08 (.200") 10.16 (.400") 10.16 (.400")  lead diameter* .635 (.025") .635 (.025") .635 (.025") .635 (.025") .635 (.025") cap. in typical avx wvdc wvdc wvdc wvdc wvdc pf part nos. 100 mr ----- 5c101kaa 120 mr ----- 5c121kaa 150 mr ----- 5c151kaa 180 mr ----- 5c181kaa 220 mr ----- 5c221kaa 270 mr ----- 5c271kaa 330 mr ----- 5c331kaa 390 mr ----- 5c391kaa 470 mr ----- 5c471kaa 560 mr-----5c561kaa 680 mr-----5c681kaa 820 mr-----5c821kaa 1000 mr ----- 5c102kaa 1200 mr ----- 5c122kaa 1500 mr ----- 5c152kaa 1800 mr ----- 5c182kaa 2200 mr ----- 5c222kaa 2700 mr ----- 5c272kaa 3300 mr ----- 5c332kaa 3900 mr ----- 5c392kaa 4700 mr ----- 5c472kaa 5600 mr ----- 5c562kaa 6800 mr ----- 5c682kaa 8200 mr ----- 5c822kaa 10,000 mr ----- 5c103kaa 12,000 mr ----- 5c123kaa 15,000 mr ----- 5c153kaa 18,000 mr ----- 5c183kaa 22,000 mr ----- 5c223kaa 27,000 mr ----- 5c273kaa 33,000 mr ----- 5c333kaa 39,000 mr ----- 5c393kaa 47,000 mr ----- 5c473kaa 56,000 mr ----- 5c563kaa 68,000 mr ----- 5c683kaa 82,000 mr ----- 5c823kaa 100,000 mr ----- 5c104kaa 120,000 mr ----- 5c124kaa 150,000 mr ----- 5c154kaa 180,000 mr ----- 5c184kaa 220,000 mr ----- 5c224kaa 270,000 mr ----- 5c274kaa 330,000 mr ----- 5c334kaa 390,000 mr ----- 5c394kaa 470,000 mr ----- 5c474kaa 560,000 mr ----- 5c564kaa 680,000 mr ----- 5c684kaa 820,000 mr ----- 5c824kaa 1.0 f mr ----- 5c105kaa 1.2 f mr ----- 5c125kaa 1.5 f mr ----- 5c155kaa 1.8 f mr ----- 5c185kaa 2.0 f mr ----- 5c205kaa 2.2 f mr ----- 5c225kaa 2.7 f mr ----- 5c275kaa 3.3 f mr ----- 5c335kaa 3.9 f mr ----- 5c395kaa 4.7 f mr ----- 5c475kaa 200 100 50 200 100 50 200 100 50 200 100 50 200 100 50 size and capacitance specifications

 28 radial leads/ceralam ? z5u * length, width and thickness dimensions are .254 mm (.010"). lead diameter is .05 mm (.002"). lead spacing is .381 mm (.01 5). = industry preferred values for trimmed leads see ?how to order?. for other tolerances see ?how to order?. for other voltages see ?how to order?. avx style mr04 mr05 mr06 mr07 mr08 length* 4.83 4.83 7.36 12.44 12.44 (.190") (.190") (.290") (.490") (.490") width* 4.83 4.83 7.36 12.44 12.44 (.190") (.190") (.290") (.490") (.490") thickness* 2.28 2.28 2.28 3.55 6.09 (.090") (.090") (.090") (.140") (.240") lead*  2.54 5.08 5.08 10.16 10.16 spacing (.100") (.200") (.200") (.400") (.400") lead*  .635 .635 .635 .635 .635  diameter (.025") (.025") (.025") (.025") (.025") cap. in typical avx wvdc wvdc wvdc wvdc wvdc pf part nos. 100 50 100 50 100 50 100 50 100 50 10,000 mr ----- 5e103zaa 12,000 mr ----- 5e123zaa 15,000 mr ----- 5e153zaa 18,000 mr ----- 5e183zaa 22,000 mr ----- 5e223zaa 27,000 mr ----- 5e273zaa 33,000 mr ----- 5e333zaa 39,000 mr ----- 5e393zaa 47,000 mr ----- 5e473zaa 56,000 mr ----- 5e563zaa 68,000 mr ----- 5e683zaa 82,000 mr ----- 5e823zaa 100,000 mr ----- 5e104zaa 120,000 mr ----- 5e124zaa 150,000 mr ----- 5e154zaa 180,000 mr ----- 5e184zaa 220,000 mr ----- 5e224zaa 270,000 mr ----- 5e274zaa 330,000 mr ----- 5e334zaa 390,000 mr ----- 5e394zaa 470,000 mr ----- 5e474zaa 560,000 mr ----- 5e564zaa 680,000 mr ----- 5e684zaa 820,000 mr ----- 5e824zaa 1.0 f mr ----- 5e105zaa 1.2 f mr ----- 5e125zaa 1.5 f mr ----- 5e155zaa 1.8 f mr ----- 5e185zaa 2.2 f mr ----- 5e225zaa 2.7 f mr ----- 5e275zaa 3.3 f mr ----- 5e335zaa 3.9 f mr ----- 5e395zaa 4.7 f mr ----- 5e475zaa 5.6 f mr ----- 5e565zaa 6.8 f mr ----- 5e685zaa 8.2 f mr ----- 5e825zaa 10.0 f mr ----- 5e106zaa dimensions: millimeters (inches) size and capacitance specifications
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