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		  Datasheet File OCR Text:


		  25 model number saa-3 type number  1 2 2 0 0   (required) 0 0  1  white (plastic)  2  red  (synthetic rubber) cap ordering information marking 1 without marking  2 saa-3 japan sii 1   phosphor bronze 2   zirconica slit sleeve u easy installation in equipment panels u precision sleeve (phosphor bronze/zirconia) u excellent detachability fc type fiber optic connectors model number snp-8 type number  8 7 1 2 5 1 b 3 0 1    0    no  cap cap  8   green pvc hood color  0     black  8    green  b   green ferrule  cap   0 1 marking of hood without marking  0.9 mm (flame-resistant rubber) sii  marking applicable hood( mm)   125,    126 ferrule i.d.  (  m) hood i.d. (mm) 1   0.9 mm  (flame-resistant rubber)  6   2.0 mm  (plastic)  7   3.0 mm (plastic)  9   0.9 mm  (plastic) package 1 individual package 3 bulk package ordering information specification cutout frame n type 01 molded frame n type d1 cutout frame r type j1 molded frame r type k1 u housing designed for angle pc application u uses a zirconia ferrule having a conical tip optimal for angle pc polishing u angled endface shape for easier polishing u keying width: 2.14 + 0/-0.05 mm (n type); 2.02+0/-0.05 (r type) u complies with telcordia specification gr-326-core  (excluding    0.9 mm rubber hood type) u combined with sna-1/3/4 (adaptor) provides low insertion loss and ultra high return loss u satisfy vertical burning test for classifying materials ul94v-0 (excluding cap) adaptor  saa-3 series single mode plug snp-8 series angle pc application easy assembly designed for   0.9 mm buffer cable   2.0 mm cable   3.0 mm cable single mode fc type
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