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		  Datasheet File OCR Text:


		   recommended land pattern   smd crystal clock oscillators: kco-73 type    features    low profile, h=1.6 mm   0.2 mm    power supply voltage 3.3v type    wide frequency range (1.5mhz~100mhz)    high reliability is achieved by a metal cap and sealing    most suitable for automatic mounting, reflow soldering.     dimensions (unit: mm)                          specifications                                           other specifications will be available upon consultation.              smd crystal clock oscillators  1 2 3 4 1.6  0.2 7.50  0.2 1.0 5.08 0.1 1.4 2.54 5.0  0.2 1 2 3 4 0.01  f 5.08 1.4 4.2 2.0    specifications are subject to change without notice.   hokuriku   ?type? indicates the product no., which is not the trademark.   kco-735 / 736 kco-730 / 731 tri-state function  without tri-state function  1.5440 25.0000  power supply voltage 1.8432 28.6363  frequency range 2.0480 32.7680  operating temperature range 3.6864 33.3330  frequency stability 4.0960 35.3280  load 4.9152 35.7160  symmetry 7.3728 40.0000  rise, fall time 9.8304 44.7360 11.0592 48.0000 12.2880 49.1520 14.31818 56.4480 14.7456 60.0000 15.3600 66.6660 16.3840 70.0000 18.4320 72.0000 20.0000 80.0000 24.5760 100.0000  item  current consumption  output current  start-up time  1.5 mhz ~ 36 mhz  5ms  70 +  mhz ~ 100 mhz  40 ma (max.)  ?1?level min. 8 ma  36 +  mhz ~ 70 mhz  10 ms  36 +  mhz ~ 70 mhz  25 ma (max.)  ?0?level min. 8 ma  5 ns (max.)  v ol  10 % v dd  (max.)  v oh  90 % v dd  (min.)   1.5 mhz ~ 36 mhz  10 ma (max.)  70 +  mhz ~ 100 mhz  10 ms  output voltage  - 10  ' c ~ + 70  ' c   50 ppm,  100 ppm  15 pf (max.)  40 % ~ 60 %  /  45 % ~ 55 %  +3.3 v 10 %   1.544 mhz ~ 100.000 mhz standard frequency (mhz)

  recommended land pattern   smd crystal clock oscillators: kco-76 type    features    low profile, h=1.6 mm   0.2 mm    power supply voltage 5.0v type    wide frequency range (1.5mhz~70mhz)    high reliability is achieved by a metal cap and sealing    most suitable for automatic mounting, reflow soldering.     dimensions (unit: mm)                          specifications                                        other specifications will be available upon consultation.                  smd crystal clock oscillators  1 2 3 4 1.6  0.2 7.50  0.2 1.0 5.08 0.1 1.4 2.54 5.0  0.2 1 2 3 4 0.01  f 5.08 1.4 4.2 2.0    specifications are subject to change without notice.   hokuriku   ?type? indicates the product no., which is not the trademark.   kco-765 / 766 kco-760 / 761 tri-state function  without tri-state function  1.5440 24.5760  power supply voltage 1.8432 25.0000  frequency range 2.0480 28.6363  operating temperature range 3.6864 32.7680  frequency stability 4.0960 33.3330  load 4.9152 35.3280  symmetry 7.3728 35.7160  rise, fall time 9.8304 40.0000 11.0592 44.7360 12.2880 48.0000 14.31818 49.1520 14.7456 56.4480 15.3600 60.0000 16.3840 66.6660 18.4320 70.0000 20.0000  ?1?level min. 16 ma  36 +  mhz ~ 70 mhz  10 ms  1.5 mhz ~ 36 mhz  5ms   1.5 mhz ~ 36 mhz  25 ma (max.)  36 +  mhz ~ 70 mhz  60 ma (max.)  ?0?level min. 16 ma  current consumption standard frequency (mhz)  +5.0 v 10 %   1.544 mhz ~ 70.000 mhz  - 10  ' c ~ + 70  ' c  item   50 ppm,  100 ppm  50 pf (max.)  40 % ~ 60 %  /  45 % ~ 55 %  output current  7 ns (max.)  output voltage  v ol  10 % v dd  (max.)  v oh  90 % v dd  (min.)  start-up time

  recommended land pattern   smd crystal clock oscillators: kco-70 type    features    low profile, h=1.6 mm   0.2 mm    power supply voltage 3.3v type    frequency range (100mhz~125mhz)    high reliability is achieved by a metal cap and sealing    most suitable for automatic mounting, reflow soldering.     dimensions (unit: mm)                          specifications                                        other specifications will be available upon consultation.                  smd crystal clock oscillators  1 2 3 4 1.6  0.2 7.50  0.2 1.0 5.08 0.1 1.4 2.54 5.0  0.2 1 2 3 4 0.01  f 5.08 1.4 4.2 2.0    specifications are subject to change without notice.   hokuriku   ?type? indicates the product no., which is not the trademark.   kco-705 / 706 standard frequency (mhz)  tri-state function  106.250  power supply voltage  +3.3 v 5 % 110.000  frequency range  106.250 mhz ~ 125.00 mhz 116.000  operating temperature range  - 10  ' c ~ + 70  ' c 125.000  frequency stability   50 ppm,  100 ppm  load  15 pf (max.)  symmetry  40 % ~ 60 % / 45 % ~ 55 %  rise, fall time  5 ns (max.)  v ol  10 % v dd  (max.)  v oh  90 % v dd  (min.)  current consumption  ~ 125.000 mhz  50 ma (max.)  ?0?level min.4 ma  ?1?level min. 4 ma  start-up time  15ms  jitter  8 ps ~ 4 ps  (rms)  item  output voltage  output current
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