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		  Datasheet File OCR Text:


		      fe a t ures  direct  replacement  for  siliconix j / sst 201 series low cutoff vol t age  v gs( o ff )     1.5v  high gain  a v  = 80 v/v  a b solute ma ximum r a ti ngs 1   @ 25 c (un l es s other w i s e  stated)  maximu m t e mp eratu r es  storage t e mperature  -65 to + 150 c   operatin g junc tion t e mperatu r e  -55 to + 135 c   maximum pow e r  dissip a tion   conti nuo us po w e r dissi pati o n   350mw   maximu m cu r r en t  f o r w a r d gate  current  50ma  maximu m vo ltag es  gate to drain  voltag e  -40v  gate to source  voltage  -40v  el ect r ic a l   ch a r a c t e ri st ics @ 25 c (u n l ess o t her w ise stated )  symbol  ch a r a c teri stic  min  typ  ma x units conditions  j/sst 201, 202 -40      bv gss   gate to source  breakd o w n  v o l t age  j/sst 2 0 4   - 2 5       i g  = -1a, v ds  =  0 v   j/sst 2 0 1   - 0 . 3     - 1 . 5   j/sst 2 0 2   - 0 . 8     - 4   v gs( o ff )   gate to source cutoff  voltag e  j/sst 2 0 4   - 0 . 3     2   v  v ds  =  15v, i d  =  10na  j/sst 2 0 1   0 . 2     1   j/sst 2 0 2   0 . 9     4 . 5   i ds s   drain to so urc e   saturation current 2   j/sst 2 0 4   0 . 2     3   m a   v ds  =  15v, v gs  = 0 v   i gss   g a t e   reverse  c u r r e n t   - 2     -100 v gs  = -20v, v ds  = 0 v   i g   gate operatin g curre nt    -2    v dg  =  10v, i d  =  0.1ma  i d(o f f )   drain c u toff current    2    pa  v ds  =  15v, v gs  = -5 v  j/sst 201, 204 0.5      g fs   fo rw ard   t r ansconducta nce  j/sst 2 0 2   1       m s   v ds  =  15v, v gs  = 0v,  f  = 1khz  c iss   input  cap a cita n c e     4 . 5     c rss   revers e t r ansfer capac itanc e    1.3    pf   v ds  =  15v, v gs  = 0v,  f  = 1mhz  e n   n o i s e   v o ltag e     6     nv/  hz v ds  =  10v, v gs  = 0v,  f  = 1khz  sst series  1 2 3 sot-23 top view d g s j series  to-92 bottom view 123 ds g     linear integrated system s   j/sst201 series high gain  n-channel j f et                                                                          linear integrated system s     ?  4 042  clipp e r co urt   ?   frem ont, ca  94538   ?   tel:  510  490 -91 60  ?   fax:  510 3 53-0261 

               1 2 3 sot-23 dimensions in millimeters 0.89 1.03 1.78 2.05 1.20 1.40 2.10 2.64 0.37 0.51 2.80 3.04 0.89 1.12 0.013 0.100 0.085 0.180 0.55 12 3 ls xxx yyww 0.170 0.195 0.500 0.610 0.016 0.022 0.095 0.105 0.045 0.055 0.175 0.195 0.130 0.155 0.045 0.060 0.014 0.020 to-92 dimensions in inches.       1.  absolute max i mu m ratings are limiting va lues above which serviceability  ma y  be imp a ired.  2.  pulse test: pw                                                                                     linear integrated system s     ?  4 042  clipp e r co urt   ?   frem ont, ca  94538   ?   tel:  510  490 -91 60  ?   fax:  510 3 53-0261 

   j201/sst201 series  ordering and part marking information     5/18/09                subject:  j201/sst201 se ries ordering and part marking information               the j201 series single n-channel jfet amplif iers are offered in a to-92, 3 lead package and includes the             following part numbers:  j201, j202, j204                the sstj201 series single n-channel jfet amplifiers are offered in a sot23, 3 lead package and includes              the following part numbers:  sst201, sstj202, sst204                 ordering information:               parts are available with rohs compliant/leadfree package versions as well as package versions that contain              lead. parts are available tested to the standard datasheet limits and conditions, as well and special limits and              conditions provided by the customer. when  ordering your part please be aware of the 4 options you have:              j201 to-92 3l --------------------------electrically tested to standard da tasheet limits/conditions, lead or                                                                          leadfree/rohs compliant package not specified.            j201 to-92 3l-select ------------------electrically tested to special customer limits/conditions, lead or                                                                          leadfree/rohs compliant package not specified.            j201 to-92 3l rohs -----------------electrically tested to standard datasheet limits/conditions, leadfree/                                                                          rohs compliant package requested, marked with the letter ?f?            j201 to-92 3l-rohs-select --------electrically tested to special customer limits/conditions, leadfree/                                                                          rohs compliant package requested, marked with the letter ?f?            sst201 sot23 3l ----------------------electrically tested to standard da tasheet limits/conditions, lead or                                                                          leadfree/rohs compliant package not specified.            sst201 sot23 3l-select -------------electrically tested to special customer limits/conditions, lead or                                                                         leadfree/rohs compliant package not specified.            sst201 sot23 3l rohs ------------electrically tested to standard datasheet limits/conditions, leadfree/                                                                         rohs compliant package requested, marked with the letter  ?f?            sst201 sot23 3l -rohs-select-- -electrically tested to special customer limits/conditions, leadfree/                                                                          rohs compliant package requested., marked with the lette r ?f?                                   important part marking information :  

                                 in the event you are ordering multiple versions of the j201/sst201 series it is very important that you               keep both groups of parts separate from each other and do not mix . each container/reel/bag of parts is             labeled with the complete part number you have ordered.  the parts are not marked with the complete               part number .  the parts are marked with the same part number, and can be easily mixed with the              wrong part number in the event proper inventory control procedures are not followed at customer level .            as a result of our manufacturing flow, the en tire wafer may contain more than one part number per wafer.            the entire wafer is tested to the all of the j/sst201 limits. the wafer is sent out for assembly where the            parts are marked prior to test. at test, the parts are separated into the individual part numbers then labeled            and placed into inventory. due to the space restrictions on the number of digits we can print on the two             different package types, and our inability to remark the part after test limit our ability mark individual             or complete part numbers.                 device marking prior to date code 0900:                      prior to date code 0900, there were different devices marking which may have been used  .  we now are              standardizing our part marking avoid confusion  at the customer level. all of the part marking that is listed             in this document represents how the devices will be marked in the future. any different marking represents             old/past part marking which has been replace with the part marking as listed below.       vishay/siliconix part  number  package  lis part number  part marking          j201  to-92 3l  j201 to-92 3l  ls j20  or ls j20f      j201 to-92 3l select  ls j20  or ls j20f      j201 to-92 3l rohs  ls j20f      j201 to-92 3l rohs select  ls j20f                  j202  to-92 3l  j202 to-92 3l  ls j20  or ls j20f      j202 to-92 3l select  ls j20  or ls j20f      j202 to-92 3l rohs  ls j20f      j202 to-92 3l rohs select  ls j20f                  j204  to-92 3l  j204 to-92 3l  ls j20  or ls j20f      j204 to-92 3l select  ls j20  or ls j20f      j204 to-92 3l rohs  ls j20f      j204 to-92 3l rohs select  ls j21f                  sst201  sot-23 3l   sst201 sot-23 3l  20 or 20f      sst201 sot-23 3l select  20 or 20f      sst201 sot-23 3l rohs  20f      sst201 sot-23 3l rohs select  20f                                  sst202  sot-23 3l   sst202 sot-23 3l  20 o20f 

     sst202 sot-23 3l select  20 or 20f      sst202 sot-23 3l rohs  20f      ssj202 sot-23 3l rohs select  20f                  sst204  sot-23 3l   sst204 sot-23 3l  20 o20f      sst204 sot-23 3l select  20 or 20f      sst204 sot-23 3l rohs  20f      ss204 sot-23 3l rohs select  20f             
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