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		  Datasheet File OCR Text:


		  (1,27mm) .050" folc series low insertion force contacts available high reliability  tiger eye? contacts through-hole locking clip options available (1,27mm) .050" x (1,27mm) .050"  micro pitch folc?140?04?l?q folc?120?l1?l?q?lc folc?150?m1?l?q www.samtec.com option lead style q plating option ?l = 10" (0,25m)  gold on contact,   matte tin on tail ?01 & ?04 = through-hole ?m1 & ?m2 = mixed technology ?l1 & ?l4 = low insertion force  through-hole folc 1 no. pins per row 20,  25,  30,  35,   40,  45,  50 (call samtec for other sizes) ?lc = locking  clip mates with: molc for complete speci  cations and  recommended pcb layouts  see www .samtec.com? folc insulator material:  black liquid crystal  polymer contact material: becu current rating:  1a @ 80? ambient operating temp range: -55? to +125? plating:  au or sn over   50? (1,27?) ni contact resistance:  15 m   max insertion depth:  (3,30mm) .130" to  (4,06mm) .160"  insertion force:  (single contact only) standard= 5.0oz (1,39n) avg. lif= 2.0oz (0,56n) avg. normal force:  standard= 70 grams  (0,69n) avg. lif= 40 grams  (0,39n) avg. withdrawal force:  (single contact only) standard= 4oz (1,11n) avg.  lif= 1.5oz (0,42n) avg. max cycles: 100 with 30? (0,76?) au rohs compliant: ye s processing: max processing temp: 230? for 60 seconds, or 260? for 20 seconds 3x lead-free solderable: ye s smt lead coplanarity: (0,15mm) .006" max note:  some sizes, styles and  options are non-standard,  non-returnable. (1,27)  .050  (1,02)  .040 typ (2)  no. of positions x (1,27)  .050 +  (0,51)  .020  (0,51)  .020  (0,41)  .016  optional  locking   clip   (?lc)  (2,54)  .100  (5,59)  .220  (1,27) .050  typ a1 b1 c1 d1 (1,27)  .050  typ (0,13)  .005   typ  (4,57)  .180  c  c  mixed  technology lead style c ? 01, ?m1 ? 04, ?m2 (1,91)  .075 (3,04)   .120 application  specific option alignment pins available.  call samtec. f-210 ? specifications note:  other gold plating  options available. contact samtec. also available   for surface mount with  tiger eye   contact,  see  www.samtec.com?rolc  also see tolc/solc  series for surface mount  design with tiger buy  contacts. high  density  tiger  eye ?   sockets
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