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		  Datasheet File OCR Text:


		  non-reflective terminators (n, tnc, ssma, pob, fl, and po6) n, tnc, pob, fl, po6, and hrmm-tm series 68 coaxaial terminations (dc to 18.0 ghz) 1.high performance these super wide bandwidth/ultra high matching non- reflective terminators use hirose electric original high frequency matching technology. 2.full compliment of connector forms are available a wide variety of types are available in addition to the bnc and sma (hirose electric hrm series) types. these include the world standard n, tnc, and ssma (hirose electric hrmm series) types, our miniaturized fl series, and the po6 series with apertures. pob-tmp-025 tnc-tmp-1 n-tmp-1 n-tmp-5 fl-tmp-025-1 po6-tmp-025-1 po6-tmlp-025 htmm-601a hrmm-602a n features item conditions standard n product specifications rating -10 ? c to +65 ? c 95% or less operating temperature range operating relative humidity dc to 18.0 ghz 50  0.25 to 5 w frequency range (note) characteristic impedance maximum usable power (note) 1.vibration resistance frequency of 10 to 2000 hz, overall amplitude of 1.52 mm, 98 m/s 2 acceleration, in 3 axial directions, 2 hours each no electrical disconnections of 1  u or greater no damage, cracks, or parts looseness 2.shock resistance 490  m/s 2 acceleration, half sine wave, in 3 axial directions, 3 times each no electrical disconnections of 1  u or greater no damage, cracks, or parts looseness 3.temperature cycle (-55 ? c : 30 min.  / 5 to 35 ? c : within 15 min. / 80 ? c: 30 min.  / 5 to 35 ? c: within 15 min.) for 200 cycles no damage, cracks, or parts looseness l the test method conforms to mil-std-202. l please see the specification items for details concerning the vswr. note: the frequency range and the maximum usable power will differ depending on the model. part external cladding insulation male contacts external contacts coupling radiator resistor material brass teflon brass phosphor bronze brass aluminum metal film processing nickel plating . gold plating silver plating nickel plating black alumite . part external cladding insulation male contacts resistor brass teflon brass metal film nickel plating . gold plating . material processing part external cladding insulation male contacts female contacts external conductor coupling resistor material stainless steel teflon brass beryllium copper brass stainless steel metal film processing nickel plating . gold plating gold plating nickel plating passivated . n materials n type tnc, pob, fl, and po6 types hrmm type n product number breakdown connector type (series name) tm: indicates a non-reflective terminator. connector form p: plug type j: jack type power (example) 025: 0.25 w 1 : 1 w suffix 1 2 3 4 5 1 2 3 4 5 p06 - tm p - 025 - 1 n, tnc, pob, fl, and po6 types connector type hrmm series 600 to 699: indicates a non-reflective terminator. coupling processing a: passivated (without cap) 1 2 3 1 2 3 hrmm - 601 a hrmm type

 69 n specifications n v.s.w.r. data coaxial terminations (others) (dc to 18.0 ghz) model no n-tmp-1 n-tmp-5 tnc-tmp-1 pob-tmp-025 fl-tmp-025-1 po6-tmp-025-1 po6-tmlp-025 hrmm-601a hrmm-602a dc~6 dc~6 dc~2 dc~12.4 dc~1 dc~2 dc~2 dc~18 dc~18 1.10 1.15 1.20 . . 1.15 1.20 1.15 1.20 . 1.10 1.15 . 1.10 . 1.10 . 1.10 . 1.10 1.15 1.25 1.10 1.15 1.25 (ghz) frequency range (w) power 1 5 1 1/4 1/4 1/4 1/4 1/4 1/4 59 113 19 5 2 3 3 4 4 n-p n-p tnc-p pob-p fl-p p06-p p06-p hrmm ?p hrmm ?j connectors (g) weight v.s.w.r.(max) dc ~ 1ghz 1 ~ 2ghz 2 ~ 4ghz 4 ~ 6ghz 6 ~ 12.4ghz 12.4~18ghz n-tmp-1 fl-tmp-025-1 po6-tmp-025-1 hrmm-601a hrmm-602a

 70 n external dimensions coaxial terminations (others) (dc to 18.0 ghz) n-tmp-1 n-tmp-5 pob-tmp-025 po6-tmp-025-1 po6-tmlp-025 hrmm-602a hrmm-601a fl-tmp-025-1 tnc-tmp-1 depth (note: mounting screw hole) soldering soldering soldering soldering soldering soldering soldering
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