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		  Datasheet File OCR Text:


		  telephone:   814-362-5536 fax:   814-362-8883 144 speer electronics, inc. lc d d l (typ) (max) 0.256 0.280 0.098  0.02 0.024  0.002 1.18  0.12 6.2 7.1 2.5  0.5 0.60  0.05 30.0  3.0 0.375 0.437 0.1 18  0.02 9.0 11.1 3.0  0.5 0.472 0.591 0.157  0.02 12.0 15.0 4.0  0.5 0.610 0.709 0.236  0.039 0.031  0.002 15.5 18.0 6.0  1.0 0.80  0.05 0.965 1.102 0.354  0.039 1.5  0.125 24.5 28.0 9.0  1.0 38.0  3.1 type rss 1/2 rss 1 rss 2 rss 3 rss 5 rss1/2 1r0 g t52 type resistance tolerance packaging rss 1/2 2 significant figures (g+j) f =    1.0% 1/2 - t26a, t52, vtp, vte, gt, l,c rss 1 3 significant figures (f) g =    2.0% 1 - t52, vtp, gt, l, lt52, c, l125, l15, u rss 2 + multiplier j =    5.0% 2 - t52, t521(l), vtp, gt, l, lt521, c, l15, l20, u rss 3 r indicates decimal 3 - t631(l), gt, l, lt631, c, u rss 5 points on values 5 - l20, l25 < 10 ?  (g+j), < 100 ?  (f) none: bulk leaded resistor rss reduced size metal oxide ordering  and specifying leaded general purpose - conformally coated with ul94v-o flameproof material - suitable for automatic machine insertion - units are marked with color bands or alpha-numeric marking - lavender body color dimensions (in/mm) st andard  applica tions - 500 v c d l d l leaded components f(   1%) e-96 g(   2%) e-24 j   (5%) e-24 0.2 - 47k ? type power max max dwv rated operating resistance range rating working overload ambient temp. @70  c voltage temp. range rss 1/2 500 mw 300 v 400 v                         1.0 - 47k ? 600 v rss 1 1 w -55  c 0.2 - 68k ? rss 2 2 w 350 v 70  c 0.2 - 100k ? 700 v rss 3 3 w 700 v 200  c                           0.2 - 100k ? rss 5 5 w 500 v 1000 v 800 v

 telephone:   814-362-5536 fax:   814-362-8883 145 speer electronics, inc. parameter characteristic limits temperature coefficient   200 ppm/  c short time overload   2% effects of solder   1% moisture resistance   5% load life   5% temperature cycling   1% vibration   1% shock   1% terminal strength (lead pull) 5 # min. current noise < 1.0   v/v/decade voltage coefficient < 20 ppm/v low temperature operation   1% leaded resistor rss reduced size metal oxide 250 200 150 100 50         0 25 50 75 100 125            power rating (%) surface temp. rise (  c) rss 5 rss 3 rss2 rss1 rss 1/2 performance characteristics leaded components
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