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		  pg. 39  17550 gillette avenue, irvine, ca 92614  ?  www.sabritec.com  ?  tel: (949) 250-1244  ?  fax (949) 250-1009   mil-dtl-24308 d-subminiature connectors part number description code insert arrangements mil-dtl-24308 d-subminiature flter connectors are designed to meet  or exceed all applicable requirements of the military specifcation.   these connectors are intermateable and interchangeable with the  standard non-fltered connectors. sabritec also offers combo d-sub  arrangements for power coaxial and signal contacts mixed arrange - ments. these layouts include 5w5, 8w8, 17w2, 9w1 and 24w7. consult factory for combo d-sub arrangements. material and finishes shell aluminum alloy/steel/composite insulator high grade plastic/epoxy contacts copper alloy, gold plate grommet & seal silicon base elastomer capacitor barium titanate inductor ferrite bead p200 - 24308 - 25 - s - p - n filter type: pi, l, c prefix: contact arrangement: low density contact termination: s - solder cup pl at ing: c - cadmium (yellow ch ro mate) n - electroless nickel contact type: p - pin s - socket 9, 15, 25, 37, 50 high density 15hd, 26hd, 44hd, 62hd, 78hd p - pc tail c - crimp r - right angle sabritec provides specialty, enhanced performance connectors and cable assemblies and as such does not currently offer circular, rack and panel, or d-subminiature connectors that are listed  on military standard qualifed products lists (qpl) per applicable detail specifcation sheets.  sabritecs connectors are fully intermateable with applicable qpl products and meet the applicable  requirements of all military standards listed in this catalog.

 pg. 40  17550 gillette avenue, irvine, ca 92614  ?  www.sabritec.com  ?  tel: (949) 250-1244  ?  fax (949) 250-1009   mil-dtl-24308 d-subminiature  dimensions shell  size standard  layout  size 20 a   + 0.015 b   (pin)   + 0.005 b'  (socket)   + 0.005 c   basic d   + 0.010 e   (pin)   + 0.005 e'  (socket)   + 0.005 e 9 contact 1.213 .667 .642 .984 .494 .330 .310 a 15 contact 1.541 .995 .970 1.312 .494 .330 .310 b 25 contact 2.088 1.535 1.150 1.852 .494 .330 .310 c 37 contact 2.729 2.183 2.158 2.500 .494 .330 .310 d 50 contact 2.635 2.063 2.063 2.406 .605 .437 .422 optional hardware right angle d-subminiature straight d-subminiature e e? d socket pin socket pin max .500  pi filter max .375 c filter (.060) (.060) max .375* c filter max .500  pi filter see con ta ct termin at ion (.515) (.590) pi filter c filter alignment board for contact true position clinch nut thread or thru hole right angle bracket ground board locks straight right angle (.150) c b b? a
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