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		  Datasheet File OCR Text:


		  29 journey  ?  aliso viejo, ca 92656  ?  usa (949) 448-7070    ?    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com ?  i nternet a ddress :  ww w . abracon.com abracon is  iso 9001 /  q s 9000 certified toroidal power inductors aipt-92 series with optional mounting abr a con ? corporation 84 part                     l 1,2 i dc et energy          dcr             coil              base           lead       number  4   ( m h)              a       v- m s           storage   w  size 5 mount           dia. 5 (max)            (min)             ( m j)            (max)                       package    aipt-92-20-2.0 20 2.0 52 40 0.060 h bm1 0.020/0.50 aipt-92-25-2.6 25 2.6 30 85 0.043 a bm1 0.020/0.50 aipt-92-50-2.6 50 2.6 50 169 0.071 b bm2 0.020/0.50 aipt-92-100-2.6 100 2.6 90 338 0.100 c bm3 0.020/0.50 aipt-92-35-2.6 35 2.6 55 118 0.037 b bm2 0.025/0.64 aipt-92-70-3.0 70 3.0 85 315 0.052 c bm3 0.025/0.64 aipt-92-150-3.0 150 3.0 140 653 0.087 d bm4 0.025/0.64 aipt-92-285-3.0 285 3.0 300 1283 0.140 e bm5 0.025/0.64 aipt-92-450-3.0 450 3.0 425 2025 0.200 f - 0.025/0.64 aipt-92-100-3.6 100 3.6 130 648 0.045 d bm4 0.032/0.81 aipt-92-165-4.0 165 4.0 240 1320 0.070 e bm5 0.032/0.81 aipt-92-270-4.0 270 4.0 350 2160 0.100 f - 0.032/0.81 aipt-92-40-4.0 40 4.0 70 320 0.027 c bm3 0.032/0.81 aipt-92-22-5.0 22 5.0 44 275 0.020 g - 0.032/0.81 aipt-92-100-5.0 100 5.0 200 1250 0.034 e bm5 0.042/1.07 aipt-92-170-5.0 170 5.0 300 2125 0.050 f - 0.042/1.07 aipt-92-55-5.0 55 5.0 100 688 0.023 d bm4 0.042/1.07 aipt-92-95-7.0 95 7.0 225 2328 0.025 f - 0.051/1.30 aipt-92-55-7.0 55 7.0 150 1348 0.017 e bm5 0.051/1.30 aipt-92-55-10.0 55 10.0 175 2750 0.013 f - 0.064/1.63 physical characteristics  6 see facing page standard specifications notes: 1. inductance (l) measured @ 100khz, 100mv rms @ rated i dc 2. inductance (l) tolerance: @   20% 3. operating temperature: -30 o c to 130 o c 4. mounting: add ?v?, ?h? or ?b? as suffix 5. dimensions: inches / mm; see spec sheet for tolerance limits 6. specifications subject to change without notice

 notes: 1. inductance (l) measured @ 100khz, 100mv rms @ rated i dc 2. inductance (l) tolerance: @   20% 3. operating temperature: -30 o c to 130 o c 4. mounting: add ?v?, ?h? or ?b? as suffix 5. dimensions: inches / mm; see spec sheet for tolerance limits 6. specifications subject to change without notice 29 journey  ?  aliso viejo, ca 92656  ?  usa (949) 448-7070    ?    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com ?  i nternet a ddress :  ww w . abracon.com abracon is  iso 9001 /  q s 9000 certified toroidal power inductors aipt-92 series with optional mounting abr a con ? corporation 85 base                  a          b        c         d         e mount  4 dim.  5 bm-1 (in.) 0.340 0.580 0.650 0.29 0.110 (mm) 8.64 14.73 16.57 7.37 2.79 bm-2 (in.) 0.450 0.650 0.700 0.325 0.150 (mm) 11.43 16.51 17.78 8.26 3.91 bm-3 (in.) 0.450 0.830 0.950 0.415 0.150 (mm) 11.73 21.03 24.13 10.54 3.91 bm-4 (in.) 0.600 0.950 1.10 0.475 0.225 (mm) 15.24 24.13 27.94 12.07 5.72 bm-5 (in.) 0.700 1.25 1.40 0.625 0.250 (mm) 17.78 33.02 35.56 15.88 6.35 coil                  p           n        l         m           k size   dim.  5 a (in.) 0.55 0.25 3.75 0.180 0.350 (mm) 13.97 6.35 9.53 4.57 8.90 b (in.) 0.70 0.38 0.375 0.280 0.530 (mm) 17.78 9.65 9.53 7.11 13.46 c (in.) 0.85 0.41 0.375 0.280 0.720 (mm) 21.59 10.41 9.53 7.11 18.29 d (in.) 1.05 0.55 0.375 0.400 0.840 (mm) 26.27 13.97 9.53 10.16 21.24 e (in.) 1.40 0.700 0.375 0.500 1.10 (mm) 35.56 17.78 9.53 12.70 25.65 f (in.) 1.65 0.700 0.375 0.500 1.35 (mm) 41.91 17.78 0.953 12.70 34.30 g (in.) 0.85 0.33 0.875 0.250 .730 (mm) 21.59 8.38 22.23 6.40 18.29 h (in.) 0.64 0.28 0.875 0.180 .530 (mm) 16.26 7.11 22.23 4.57 13.46 physical characteristics  5 leads tinned to within 0.063/1.60 core/case horizontal vertical base mount
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