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		  Datasheet File OCR Text:


		  44 crystal units this is ultra small leadless surface mount type crystal unit. n features 8 compactness and thin (7.8  3.4  1.1 mm). 8 standard nominal frequency for pll-system are lined up (ex. gsm, pdc, amps, tacs, etc.). 8 frequency pullability performance which is absolutely required for the purpose of temperature compensation. 8 frequency characteristics provides easy making temperature compensation owing to its stable characteristics closed to crystal fit curve. 8 it is applicable to ir reflow. 8 taping package is for customer automatic loading operation. 8 display of temperature characteristics is possibile using a two-dimensional data code. (refer page 43) standard frequency (mhz) 7.8    0.1 d  0.08 d  0.08 5.0    0.15 1.0   0.15 1.4   0.15 (4x) (2x) (4x) 2.2   0.1 0.6   0.15 (2x) #2 #1 1.1  -0.2 +0.1 1.0   0.15 3.4   0.1 internal connections reference footprint #2 #4 1.8 1.8 8.2 3.8 0.9 1.2 0.9 #3, #4, #5, #6, is connected with a cover  (please connect with a gnd or a power supply) #1 #3 #6 #5 n dimension (mm) surface mount type crystal units / nx7834sa (cp24j) 10.368 10.752 12.6 12.8 13.0 13.824 14.4 14.85 15.36 16.368 16.8 19.2 19.440 20.736 if you need non-standard specification, please contact us. [type name] in (     ) which is, it is previous name. item type frequency range overtone frequency tolerance (25??c) temperature characteristics (in reference to +25?c) operating temperature range equivalent series resistance drive level standard load capacitance operable temperature range  10   10 -6 ?   10 -6 ?0 ~ +60?c nx7834sa (cp24j) 9.6 mhz ~ 26 mhz fundamental  10   10 -6  10   10 -6 40   max 10 w (100 w max) 12pf ?0 ~ +85?c  10   10 -6  10   10 -6 ?0 ~ +75?c n specification
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