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		  Datasheet File OCR Text:


		    preliminary technical data sheet  sl-par30 led lamp series       everlight electronics co., ltd.              prepared date : 11-03-2009                rev.0.1                        page: 1 of  5   device no. :                            tel:+886-2-22672000          f ax:+886-2-2267-6244        http://www.everlight.com                   features       no uv or ir light radiation     provide 20o, 30o and 50o beam angles.     optional triac dimming function     optimized heat fins with sleek design     current controlled led driver integrated on pcb     operation temperature:-20 o c~40 o c     long lifetime: 40000 hours(l 70 )     e26 / e27 screw mount cap                     typical applications       indoor lighting     architectural lighting     amusement park accenting      product specification                         parameter  description  lens  pc  housing  die casting aluminum  cap  e26 / e27 screw cap  power input  non dimming : 100~240 vac  two options for triac dimming :   100~120 vac input  220~240 vac input  power efficacy  80%  power consumption   12w(triac dimming)  11w (non dimming)  power factor  100v ac/60hz, pf  0.7  220v ac/50hz, pf  0.7  optimized body  temperature @25    55    operation  temperature  -20  ~40    storage temperature   -30  ~80    weight  410g 

   preliminary technical data sheet  sl-par30 led lamp series       everlight electronics co., ltd.              prepared date : 11-03-2009                rev.0.1                        page: 2 of  5   device no. :                            tel:+886-2-22672000          f ax:+886-2-2267-6244        http://www.everlight.com      coding of part number:      sl ? par30 / b / p12 / 20 / e30 / td / 27 / hac                1                   2          3      4        5             6        7            8     1. product series   sl-par30: par30 series    2. led type   b: everlight hp b led    3. power consumption   p12: 12w (triac dimming)  p11: 11w (no dimming)    4. beam angle   20: 20 degree  30: 30 degree  50: 50 degree      5. correlated color temperature   e50: ansi c78 5000k  e30: ansi c78 3000k     6. dimmingcontrol   td: triac dimming  nd: no dimming    7. lamp-holder   26: e26 cap  27: e27 cap    . 8. input voltage   lac: 100~120vac  hac: 220~240vac  uni : universal 100~240 vac     product dimensions                                      notes: 1. dimensions are in millimeters            2. tolerances unless dimensions 0.5mm   

   preliminary technical data sheet    sl-par30 led lamp series       everlight electronics co., ltd.              prepared date : 11-03-2009                rev.0.1                        page: 3 of  5   device no. :                            tel:+886-2-22672000          f ax:+886-2-2267-6244        http://www.everlight.com      luminance and technical data    model  beam angle   cct  lm    cd  sl-par30/b/p12/20/e50/td series  sl-par30/b/p11/20/e50/nd series  20    5000k  650  2400  sl-par30/b/p12/20/e30/td series  sl-par30/b/p11/20/e30/nd series  20    3000k  475  1600  sl-par30/b/p12/30/e50/td series  sl-par30/b/p11/30/e50/nd series  30    5000k  660  1600  sl-par30/b/p12/30/e30/td series  sl-par30/b/p11/30/e30/nd series  30    3000k  485  990  sl-par30/b/p12/50/e50/td series  sl-par30/b/p11/50/e50/nd series  50    5000k  665  800  sl-par30/b/p12/50/e30/td series  sl-par30/b/p11/50/e30/nd series  50    3000k  485  500       intensity distribution                 

   preliminary technical data sheet    sl-par30 led lamp series       everlight electronics co., ltd.              prepared date : 11-03-2009                rev.0.1                        page: 4 of  5   device no. :                            tel:+886-2-22672000          f ax:+886-2-2267-6244        http://www.everlight.com      packaging dimension                          packag e                                                        unit: mm  unit: kg  a  130  b  130  c  150  0.5  outer box  d  320  e  290  f  770  8.14                                     packing quantity                      1 luminaire / 1 package                      6 packages / 1 inner box                      2 packages / 1 outer box       installation instruction and warning       do not open - no user serviceable parts inside.     turn off power before inspection, installation, or  removal.     do not use in totally enclosed fixtures.     please refer to the suggested dimmers.     not intended for use with emergency exit fixtures  or emergency   

   preliminary technical data sheet    sl-par30 led lamp series       everlight electronics co., ltd.              prepared date : 11-03-2009                rev.0.1                        page: 5 of  5   device no. :                            tel:+886-2-22672000          f ax:+886-2-2267-6244        http://www.everlight.com      support dimmer lists    #   producer  vlot/freq(v/hz)  model  ctl. type  1   jung  230/50  266gde  leading  2   merten  230/50      leading  3   clipsal  230/50  32e450l  leading  4   busch  230/50  2200-uj  leading  5   everflourish  230/50  ef700da  leading  6   niko  230/50      leading  7   busch  230/50  2250u  leading  8   schneider  230/50      leading  9   ?F   (soben)  230/50      leading  10   opus  230/50  852.39  leading  11   koslo  230/50      leading  12   busch  230/50  6513u  trailing  13   siemens  230/50  5tc8-284  trailing  14   vadsbo  230/50  td350  trailing  15   clipsal  230/50  32e450t  trailing  16   lutron  120/60  s-600  leading  17   lutron  120/60  q-600p  leading  18   lutron  120/60  ay-600p  leading  19   lutron  120/60  dv-600p  leading  20   lutron  120/60  lg-600ph  leading  21   lutron  120/60  tt-300nlh  leading  22   lutron  120/60  dng-600ph  leading  23   lutron  120/60  s-600peh  leading  24   lutron  120/60  gl-600p  leading  25   leviton  120/60  l00  leading  26   leviton  120/60  rtd-01-10  leading      
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