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		  Datasheet File OCR Text:


		  h w e >1,5 l x 28 h w el * mod?le normalis? standard model t ol?rances sur capacit? t olerance on capacitance classe /  class u rc       4,7     pf       5,6       6,8       8,2 10 12 15 18 22 27 33 39 47 56 68 82 100 120 150 180 220 270 330 390 470 560 680 820     1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 10 12 15 63  v 300 v 63 v 250 v 63  v 300 v 500 v 300 v 500 v 300 v 500 v 500 v ca 15 ca  20 ca 30 ca 35 ca 40 ca 131 dimensions (mm) l   h   e     w   ?0,05 13    1    7    1    5    0,5   0,6 20       0,5 12       0,5    5,6    0,5    0,8 20,5    1 20,5    1    6,5    1    1 20,5    1 20,5    1    8       1    1 25    1,5 15    1,5    8    1    1 9,3    0,2 5,3   0,2 3       0,2 0,5     + 10% nf e12 v 1 pf 1 2 3 4 sur demande / 4 on request    5   %    2   %    1   % e24 e48 e96    10 % caract?ristiques ?lectriques t emp?rature d?tilisation ?5c+ 125? cat?gorie climatique  ( ca  131 ) 55 / 125 / 21 ( ca 15 - 20 - 30 - 35 - 40 ) 55 / 125 / 56 t ension nominale u rc 63 v  ? 5 00 v t ension de tenue 2,5 u rc t angente  d de l?ngle de pertes ? 1 mhz c r ~ 10 pf 50.10 ? 10 pf x  c r x 25 pf 30.10 ? 25 pf ~  c r x 100 pf 20.10 ? 100 pf ~  c r x 1 000 pf 10.10 ? ? 1 khz 1 000 pf ~  c r 10.10 ? r?sistance d?solement c r ~ 10 nf x 100 000 m ? c r x 10 nf x 1 000 m ? .? classe ( ca 15 - ca 20 - ca 131 ) 1-2-3-4 ( ca 30 - ca 35 - ca 40 ) 3-4 conformes aux sp?cifications des normes cecc 31301 ?ute c 83120 ?cctu 02 01b electrical characteristics operating temperature ?5c+ 125? climatic category  ( ca  131 ) 55 / 125 / 21 ( ca 15 - 20 - 30 - 35 - 40 ) 55 / 125 / 56 rated voltage u rc 63 v  to 500 v te st   v oltage 2,5 u rc d. f. tangent  d at 1 mhz c r ~ 10 pf 50.10 ? 10 pf x  c r x 25 pf 30.10 ? 25 pf ~  c r x 100 pf 20.10 ? 100 pf ~  c r x 1 000 pf 10.10 ? at 1 khz 1 000 pf ~  c r 10.10 ? insulation resistance c r ~ 10 nf x 100 000 m ? c r x 10 nf x 1 000 m ? .? class ( ca 15 - ca 20 - ca 131 ) 1-2-3-4 ( ca 30 - ca 35 - ca 40 ) 3-4 in accordance to standards : cecc 31301 ?ute c 83120 ?cctu 02 01b ca 15 -ca 20 ca 30 -ca 35 ca 40 -ca  131 di?lectrique : mica argent? moul? r?sine ?poxy dielectric : silvered mica epoxy resin molded ca 15 exemple de codification ? la commande how to order mod?le capacit? en pf, nf tol?rance tension nominale (u rc ) model capacitance in pf, nf tolerance rated voltage (u dc ) marquage marking mod?le model capacit? - tol?rance capacitance - tolerance t ension nominale rated voltage classe class 6 ca   15 100 pf  5% 300 v * ca  20 - ca 30 - ca 35 - ca 131 x 28 * ca 40 x 35
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